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Preface

This volume is a compilation of the edited proceedings of the "Missile Aerodynamics" course held at the von Kiirmdn Institute
(VKI) in Rhode-Saint-Gen~se, Belgium, 6th-10th June 1994, and at the Middle East Technical University (METU) in Ankara,

Turkey, 13th-17th June 1994.

This series of lectures supported by the AGARD Fluid Dynamics Panel and the von Kirmgtn Institute follows previous courses
organised at VKI: 1974 (VKI LS67), 1976 (VKI LS88), 1979 (AGARD LS98) and 1987 (AGARD-R-754).

The aim of this special course was to present the current state of the art in some fields of tactical missile aerodynamics. The
course begins with an overview of aeromechanical design of modem missiles. It covers system aspects, configurations, physical
aspects and methods used in the design phase. This introduction is followed by a lecture on semi-empirical predictive tools
which still remain the everyday tools for design engineers. The numerical computation is the subject of two specific notes:
Navier-Stokes computation for complete missile configurations and Euler and Navier-Stokes computations for supersonic air
intakes. Two other lectures were also included: pyrotechnical lateral jet control and high angle of attack aerodynamics. In
addition, and for the first time, an important part of the course is devoted to the analysis and the modelling of missile infrared
radiation. Its objective is to provide aerodynamicists with an understanding of IR radiation, useful for low IR signature missile
design. Each presentation is illustrated with numerous practical applications.

We want to thank all the speakers for their outstanding work, as well as the organisers of AGARD.VKI and METU,

Preface

Ce volume regroupe les notes concemant le couis "Aerodynamique des Missiles" pr~sent6 • l'institut von Kdrmgn (VKI) de
Rhode-Saint-Gen~se, Belgique, du 6 juin au 10 juin 1994 et ý la Middle East Technical Universit6 (METU) ýi Ankara, Turqoie,
du 13 au 17 juin 1994.

Ce cycle de conferences, congu et rtalis6 sous l'Ngide du Panel de Dynamique des Fluides de I'AGARD et du VKI, fait suite
des cours similaires organists au VKI en 1974 (VKI LS67), 1976 (VKI LS88), 1979 (AGARD LS98) et 1987 (AGARD-R-754).

L'objet du cours a 6tý de revoir l'6tat de l'art dans certains domaines de I'a~rodynamique des missiles tactiques. Le cours d6bute
par une presentation gOn~rale de la conception a~rodynamique des missiles modemes avec prise en compte des aspects syst~mes,
des nouvelles configurations de missiles, des aspects physiques des dcoulements et des m~thodes de calcul. Cette introduction est
suivie par une presentation des outils semi-empiriques qui sent les outils de base de l'ing6nieur de conception. Le calcul
num6rique est trait6 dans deux notes sprcifiques: calcul Navier-Stokes de configurations completes de missiles, calculs Euler et
Navier-Stokes de prises d'air supersoniques. Deux autres sujets ont aussi 6t6 inclus: le pilotage par jets lat~raux et
I'a~rodynamique aux grandes incidences. De plus, et pour ]a premiere fois, une part importante du cours est consacrre ý l'analyse
et ý la moddlisation du rayonnement infrarouge des missiles. Son objectif est de fournir A l'airodynamicien une boone
comprehension du rayonnement infrarouge. utile pour la conception de missiles a faible emission infrarouge. Chaque
pr6sentation est illustr~e par de nombreux exemples pratiques.

Nous tenons 1. remercier tous les confrrenciers pour l'excellent travail qu'ils ont accompli ainsi que les organisateurs de
I'AGARD, du VKI et du METU.
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AEROMECHANICAL DESIGN OF MODERN MISSILES

P. Hennig
Missile Systems Division

Deutsche Aerospace
Postfach 80 11 49

D-81663 Miinchen

P.G. Lacau
Aerospatiale Missiles

Centre des Gatines
F-91370 Verrieres le Buission

SUMMARY for different types of projected missiles will be
explained. On the other hand, this is not a sum-

The changes in the political and strategic situation mary of system design specialists but of industry
in the world, especially in Europe, result in new aerodynamicists working in an design environ-
kinds of military scenarios and in different appro- ment that is much more dominated by very diffe-
aches to well-known scenarios. In combination rent system requirements and by not purely
with technological advances and with new mathe- aerodynamic problems than several years ago.
matical and physical solutions for system compo-
nent design and for improvements in system per- The new design goals and the advances in diffe-
formance this leads to a request for advanced and rent technological fields lead, on one hand, to the
new types of missiles with corresponding design fact that the aerodynamic design must be more
goals and criteria. From such more general de- precise than several years ago, must include more
mands associated with the overall system design general geometries and must consider new flight
new requirements for the aerodynamical and aero- conditions, new system components and new types
mechanical design goals can be derived in cortes- of questions by the system project people. There-
pondence. Advanced experimental and theoretical fore, a lot of work would have to be done to fulfill
tools support the project aerodynamicist in coping all these demands. On the other hand, the design
with these new problems. process must be kept very cheap also in its aero-
Examples for the demands for new missile types dynamic parts, not only since missiles have to be
and for the new system requirements are given, generally much cheaper than, say, airplanes but
The most important aeromechanical work pack- even more because of the sharply decreasing
ages in the design procedure of modem missiles defense budgets of the last years. In addition to
are identified and methods to get solutions suf- that aerodynamics has lost its former high priority
ficient for qualitative answers in earl), project among the most important technologies in the
phases are presented. strategy of the MODs of many countries.This

leads to even higher cuts for this special field,
since in those countries no other support exists
any more to promote specific pure and applied

1. LNTRODUCTION research in missile aerodynamics than the also
drastically reduced industrial budgets. Although

The intention of this first lecture of the present aerodynamics never played a similarly central role
series is to give a summary of what seem to be in missile design (Ref. 1) as in aircraft design and,
the new and most important aspects of the 'Aero- therefore, always had to be very cost effective, we
mechanical Design of Modem Missiles'. Some of have nowadays many difficulties in keeping up
the topics mentioned here will be discussed in with the most urgent needs in advancing our tools.
more detail in later lectures, others will be des- The validation and the extension of existing
cribed here in a short survey. In this way the codes, the transfer of new methods from labora-
following lectures on special topics are hoped tory state into standard project work and the suit-
to be put into a conclusive context with the new able physical and mathematical modelling of flow
technological and system requirements of the phenomena that are of new importance for the
missile design procedure. Also, the role of the project design are in many cases only possible
different aeromechanical disciplines and of the because of very high personal idealism of the
technologies and work packages linked to them aerodynamicists.

Presented at an AGARD Special Course on 'Mlissile Aerodynamics', June 1994.
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The urgency of very cost effective missile design limited size of the different national forces
not only leads to the fact that advanced methods - UN blue helmet missions with peace keeping
implying high effort can be used only in very rare or humanitarian objectives
cases, but also that several topics with very close - national point defense tasks, for example the
relations to aerodynamic design problems have to defense of objects or small areas against
be treated by the aerodynamicist in early project terroristic attacks
phases to guarantee a fast and cost effective opti- - reconnaissance, inspection and control objec-
mization process. Since the new system require- tives in connection with boycott and disarna-
ments for missiles often lay more stress on these ment measures or with deescalation actions in
formerly secondary areas, the aerodynamicist has domestic conflicts.
to adopt or to develope suitable tools for this work.
This extended area may be called 'aeromechanics'. For this reason the size of the different national
It is an artificial word and not very well-defined. armed forces will decrease probably, while the
Within this lecture it covers - besides aerody- equipment will be improved much more in quality
namics - general fluid dynamics and hydrodyna- than in quantit'.This latter point had been expect-
mics, aerothermodynamics and internal therno- ed several years ago, already, and is the reason
dynamics, aeroacQustics, behaviour of structures why some outlooks of the past (Rcfs. 2-4) still are
under aerodynamic loads (aeroelastic effects), valid partly, although the political situation has
flight mechanical aspects and the simulation of changed. For many of the NATO countries
signatures of all types (Radar, microwave, infra- (especially for Germany) the possibility of over-
red, visible, ultra-violet and acoustic). Some of seas actions is very new. In any case, there will
these areas have been foreseen to be subjects be a need for arms which can be transferred easily
of modern missile design some time ago already into different coaflict areas and which are very
(Refs. 2-4), others are turning up only in the last flexible in mission and can be adapted very easily
time. Therefore, not each field is very elaborated to different geographical and military environ-
yet. But, anyhow, the close coupling of all these ments. Since one has - due to not controllable
topics with classical aerodynamic design is of proliferation - to expect weapons of highest
high relevance and in many cases quite new. technological standard in the hands of every

possible enemy, perhaps only in a limited number,
The present and fuiture requests on these acro- it is in any case still necessary to be able to combat
mechanical subjects are tried to be presented in them. Especially in cases of local national con-
this lecture. Therefore, a first reference to existing flicts, civil war situations, defense of terror attacks
fast and rather simple project tools is given and an or rather of attempts for black-mailing, highest
outlook is tried on the problems we have to expect efficiency and precision are requested because of
- and to solve - in the next years and for which we political reasons.
have to develope appropriate tools as soon as
possible. This is necessarily a very subjective Many of the possible scenarios for military actions
guess which is derived only from the personal ask for a de-escalating strategy. For Ihis reason,
project experience and the company environment collateral damage, i.e. any harm to humans not
of the authors, involved, damage to infrastructure and to the

environment has to be avoided as far as possible.
Also, for all countries participating in UN
missions there will be high domestic political

2. PRECONDITION FOR THE pressure to avoid casualties of own personnel.
AEROMECHANICAL DESIGN This implies that the weapons used have to be of
OF MODERN MISSILES highest precision in hitting their target and in the

effect they exercise on it. This implies the use of
weapons of high intelligence and autonomy -

2.1 NEW POLITICAL AND STRATEGIC which also helps the reduce the crews needed -
SITUATION and of arms with minimal side effects, so-called

surgical weapons. In many cases non-lethal or
less-lethal weapons are required (Refs. 5-8).

In the new world-political situation the probability
for a mass confrontation between larger armies Especially for humanitarian missions, but also for
has decreased drastically, especially for NATO high flexibility in geographical engagement with
countries. In contrast, there will be a much higher limited troops an accurate and safe delivery of
risk of supply is of very high importance. In almost all

scenarios an excellent scouting or observation is
- local confrontations of limited extent between necessary. Usually, these observers must have

two nations or with NATO on one side a very low signature, in some scenarios they must
- UN conilict management missions ('peace be as invisible and inaudible as possible.

enforcement'), often in overseas areas, with a
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2.2 NEW TECHNOLOGIES FOR lead to more intelligent and autonomous missiles
MISSILES or to more elaborated launch and guidance units.

The new demands on modern missiles can be met New data links like laser beam or glass fibre
much easier thanks to the fact that in the last years optics give the opportunity for a more precise
a lot of new technologies have been developed homing and for transmission of a lot of data
which can be used for these new tasks. Other well- acquired. This gives a better chance for 'surgical
known missile technologies have been improved strikes'. The same is true due to new possibilities
or became cheaper and more reliable. Using all in picture scanning, processing and interpretation.
the new possibilities for the different components High power television cameras or improved IR,
one already would come to an advanced missile MW or Radar sensors with higher sensitivity,
design (Fig. 1). Some of the new technologies are higher spatial resolution and larger range can find
only of indirect influence on aeromechanical or identify a target with much higher precision.
design, namely by the design requirements or by
new system characteristics. Other technologies For missiles with higher velocity or larger range
directly introduce aeromechanical problems or the aerodynamic heating of the sensor domes often
require profound studies in aerodynamics, thermo- becomes a problem (Fig. 5). For IR domes active
dynamics, aeroelastics or signature simulation to cooling or the use of covers might be a solution.
check the realizability of the new concepts. New materials are developed and tested for ra-

domes for such cases. Besides the determination
Despite of the new technologies, the basic compo- of optical or dielectric parameters to guarantee the
ncnts of a missile (Fig. 2) are still the same as for- necessary sensor performance of the materials and
mnerly. Even their principal relationship to aero- the stnrctures, also aerodynamics, thermodynam-
mechanics (Ref. 1) is in many cases very similar. ics and aeroelastics are needed to check the appli-
Therefore, only a few additional aspects are cability during the flight of the domes designed.
mentioned here.

The use of GPS for navigation has become corn-
Advanced warheads may influence the general mon and leads also to much higher precision but
design of the frontpart of the missile. Submunition also to the preference of certain flight manocu-
causes aerodynamic problems during separation vres, Laser or radar altimeters are of much higher
and by mnultibody interference effects within the precision and are much more independent of the
cloud. Missiles that are intended to fight armoured environment than the classical ones. New' con-
targets like tanks or bunkers often will use pene- cepts of guidance and control (Refs. 19-20) like
trators with high L/D at very high velocities the observer technique (Ref. 2) or seeker based
(Ref. 9). The start of such projectiles - with a sabot fusing and new mathematical methods like fuzzy
from a high energy gun or from a missile during logics (Ref. 21) lead to new challenges in the
the endgame - is connected with questions of acro- flight paths aimed at and to the need for more
dynamic interference and aeroelastic response. precise aerodynamic models (Fig. 6).

Modern turbo-propulsion units have reached a Especially for high velocity missiles the use of
price level which makes them attractive for mis- classical control surfaces is a problem because of
siles. This leads to new design solutions mainly the high temperatures reached by aerodynamic
for low-speed vehicles. New types of fuel make it heating, mainly in the wing tips. In such cases,
easier, on one hand, to reach higher velocities but also for others where it seems favourable,
which arise problems of high-speed aerodynamics new control mechanisms have been developed.
and of aerothermodynamics. On the other hand, Apart from different types of thrust vector control
smokeless fuels or such of low signature offer the (Fig. 7) there is mainly the jet reaction control by
chance of new data link concepts. Novel propul- lateral thrust that is favoured. A new method with
sion systems like ramjets. ramrockets (Fig. 3) and still many practical problems to be solved is the
others (Refs. 10-14) ask for new missile geomet- bending nose concept (Ref. 23). As for the
Ties and lead to different flight conditions (Fig. 4) deflected surfaces or for mechanical spoilers
that have to be modelled by aeromechanics. where the forces and moments introduced arc

acrodynamical in nature, the applicability and the
The guidance system (Refs. 15-17) in a more characteristics of the new control methods equally
general sense not only consists of the classical have to be considered by the aerodynamicist. In
types of homing, beam-riding, command and the case of jets thermodynamic problems may be
inertial systems (Ref. 1) but also includes data of importance, too. A new type of deflecting
acquisition and transmission by the missile. surfaces are the grid fins with their very interest-

ing characteristics. They have been in use already
The existence of cheap PC's in each unit of the for many years (Ref. 24) but have not found much
troops, very cheap and very powerful electronic response in the Western hemisphere.
components allow new system features and may
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The general outer design of a missile is tradition- simulate the very complicated aerodynamic
ally found as a compromise between aeromecha- characteristics of parachutes (Fig. 13) one has to
nical demands and component needs. The use of include the behaviour of flexible membranes of
new materials like ceramic or fibre inforced irregular shape including the opening procedure,
materials (Ref 25) and the tendency to favour the complex flowfields of semi-permcable walls at
light-weight structures leads to an increase in the a wide speed range and the usually very severe
importance of an adequate description of their and unsteady aerodynamical and flight
aeroelastic and aerothermodynamic properties. mechanical interference between the parachute

and the load connected with it. The problems
A lot of new ideas for optimal aerodynamic design increase if one has to guarantee a controlled
of missiles are being produced in system studies flightpath with a parachute or a glider.
but are often disappearing again or have to be
modified severely after more detailled research.
New geometries introduced by novel control sur- 2.3 NEW FOCAL POINTS FOR TARGETS,

faces have been mentioned already. Recently, the MISSION SCENARIOS, AND OPTIMAL
ring wing has reappeared as an optimal stabilizing CHARACTERISTICS OF MISSILES
device (Ref. 26).They have been considered in ear-
lier times already (Refs. 27 and 28) but seemed
not very favourable at that times in several 2.3.1 TARGETS AND SCENARIOS
projects. The fact that they are designed to be
deployable now could make a reasonable differ- Because of the new geopolitical situation dis-
once. Variable geometries as movable wings are cussed above, new demands in missile character-
used for keeping up an optimal value for the istics have appeared. If one considers the types of
stabilization of the missile when a large shift of targets involved in possible conflicts one finds o11
the center of gravity occurs during the flight, that not too much has changed. This comes from

the fact that offensive weapons and military in-
For high speeds the concept of the waveriders has stallations are principally the same. But they may
been developed to give solutions for optimal aero- be distributed all over the world now and arc part
dynamic shape (Refs. 29-32). Today first designs of new and very different scenarios. Therefore, the
exist that are not only geometric guidelines but are changed conditions of combat situations require
more project oriented (Fig. 8). Nevertheless, these new features of future missiles.
configurations usually are intended rather for
hypersonic transport than for tactical missiles. The following targets or missions have to be

expected as the most important ones. The main
In general. more integrated designs - integrated requirements for missiles relevant to aeromecha-
intakes (Fig. 9) or sensors or conformal carriage nical design are added.
of stores - are considered everywhere because of
the wish for reduced drag (Fig. 10) and for higher Little armoured individual targets or
velocities, formations (trucks, bridges, runways.,

launchers, infrastructure)
On the other hand, there is a trend to develop -- short to long range, scattered muni-
'stealthy' missiles, especially for lower velocities tion, manoeuvres at low altitudes
and long ranges. Many of the concepts seem to Bunkers and shelters

be in massive contradiction to an optimal aero- -> medium to long range, high kinetic
dynamic shape. Facetted surfaces and a large energy
number of sharp edges lead to highly separated - Tanks
flow and to unfavourable and almost not predic- -4 short to medium range, fast reaction.
table interference effects' of the vortical and tur- high kinetic energy, manoeuvres at
bulent downwash. This makes it necessary to low attitudes
optimize the geometry of low signature missiles in - Helicopters
an integrated procedure between aerodynamics -- short and medium range, fast reaction,
and signature simulation. Similar geometry possibly high kinetic energy
problems - but without the signature restrictions - - Fighter airplanes (mostly low-level flight) or
have been known for a while from dispenser offensive missiles of different type
weapons (Figs. 11-12) with their unconventional short to medium range, fast reaction.
shapes of non-circular cross section (Ref. 35). high manoenvrability

Anothcr 'geomeitry' that is a challenge for fie - Cruise missiles (terrain-following or low-
level nlight)

aerodynainicist are the parachutes and gliders l ht)
used to decelerate submunition or loads or which high medoumrabisito
shall prolong the flight time or distance. To high nanoevrability
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- Sea targets (above sea surface) Tactical Ballistic Missiles (TBM)
--> medium to long range, sea-weaving

manoeuvres In Germany, like in most of the NATO countries,
- Sea targets (below sea surface) missiles of this type are not developed. Neverthe-

-+ medium range, surface effects less, to provide reliable data for simulations of
- Tactical ballistic missiles (TBM) TBM targets as a basis for the design of defense

-- fast reaction, short to long range, systems their acromechanicat data have to be
high manoeuvrability investigated. This includes results like aerody-

- Radar installations or detectors namic model, stability, probable flight paths and
-4 fast reaction, high manoeuvrability signature levels (plume signature during boost

(for moving targets) phase and signature of the heated re-entry
- Defense missiles vehicle).

--> short range, fast reaction, high ma- The long range and the very high velocity in

noeuverability atmospheric heights otherwise unutsual for mis-
siles arise aerodynamic problems similar to those-- i r low cost of space vehicles. In addition, there will be

-Delivery of non-lethal weapons manoeuvrable TBMs in future introducing the
problems of suitable control mechanisms and of

-* short range, very high reliability the resulting unconventional free flight conditions
- Observation of battle fields during manoeuvres.

-- short range, low signature
- General surveillance (snipers, gun positions, Hypersonic and High Velocity Missiles

troop movements) (general remarks)
-* short to medium range, low signature,(

long operation time Demands for high kinetic energy, short reaction

time and high penetrativity can be satisfied by
In addition to these specific requirements modern reaching high velocities. According to the differ-
missiles have to operate in all geographic and ent target and mission types several classes of
seasonal environments like arctic, tropic, desert, high velocity missiles can be defined. Besides the
sea-level, high altitude, and in some cases also in aerodynamic behaviour the design aerodynamicist
the higher atmosphere. In each case a surgical has to consider in this field mainly the aerother-
strike should be possible which claims for very modynamic characteristics. This immediately is
high precision and effectiveness. Also because of connected with the problem of suitable materials
the demand for low collateral damage and for cost withstanding the heat loads and the aerodynamic
effective actions, high penetrativity is necessary. loads equally. Another severe stress for the surface
This can be reached by either very high velocity, structure are erosion effects by dust grains and
by execution of manoeuvres (sea-weaving) or by rain. Because of the high missile velocity thcir
low detectability of the own missile. Thc latter can impact is of such high kinetic energy that severe
be ensured by terrain-following or by low signa- damage will occur.
ture design.

Hypersonic proiectiles

2.3.2 MISSILE TYPES OF CURRENT Penetrators shot from electro-thermic or electro-
INTEREST magnetic, rail or coil guns (Ref. 9) are mainly

intended as anti-tank weapons or last-ditch TBM
According to the general demands for new mis- and air defense as a kind of an improved shell.
siles to be developed against the different targets These kinetic energy (KE) projectiles acquire their
that are listed above, one can define a selection of high energy by very high velocity (between about
missile types of special current interest. Most of Mach 6 to 10) and relatively high mass. Since the
them are focal points of international studies or velocity decreases fastly, their range is limited to
development activities as far as it can be derived several kilometers. Because of the gun launch,
from recent publications. A selection of project they have a very small inner dead region. The
solutions of current interest for different mission effect of the high kinetic energy impact is utilized
and target types and of their corresponding major by the optimal penetration characteristics of an
aerodynamic problems was given in Ref. 4. Here, high L/D core.
missiles having modern aeromechanical features

are referenced. Their characteristics have to be The construction of the hypersonic projectiles is
derived in detail from the new scenarios and can very simple: They consist of a long 'rod' penetrator
make use of the modern technologies mentioned, of heavy-weight metal and some aerodynamic

appendages for drag-reduction and stabilization
(Fig. 14 and Ref. 38).The hit probability -
especially for air targets - can be increased
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considerably by using guided projectiles. A tions are of high importance and have to be
favourable guidance prinprinciple is the collision simulated by the aerodynamicist.
point oriented line-of-sight guidance (Fig. 15).
The control devices may consist of a lateral thrust Hypersonic missiles - long range
system or of a bending nose (Fig. 16). The main
work packages within the aeromechanical context High velocity missiles for medium to long ranges
are the determination of the aerodynamic and have similar features to those of short range. The
acrothermodynamic characteristics (Refs. 37, 38 speed probably will be a bit lower (arotud Mach 4
and 40). A specific problem is the determination to 6) and the typical cruise height would be bet-
of the correct drag coefficients and the correlation ween several hundred and several thousand.
of its experimentally found value to the corre- meters (Ref. 44). The main reason to strive for
sponding free-flight one (Ref. 41), especially since high speed in this case is not so much the neces-
these projectiles have relatively large body grooves sary kinetic energy anymore in most cases, but the
to hold a sabot (Ref. 42) that functions as a bore better penetrativity without using stealth features.
rider inside the gun tube and that separates at a The aspect of relatively short reaction time will be
short distance from the muzzle of the gun. The still of importance in many cases, of course. If the
effects of internal ballistics and of sabot separa- speed is not too high a low signature level will
tion may cause severe initial flight path errors gain increasing importance again with increasing
(Fig. 17) and, therefore, must be modelled care- mission ranges. Different control mechanisms will

fully. But it is often very difficult to simulate the be of interest here probably and different guidance
aerodynamic behaviour in those cases because of laws, navigation methods and data link systems
the high number of parameters involved and will be used for these missiles. Although the speed
because of the multi-body interference during the is a bit smaller, aerodynamic heating normally has
separation of the sabot fragments (Ref. 43). A an even higher priority because of the longer
similar problem arises when a penetrator follows flight time. Structural heating and heat transfer to
an advancing projectile in a tandem flight. For components have to be considered in this case,
projectiles with very high L/D or with special too. Materials and aerothermodynamic character-
structural designs aeroelastic deformations have to istics of radomes have to be checked (Ref. 45). If
be considered in addition, especially in the launch air breathing propulsion is used for this type of
and the impact phases. missiles, geometries with optimized drag charac-

teristics as highly integrated intakes are favour-
Hypersonic missiles - short range able. This leads to unconventional, non-axisym-

metric shapes (Fig. 18) with the corresponding
High velocity missiles for short ranges can be extended aerodynamic models that have to be
used in complement to projectiles for similar generated.
missions. The inner dead region is higher - in the
order of several hundred meters - since the accel- Dispensers
cration takes place outside the launcher. On the
other hand, these missiles can carry their kinetic The main task of a dispenser is to carry a load
energy over a higher distance and they are ma- and to drop it after some distance. This load may
noeuvrable. This qualifies them for air defense consist of submunitions of different kind, of a
against targets like TBMs (last ditch), missiles penetrator with an acceleration device, of non-
and aircraft, but they can be equally used against lethal agents or of anything that has to be tranis-
tanks or helicopters (short reaction at sudden pop- ported and distributed. Since the 'cargo' is covered
up), see Rcf. 44. To reduce the reaction time while by the dispenser airframe for almost the complete
keeping the possibility to aim at targets approach- mission time it may be of quite un-aerodynamic
ing from any direction, vertical launch followed shape. There are dispensers carried only as a
by a fast turn manoeuvre to almost horizontal store, others with a free-flight phase without pro-
flight is used in most cases. Again, aerodynamic pulsion and, therefore, only short range, and long
and aerothermodynamic characteristics of high- range dispensers with different types of propul-
speed flight (around Mach 5 to 8) at low altitude sion. The typical flight height is terrain-following
havc to be determined. Aeroelasticity may be of up to about 100 meters, the average velocity is
importance in the case of light-weight structures transonic but there is the tendency to increase it to
and for partly or completely burnt-out booster. An the low supersonic regime. For long ranges low
additional problem are the characteristics of the signature designs beome necessary to assure for a
control devices as surfaces, lateral thrust, or thrust sufficient penetrativit,. According to the scenarios
vector control. The selection of surface materials to be expected the stand-off feature is of high
(maybe ablative) and the guidance unit (radome) importance.
are other areas of present research. The data link A lot of aerodynamic problems arise from the
might be realized by a laser beam. In this case the unconventional geometry of the dispensers and
shape and the transmissivity of the plume in de- even more if a stealth configuration has to be
pendence of fuel chemistry and of flight condi-
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considered. The large number of inclined edges in simulation. There are first interferences with the
combination with lift and control surfaces situated dispenser during and shortly after the ejection
at unconventional positions and perhaps with in- (Ref. 48) where the body axis of the submunition
takes lead to highly separated flowfields around may be normal or parallel to that of the dispenser.
the missile with severe interaction effects and, Another type of interference is that between the
therefore, to very complicated aerodynamic submunition bodies within the ejected cloud
models. Store carriage and store separation (Ref. 49), also under normal or axial flow condi-
simulation show an inhomogeneous outer flow tions. Fig. 23 shows the complicated vertical flow
additionally. Unsteady effects have to be expected around a set of three interfering bodies at normal
and make it meaningful to execute a coupled flow angle. Another type of interference occurs
aerodynamic/flight mechanic simulation for such between a submunition and the different kinds of
flight periods. The same is true for gusts and even retarders. Some of them are similar to unconven-
more if the dispenser crosses the jet flow behind tional control or stabilizing devices, but pare-
the airplane. The flight at low altitudes including chutes or gliders arise additional fundamental
street tracking or terrain-following manoeuvres problems (Ref. 36). The parachute consists of a
asks for high precision aerodynamic inputs into membrane deformed by aerodynamic loads
the guidance and control loop. The ejection of the (Refs, 51-53). The corresponding aeroelastic
subinunition usually, is not the problem of the effects arc of outstanding evidence during the
dispenser any more, except in those cases where inflation (Fig. 24). Another uncdnventional acre-
the distribution takes place over a long distance, dynamic feature of the parachutes is the porosity
In this case open submunition tubes may affect of the material which modifies considerably the
severely the fui-ther flight. For long range dispen- flow parameters (Fig. 25). Therefore, the deter-
sers with higher velocity or for ones with IR mination of aerodynamic coefficients for para-
domes aerodynamic heating might become of chutes (Ref. 55) and for gliders (Refs. 52 and 56)
importance. If low signature design is strived for, is rather involved. In addition to that, the interfer-
a simulation of, mainly, radar cross section (RCS) ence effects between submunition and the canopy
and IR emission is necessary in the early design have to be considered (Ref. 57). Fig. 26 shows
process. such a case with separated vortical flow behind a

load, modelled by 3D point vortex tracking, and
Submunitions its interaction with a simple spherical canopy with

a central hole and with vortex sheets rolling up
There is a wide variety of submunition types. from the inner and outer edges. Although this si-
Their targets may be tanks or tank formations, mulation is already very expensive with respect to
bridges, runways, and other objects of the infra- an efficient design process, there are still several
structure. Also penetrators (bunker busters) or important aspects not considered yet. This is not
mines and other similar offectuators can be carried only the porosity and the flexibility of the material
as a kind of submunition by a dispenser. In some and the time-dependence of the flow caused by the
cases the load has to be distributed regularly over unsteady separation, but also the close coupling
a certain area, in other ones the flight time and between the flight mechanical behaviour of the
range of the submunition has to be extended to parachute/load system with their internal degrees
allow a longer detection time of a suitable target, of freedom (Ref. 59) that should be included. since
Other submunition must be stabilized from their it leads to an unsteady onset flow.
almost completely accidental flight conditions
resulting from the irregular interference effects Fiber optic g'uided missiles
immediately after their ejection, so that their
impact angle at the target is reduced to a minimal The new technology of broad band signal trans-
value which allows a correct operation of the war- mission by optical fibers over distances up to
head (Fig. 19). All these functions are executed by about 150 kilometers ofTers the chance to develop
appropriately adapted retarders, parachutes or systems with completely new features (Ref. 60).
gliders (Figs. 20 and 21). The geometry of the The missile carries an IR or visible light camera
submunition may be very simple - often like a can which transmits the pictures in real time to a
- or may consist of a quite involved system screen where the information is used by the
(Fig. 22). launch crew to guide the missile. In this way a

very high precision in the flight performance can
The first aeromechanic difficulty of these sub- be reached. This allows surgical strikes with
munitions is to model the aerodynamic character- conventional warheads or with non-lethal agents.
istics of such unaerodynamic objects for subsonic, The missile may be launched from a protected
transonic, supersonic and even hypersonic veloci- position and can reach protected areas, hidden
ties and for any flow angle. Especially the inho- places or points within narrow streets in cities.
mogeneous flow conditions caused by interference The new and cheaper turbo-engines for missiles
effects are of high importance for the correct flight offer control of thrust and provide adaptable
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speed and, therefore, allow for a good coordina- unconventional geometries are used in order to
tion of connected missions. Becausc of the data realize fold-up wings. Lift and propulsion systems
transmission rate that cam be realized at the pre- have been realized by balloons, gliders, helicop-
sent time, the flight velocity has to be subsonic. ters or airplanes with propellers or turbo-engines.
This, on the other hand, makes it easier to reach For aerodynamicists the simulation of such sub-
high manoeuvrability. For long range missions the sonic systems is standard in most cases. A
penetrativity has to be increased by low signature challenge is to optimize tie lift and propulsion
features for all sensor domains to be expected and system in order to produce minimal drag and to
additionally by sea-weaving or similar manoeu- assure for an extremely low signature level. In this
vres. The optical fiber is of high strength and, case aeroacoustics, i.e. the noise produced by the
therefore, produces no severe aeromechanical flow, could be of importance, especially if the
problems, although a coupling between aerody- vehicle carries an acoustic sensor.
namics and elastic behaviour has to be consi-
dered in principle (Ref. 61). The determination Supply gliders
of the aerodynamic characteristics of the missile
should be a standard problem in general. To avoid As mentioned before, the safe and accurate deli-
a contact between the fiber and the hot turbojet very of supply or general loads in confined and
the exhausts usually will be situated laterally, insecure areas has gained increasing importance
This, however, will cause interference effects with in the new scenarios. Several concepts have been
the fins and so the control efficiency of the rud- developed recently. A possible configuration
ders as well as the aerodynamic stability must be (Fig. 27) consists of a glider and of different
assured. Also, the heat of the jet may affect the devices to assure for a soft and accurate landing.
surface or the structure and thermal protection has The freight may have a weight of up to 5 tons.
to be provided. Therefore, the jet flow has to be The flight range will be 3 to 5 times the drop
sinmlated and the thermodynamic behaviour of altitude which means up to about 50 kilometers. A
the components involved has to be estimated. For minimum of manoeuvrability is needed (Fig. 28).
long range missiles the signature of all relevant Since the system must be as cheap as possible,
frequencies (mainly radar and IR) has to be simu- standard components have to be used. Similar to
lated and the geometry has to be optimized accor- submunitions with parachutes the aeromechanical
dingly. In this case, similar to the dispensers, an challenge consists in the sufficient description of
unconventional shape has to be expected. This the aerodynamic behaviour of the glider and of the
shape with a lot of relatively sharp edges will also load and in the flight mechanical description of
in the subsonic flight regime cause severe sepa- the coupled and heavily interfering unsteady
ration and correspondingly very difficult vortical system, especially as far as mnanoeuvres are to be
interferencc effects. concerned.

Reconnaissance and observation vehicles Multi-purpose missiles

Drones of different kind and for different types of A general feature of future missiles has to be
missions have been used for a long time. Accord- emphasized separately since it cannot be derived
ing to the new demands in situations like out-of- from a survey table of this kind:There will be an
area missions, confined and low-level confron- increasing importance of multi-purpose weapons.
tations, disarmament, armistice supervision, in- Because of decreasing budgets, closer interna-
spcction, or boycott control, there will be an in- tional cooperation, smaller independent operation-
creasing requirement for vehicles of this type. The al units and higher geographical and seasonal
design goals imagined by possible users often flexibility, troops often don't have the opportunity
sound very fabulous: An ideal observation vehicle to be equipped for all eventualities. They rather
would be invisible and inaudible, would have un- need missiles that are appropriate against several
limited flight range and mission time at co-inci- types of targets and that are fit for all-weather
dently high manoeuvrability and it would observe missions. The weapon systems have to be adap-
and transmit any relevant optical, acoustical and table easily to new or improved components, also
other information from protected and hidden of other nations, which means a very modular
areas, even from the inside of buildings. To meet, set-up, and they have to be of good transporta-
at least to some extent these phantastic ideas, one bility. For missiles an ideal system would be one
has to develope a vehicle that has an extremely with exchangeable warheads allowing dosable
low signature not only in the various electromag- effects for different missions and perhaps with
netic frequencies but also in the acoustic regime. exchangeable guidance units with sensors that
It needs a lift producing device capable to carry are optimal for different environments and
the necessary sensors and the transmission system. scenarios. In this way the number of different
The propulsion system has to be as efficient as missile systems necessary for different targets
possible to save fuiel and to stay at a low noise should be reduced considerably.
level. In many cases light-weight structures and
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2.3.3 DESIGN AND DEVELOPMENT ation. It makes possible a wider field of action and
DEMANDS reduces the overall costs.

Important aspects are
From the new targets and scenarios a group of
missile types of present interest was derived and - adaptability of the system to increased demands
listed above. If one summarizes the design and or to advanced technologies without a new
development goals assigned to them one can find development phase by using an high modularity
several general tactical design and development of the system
demands. In many cases technological objectives - development of multi-purpose systems, also sup-
can be derived directly from them. The major ones ported by an high modularity and decreasing
are: costs for acquisition, maintenance and lqgistics

- high transportability and mobility including
High penetrativity means low detectability of the flexible installation, modularity of the complete
missile or low chance for defense for the attacked system and low-weight components
target. - suitability for actions within a wide range of
This can be realized by regions, environmental conditions and inter-

national cooperations without larger adaptions.
- high velocity which leaves not enough time to

an attacked enemy to react properly These immediate tactical demands are also the
- low altitude flight and pop-up manoeuvres which main criteria for the aeromechanical design. To

also leads to unawareness meet these tactical demands the aerodynainicist
- suttistical manoeuvers like sea-weaving or has to derive special aeromechanical demands

screw-shaped flight that make it difficult for a which he has to accomplish as well as possible.
defensivc missile or other measures to find their Consequently, these aeromechanical design
target criteria are the preconditions within this special

- low signature features (stealthy missile) in all technological field to meet the original demands.
sensor regions that could be relevant for a The core of the aeromechanical know-how is
detection. found here. Important points are

High efficiency of the mission means to have a - sufficiently exact prediction of all aero-
high probability to hit the target with a correctly mechanical characteristics for all relevant
operating missile and to give the warhead an geometries and flight conditions
optimal chance to produce the desired effect. - sufficiently exact prediction of the aerody-
Several aspects are of importance here. namical and other aeromechanical reactions
They are to (sometimes unsteady) changes in those

parameters
- high precision directly at or after launch asks for - securing a sufficiently high (or low) stability for

small deviations of the thrust vector, of the all flight conditions in spite of changing center
separation from launcher and of interferences of gravity and of unfavourable aerodynamic
during the start phase and allows an high hit shapes like submunitions, dispensers or stealth
probability for very short distances already configurations or of aerodynamically optimizcd
(small inner dead region) but unconvential geometries

- low structural acroclastic or thermic loads - development of relatively optimal aerodynamic
during the flight for all components by using shapes for the complete missile or for compo-
suitable materials, by cooling (active or passive) nents (wings, rudders) within the limits set by
and by optimizing the flight path guarantee the aeromechanical or other design demands
proper operation - optimization of the shape to reach a minimum

- intelligent guidance realized by an autonomous (or - for retarders - maximum) drag
system of a precisely working sensor and ad- - description of flow parameters in areas that are
vanced software or by integrating the human of interest for other specialists (afterbody flow,
guide into the loop by using a very good data plume, intake).
link

- precisely working control devices allow high Some demands have to be met in very close cc-
precision mnanoeuvres at the appropriate time operation with other specialists. Such sub ects arc
and should certify high hit and kill probabilities
even for high velocity flight or for long ranges - development of control devices with exactly

- high kinetic energy at the target if penetration is defineable and fastly reachable build-up of
planned. lateral forces for all flight conditions

- reaching a fast and high manoeuvrability by
High flexibility of the missile system is of incrcas- bank-to-turn or skid-to-turn control
ing importance because of the new political situ-
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- integral aerodynamical and flight mechanical 2.4.1 AERODYNAMICS
simulation of unsteady or other highly time-
dependent manoeuvres The standard aerodynamics of the classical missile

- development of methods to reduce the aero- design has nowadays to be finished in much
dynamical, mechanical and aeroelastical loads shorter time, to a much lower price - which auto-
of the surface and the structure or development matically excludes expensive wind tunnel tests -
of materials to endure these stresses and very often with a much smaller error toler-

- development of methods to reduce the aero- ance, which makes it urgently necessary to im-
thermodynamic loads of surfaces, structures and prove the existing design tools. The new aerome-
components by constructive measures, by active chanical design aspects that arc considered in
or passive cooling, by finding aerothermically addition to the classical ones have been mentioned
optimized flight paths or development of new before. As can be seen from the lists above the
materials able to stand those stresses subjects in the following summary will be of-very

- development of IR domes and of radomes suit- different importance for different missile types.
able for high velocities

- design of stealthy missiles with low signature - General dependence of aerodynamic parameters
levels in all possible domains (this is often from the Mach number, especially for the
already a primary demand) transonic and hypersonic regimes.

- simulation of plume emission and transmission
characteristics. - Transonic velocity: increasingly, high precision

results in this difficult regime are requested
already in the design process. Since many para-

2.4 INCREASED DEMANDS TO meters show a high sensitivity to the Mach nun[-
AEROMECHANICS ber close to the speed of sound, design methods

have to be improved here.
A large number of detailled work packages can be
derived from the design demands listed above and - Hypersonic velocity: main problems are drag
from the specific questions arising in connection prediction, shock configurations, shock/
with the different missile types. Some of these boundary-layer interactions, surface roughness,
subjects have been mentioned above shortly. Here, interactions between aerodynamics and aero-
a more systematic overview is given, thermodynamics, real gas effects, experimental

tools for realistic simulation of missiles (sea-
A general remark has to be made here: A survey level pressure, temperature, Reynolds number),
like the present one easily imposes the impression conversion of experimental data to free-flight
that all problems in this field are more or less conditions, data bases to extend semi-empirical
solved and that there are only a few questions methods.
open, mostly in coincidence with the present work
of the author. In our case this impression would be - Surface roughness: a general investigation for
wrong. Certainly, project aerodynamicists all over projectile geometries at subsonic (Mach = 0.9)
the world are able to handle a lot of very difficult and supersonic (Mach = 2.4) velocities and with
problems - often simply because they have to different types of rough surfaces was published
handle them somehow - but there is no doubt that in Ref. 62.
in almost all particular subjects there is a need to
improve the fundamental knowledge on physical - Surface roughness because of ablating or ab-
relations, the experimental and mathematical lated coatings: this will affect the boundary-
simulation models and the performance of all layer and, consequently, the aerothermodynamic
design tools. behaviour and the drag, in severe cases even the
In addition, there are the new topics where ideas other aerodynamic coefficients. The simulation
perhaps existing already in other specialized areas of this phenomenon is extremely difficult since
have to be transferred and extended to the needs of not only unsteady boundary-layer effects are
missile design. For the many questions that are taking place but also involved, possibly catalytic
still open we have to find answers in the future or unsteady chemical reactions under the influence
we have at least to prepare methods to produce of aerothermiodynamic processes. Therefore, for
first qualitative results, the design aerodynamicist only a very global
Several of the subjects arising within this context simulation tool for qualitative predictions would
will be discussed later in the present or one of the be applicable.
following lectures in greater detail. In this case
only a few key-words are listed here. The same is - Shock/boundary-layer interaction: a review of
true for subjects that are still of very high or even the subject was given in Ref. 63.
increasing importance but that are well establi-
shed and where, therefore, it seemed not to be - Magnus forces are experienced by a body spin-
necessary to summarize them in detail. ning about an axis which is inclined to the on-
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coming flow. This effect is mainly of importance - Special geometries for components like grid or
for fast spinning projectiles and shells. A recent ring wings show unconventional characteristics.
publication (Rcf 64) presents an appropriate test The results of new design methods for these
rig. Numerical procedurcs mainly consider the cases have to be intcgraled into the simulation
asymmetric boundary layer introduced by the of the full configuration.
rotation.

- Intakes for air-breathing propuilsion arc an
Dcliberate angles of attack may appear in missile important component of the missile airframe
flight. This leads to severe separation effects design. They may improve or decrease the
(Fig. 29), but also to the problem that conven- overall aerodynamic behaviour of the missile
tional missiles can have very unconventional depending on their shape. Major problems arc
cross-sections in planes normal to the incident the quality of the flow at the inlet, the drag
flow. When the incidence increases the slender induced by the intake, separations from edges
circular body starts with steady symmetric and or from curvatures and the interferences induced
later asymmetric separation and goes through an by them. A great variety of different types of in-
unsteady vortex flow regime to a Karman vortex takes have been designed for different appli-
street at normal incidence. Very complicated cations (Fig. 75). The intakes may appear in un-
separation features may arise in those regions favourable positions or they may be optimized
(Ref. 65). For missile wings there will be mainly in shape for varying demands. Reviews arc
the problem of C,,x in the region of full sepa- given in Refs. 4 and 67-69. To approach stealth
ration and lift breakdown. Downwash and vor- quality, submerged (Ref. 70) or flush intakes arc
tical interactions are additional problems. A considered sometimes.
recent review on fundamental problems of
separation is given in Ref. 66. - Aerodynamically optimized shapes ('inverse

problem'): This approach has been a desire for
- Deliberate roll angles may appear, too. Design many designers. Because of improved numerical

methods have to take this into account. methods it has now a broader basis for research.
At the moment most investigations are concen-

- Bank-to-turn and skid-to-turn manoeuvres lead trated on optimal wing design (Refs. 71 -80),
to different fin deflection configurations and probably since there is a limited number of
have to be implemented into the design tools, independent variables that can be optimized

with tolerable effort. Only a few papers deal
- The influence of flight altitude to the aerody- with the optimization of bodies (Ref. 81), often

namic characteristics, especially for the drag for waverider shapes. But the non-aerodynamic
and, consequently, to the range has to be limitations for a body or even more for a corn-
considered. plete configuration are by far too many and too

strict in most missile design cases to allow such
- Unconventional or even 'un-aerodynamic' an approach in the near luturc.

geometries of missiles are designed inore often
now (dispensers, stealth geometries, missiles Retarders, parachutes and gliders: this subject
with special sensors or antennas, configurations has been discussed already. The main problems
with highly integrated intakes, wings, radomes, are the flow around flexible membranes, un-
stores and other excresccncies, waveriders, and steady separation, porosity or semi-porosity,
configurations for conformal carriage). Ref. 35 inflation procedures or other flow-dependent be-
gives a survey of practical configurations. They haviour, severe interaction between the vortical
show severe separation at the edges, even more flows of the load and the canopy and strong
difficult to simulate if they are not sharp. Mas- aerodynamic / flight mechanic coupling between
sive interference effects arise between the both parts and with a high degree of freedom.
vortical flow and the different lift and control
deviccs If there is only one symmetry plane Severe changes in center of gravity during the
left (as for plane wing configurations) strong flight, mainly because of the burn-out of
coupling effects have to be expected for skid-to- integrated boosters or propulsion units, cause
turn manoeuvres. difficulties in keeping a proper stability of the

missile. Some ideas like movable wings or
Variable geometries (bending nose, separation of others have to be developed to adapt the center
a booster or other components, possibly because of pressure correspondingly.
of a defect, variable wings, deflecting fins,
closed and open intakes) show time-dependent The afterbody and base flow accounts for several
features and lead to the necessity of an integra- effects in the design of a missile: the base flow
ted aerodynamical and flight mechanical may influence the uncoiling of fibers or other
simulation, where in some cases unsteady processes taking place there. The afterbody flow

aerodynamic behaviour might appear. field may interfere with fixed or deflecting fins
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situated closely to the base and may change the particles of different size and velocity. By the
forces and moments. The shape of the base itself collisions occurring between the particles a
also may change the performance of a projectile diffusive motion is induced that is responsible
(Ref. 82). But the main influence of the base for the spreading of the particles within the
flow on the missile is that it is responsible for a plume. According to the high initial tempera-
considerable part of the drag. This part is varia- tures of the particles at the nozzle exit, radiative
ble with geometry and speed but will amount to heat transfer within the plume has to be con-
approximately 30% for most missiles and can sidered and introduces an high signature level.
rcprescnt up to 50% for an unpowered projectile Particles of different size may have different
at transonic Mach numbers. Therefore, it is no temperatures which has to be considered in an
surprise that a lot of effort has been made to elaborate model. Even for the simulation of
predict this characteristics. Surveys are given in plurue signatures or of plume transmissivily for
Rcfs. 83-88. The attempts to reduce this base laser beams one should use much cheaper tools
drag are mainly concentrated on using boattail within early design phases, which means semi-
afterbodies which can make an effect of up to empirical ones if no other more qualitative
8% and on the base bleeding or base burning model canbe found. This is true to an even
techniques (Figs. 30-33) that are often used for higher extent if plume models are only used
artillery projectiles (Refs. 91-95). To predict to simulate afterbody flows or interference
base pressures within a design context it has effects of plumes or jets with the missile itself
turned out that a good approximation is reached (for lateral exhausts) or with fins and spoilers,
by calculating the pressure along the body with launchers or airplane components (during
contour including a simulated plausible dead air store separation). In those cases less expensive
region and then to take the value of the body theories can be used successfully (Refs. 104-
baseline for the base pressure. 106).

- Simulation of jets and plumes (determination of - Thrust vector control: different realistic types of
aerodynamical, thermodynamical, chemical and this method can be imagined (Fig. 7): some are
optical parameters of the gaseous constituents realized or in development for modern miissiles
including density, velocity and temperature dis- (Ref 44). A review of investigations on most of
tributions of particles of smoke or solid propel- the types and of their virtues and limitations is
lants): this subject is, if taken in full extent, one given in Ref. 107. There are a lot of mechanical
of the most ambitious tasks of modern aerody- problems to be solved to realize such a system.
namics, since a lot of difficult problems shortly The major task for the aerodynamicist is to pro-
indicated above are combined here and lead to dict the lateral forces and moments induced by
the necessity of using the most elaborate numeri- such a system. In order to do this he has to simu-
cal tools to simulate such a flow. In addition, ex- late the original nozzle flow and the one modi-
perimuental investigations usually can produce fled by some internal devices (spoilers, injec-
only global results but cannot measure the de- tions) and the aflerbody flow in the area of the
tailled unsteady structures and parameters. On fixed or flexible nozzle. One of the methods to
the other hand, such numerical studies mean a modify the nozzle flow is liquid or hot gas
very high effort that is not affordable for design secondary injection. Basic flow studies
aerodynamics under normal conditions. The (Ref. 108) and investigations of side forces that
background of most of these calculations is the can be reached by single or multiple injections
wish to acquire an sufficient basis for the signa- (Ref 109) have been executed.
ture simulation of the plume. In this case the
flowfield has to be simulated with all details - Lateral jet control is one of several control
(Fig. 34). There are approximations with two- devices applicable for missiles (Ref. 22). It may
phase or multi-phase flow, flows with different be situated close to the center of gravity, in the
loads of dust or grains or with smoke (Refs. 96- nose or afterbody section or at the wings show-
103). The content and the fraction of particles ing different effects on the flow and the missile
may have a large influence on the shape and the in each case. Although this control method has
parameters of the plume (Fig. 35). In particle some severe constraints, it is favourable in cases
flow different regimes may be distinguished where low speed or high altitude cause low
(Ref. 97). In dense particle flow the mean free stagnation pressures and where in that way
path of particles is small compared with charac- small lateral forces are introduced by control
terisLic dimensions, while in collisionless surfaces (Ref. 4). It also allows to reduce the
particle flow the mean free path length is large response time of the control and induces addi-
compared with a characteristic length. Only if tional drag only during the blow time. Lateral jet
the particle mass flow is small compared with control may be realized by discretely working
the mass flow of the gas phase, the gas flow may pyrotechnical devices, by continuously blowing
be considered to be unaffected by the particle elements changing the thrust direction mncchc-
flow. The particle flow usually will contain nically or by fluidics, or by liquid fuel propul-
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sion systems similar to those used in space - Interference effects on a missile by an inhomo-
applications. The characteristics of the flow are geneous flowfield can be investigated by gene-
very complicated (Fig. 36). There have been a ralizing classical aerodynamic methods. Ex-
lot of early investigations for flat plate condi- ternal flowfields with velocity vectors variable
lions, but it turned out that this is a highly for different points of the body surface can be
three-dimensional problem. General aerodyna- modelled by introducing variable incidence
mic features of a jet in cross-flow are given in angles along the body instead of a fixed one.
Ref. 11. The literature until about 1985 was Many of the aerodynamic tools used in the
reviewed in Ref. 112, while information about missile design process - as for example simple
recent developments in this area may be taken potential methods or panel programs - present
from Ref. 113. The aeromechanical simulation this possibility. The potentialities of such
of lateral jet reaction control has to take into approximations to get insights into practical
account the local interactions between the jet aerodynamic effects (Fig. 39) are often under-
and the external flow around the missile and, estimated compared with the more spectacular
secondly, the downstream interactions on the CFD methods. The inhomogeneous flow may
body surface, on adjacent surfaces and on fixed arise from the flowfield of a gust, of an airplane.
or deflecting fins. The first interaction leads to an helicopter or other interfering vehicles, or it
aerodynamic probliems similar to those men- may be perceived by the missile during launch
tioned for the plume simulation, but with even or separation.
higher demands because of the asymmetry of the
cross flow and because of the adjacent curved - Multi-body interference effects have been men-
3D body surface. The interaction of the modified tioned already. They appear in a more general
flowfield with the missile is conventionally sense in most of the examples listed in the pre-
described by an 'amplification factor' defined as ceding paragraph. But within this context we
the ratio of lateral jet thrust plus interaction will limit the term to cases where the interaction
forces over the value of the lateral jet thrust if forces will be noticeable on both interaction
injected into vacuum. Since this coefficient can partners. This can be the case during the ejec-
be smaller than 1 for many practical cases tion of submunitions (Fig. 40), within clouds
(Figs. 37 and 38), it is favourable to use the of bodies, or for missiles in close formation
neutral term jet effectiveness ratio' instead. For parallel to each other or in tandem flight follo-
the flight mechanical simulation one needs an - wing each other. Aeromechanical aspects to be
at least approximate - value for this coefficient considered are the simulation of the interacting
during the design process already. No really flowfield including severe separations in most
sufficient semi-empirical or similar fast and cases, interaction of vortical flows and, possibly,
cheap design tools have been developed until an integrated acrodynamical/flight mechanical
now because of the very high number of geome- simulation.
trical (nozzle and missile) and flow (external
and jet) parameters involved. The use of ad- Unsteady manoeuvres of the missile, time-
vanced CFD methods is not applicable in early dependent changes of tle outer flow parameters,
design for extended parameter studies but only fast changes in missile geometry and micro-
for a few numerical checks. The wind-tunnel scopically (turbulent boundary-layer) or macro-
investigations are difficult because of the scopically (unsteady vortex flow) unsteady flow
complicated flowfield interactions taking place parameters. Strictly spoken, each flow around a
and because these interaction forces that one is missile is 'unsteady' since the flight is time-
looking for are only a small fraction of the dependent. But, fortunately, in most practical
lateral thrust and even more so of the global cases one can consider the problem to be quasi-
forces acting on the missile. The correlation of steady which means that it can be described as a
wind-tunnel results with free-flight data is very continuous sequence of steady flow conditions.
complicated because of the fact that many para- A simple first check of the validity of this ap-
meters cannot be scaled appropriately, especially proximation is to compare the typical times:
for hypersonic speeds. Systematic experimental The effect of a disturbance peak within the flow

studies are very expensive, again because of the expands with the speed of sound, its source
large number of relevant parameters. Therefore, propagates with about the free stream velocity.
considerable effort is still necessary nowadays to This leads to a period of the order of L/Ul,
aeromechanically integrate a lateral jet control where the disturbance affects the flow around
system into a missile being designed. Experience the missile.
shows that only numerical methods are able to The description of unsteady flow parameters -
produce appropriate results at the moment. which are also the source of aeroacoustical
Therefore, there is a need to make these tools as phenomena - is a field of basic research and
effective as possible. includes some fundamental questions like

turbulence modelling. But even in the case of
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quasi-steady conditions there are additional teristics of vehicles just above or.just below the
forces and moments compared to purely steady interface and on the behaviour of their wake.
ones. For a pitching motion of a wing or a body
an additional external flow is induced resulting - Pipe flows or ducted flow of gases or fluids can
in a modified angle of attack distribution along be summarized here. Multiphase flows, possibly
the axis. This additional angle is zero at the including a fraction of solid particles as for
pitching axis and varies linearly (Fig. 41). plumes, are quite challenging tasks, especially
Another distribution is induced by a rolling when chemical reactions (afterburning or
motion (Fig. 42). From the appropriately modi- intermolecular processes) take place.
fled flow conditions the coefficients for damping
forces and moments can be derived (Fig. 43). A
lot of experimental, semi-empirical and numeri- 2.4.3 AEROTHERMODYNAMICS AND
cal studies have been executed about this subject THERMODYNAMICS
(Refs. 116-121).
If the criterion of quasi-steadiness is not fulfilled Because of the high effort made in hypersonic
a completely time-dependent simulation has to research for space applications over the last years,
be executed. It has to include then all relevant acrothermodynamic investigations have abundated
aeromechanical aspets (like aeroelasticity, in number and width since that time (Ref. 124).
control deflections or lateral jets, propulsion Nevertheless, the direct applicability of many of
characteristics, geometry changes as booster these approaches to specify problems of hyper-
separations, flight mechanical parameters or sonic missiles is limited to general verifical ion of
structural heating), at least, if their rate of methods or to just stipulating new ideas from
change is of similar order of magnitude. The experimental or numerical research scientists.
force and moment characteristics will show in This comes from the fact that missiles are un-
this case a more or less visible hysteresis which manned one-way articles and that hypersonic
means, for example, that the forces during the missiles - except TBMs which have features
pitching-up motion have a different similar to space rockets - only fly at much lower
characteristics from the ones of the pitching- Mach numbers, but at zero altitude. Different
down motion. Physically, this means that the approximations for the flow are valid here, there-
separation takes place at another angle of attack fore. In addition to that, missile shapes and corn-
than the reattachment. Some studies of these ponents are aerodynamically optimized only to a
phenomena have been executed (Refs. 122- much lower degree since aspects like high ma-
123), often for wings in pitching motion noeuvrability, warhead or radome shape and
(Ref. 121), but for most practical cases in missile function, and even more the aspects of low finan-
design such an approach is too expensive cial effort for the design are of superior signifi-
compared with the additional information cance. Therefore, special methods and approaches
obtained. One case where such an unsteady for missiles have been developed (Ref. 125). 'The
approach might be justified is a vertical launch importance of aerothermodynamics in the hyper-
combined with a very fast turn to more or less sonic speed range can be estimated by a simple
horizontal flight, sketch showing the stagnation temperatures and

the temperature limits for the use of different
materials (Fig. 44). One can sec easily that there

2.4.2 FLUID MECHANICS AND will be a severe problem for the use of radomes at
HYDRODYNAMICS high velocities, although the stagnation tempera-

ture is not reached in most real cases. From the
Problems in this area may appear in missile limit quoted for IR domes one can see that acro-
design occasionally and often can be solved by dynamical heating sometimes has to be taken into
using generalized aerodynamic tools. Subjects consideration at velocities much lower than those
that are likely to appear are conventionally called 'high velocitv or 'hyper-

sonic'. In cases of long flight times aerodynamic
- Vehicles below sea surface: these may be tor- heating - often in combination with or dominated

pedos, submarines or missiles with a flight path by heat production of internal sources - can
partly underwater as, for example, submerged become a severe problem for components like
launch of missiles. The propulsion of submarine electronic devices or explosives. This is the reason
vehicles is normally executed by propellers. For why structural thermodynamics is closely related
some flow conditions cavitation will take place to aerothermodynamics. On the other hand,
which means that two-phase flow has to be thermodynamic parameters of the different
modelled, materials are needed for suitable design simu-

lations and give access to structural stability
- The interface between two phases (water and air) (Fig. 45) and to the aeroelastic behaviour under

has an influence on the fluid mechanical charac- heat loads.
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Major problems of aerothermodynamic heating Lion or other heat-consuming chemical reac-
are tions. The thermodynamic parameters of the

materials considered for the design have to bc
- In order to reproduce properly the parameters of known, the ablation process has to be simulated

hypersonic flowfields one has to consider the and the effect of the cooling on the heat balance
effects of aerodynamic heating on the molecules has to be modelled.
of the air. Different approaches for real gas
simulations - in contrast to ideal or perfect gas - Simulation of heating and cooling of surfaces,
approximations - can be made (Refs. 126 and structures and components due to aerotherino-
127). These thermochemical models will change dynamic or internal heat sources and sinks.
the surface temperatures on the missile since Radiation, convection and conduction effects in
some of the energy is transferred to excited rota- the interior of the missile have to be included.
tional-vibrational motions of the molecules or
chemical reactions, dissociations or ionizations,
depending on the local temperatures. 2.4.4 AEROELASTICS AND STRUCTURAL

MECHANICS
- Determination of the thermal boundary layer

which - as the velocity boundary layer - shows Different to the impression one could get by
different characteristics depending on if the wall reading the headline a project aerodynamicist
is cooled, insulated or heated (Fig. 46). The certainly will not take over the responsibilities of
temperatures reached here are responsible for a the specialists in structural mechanics. But similar
considerable part of the heat transferred from to other subjects mentioned he has, on one hand,
the flow into the wall. The other part is the to know thoroughly the problems he could run
resulting vector of radiation to and from the into during the design process and, on the other
surface, hand, must be able to give fast qualitative answers

during a study or predesign on problems where
- For some flow conditions a severe interaction aerodynamic effects are coupled with other acre-

between heated wall and boundary layer has to mechanical ones. For structural mechanics several
be accounted for. Even catalytic effects at the interactions can appear, aeroelastic ones are an
surface can be of importance for certain flow outstanding example. Acroelastic effects may
conditions. The modified boundary layer causes change the aerodynamic characteristics of the
a change of the aerodynamic behaviour of the missile and will influence in that way the manocu-
missile. This has to be considered in advanced vrability (Fig. 49) and the overall flight perfor-
design simulations. Especially for experimental mance (Ref. 134). Right in early design phases
studies this could make it necessary to introduce control people ask about missile eigenfrequencies.
a hot model technique in order to get correct They often have approximately the same values as
results (Rcf. 129). the frequencies of the control parameters and can

cause then unfavourable interferences (Ref. 135).
- Simulation of heat loads for IR windows and Major work packages to be treated are

radomes (Refs. 18, 45 and 130).
- Calculation of aerodynamic moments and load

- Simulation of heat loads and structural stability distributions for complex surfaces - like cylin-
of fins, surfaces and structures. drical or otherwise curved shells (Ref. 136) - and

for complex structural configurations to simulate
- Consideration of the behaviour of different the mechanical reactions or the structural sta-

materials under heat loads (Ref. 131). bility. In many of the more ambitious cases the
aerodvnamic values will be unsteady ones

Active cooling of radomes and structures (Ref 137).
(Refs. 132 and 133): A lengthy research
program has produced some practicable solu- - Estimation of the static and dynamic bending of
tions for this difficult problem already (Fig. 47). bodies (Refs. 138 and 139) and of wings. For
The aerodynamic interaction of the cooling flow missiles the bending motion of the body usually
- for example chemically reacting N0 2/N 20 4 - is of higher significance since the wing spans
with the boundary layer flow has to be simu- are small in most cases. The flutter of the wings
hated. A multi-port ejection seems favourable in is of higher relevance for airplanes which is the
comparison to a single slot ejection because of reason that most approaches for aeroelastic
the more homogeneous mixing in the case refer- methods have investigated this aspect. Eigen-
enced (Fig. 48). frequencies and eigenforms of the vibrational

modes have to be estimated. In a strict sense
- Passive cooling is executed by ablating materials one would have to simulate acroclastic effects in

(Ref. 13 1). The process of ablation can be sub- an integrated aerodynamical/flight mechanical/
limation (as teflon) or some kind of carboniza- aeroelastical form since there will be a coupling



1-16

between all those parts (Ref. 140). For example, of the flight mechanical (eventually controlled)
there will be an aeroelastic response to a fast simulation the new acrodynamical or other rele-
flight manoeuvre (e.g. for a vertical launch and vant parameters are determined. Here, one has to
fast turn to horizontal flight). This and the differentiate between cases where a real inter-
changed geometry influence the aerodynamic action between the two subjects exists or where
characteristics of the missile and lead to differ- only some parameters are time-dependent and
ent aeroelastic response and flight paths. In have thus to be simulated along certain trajec-
practical cases this global simulation is replaced tories.
by a quasi-steady approach which gives The following situations seem to claim for a
sufficient estimations under normal conditions. coupled simulation

- The vibration of shells or other surfaces - Store separation: Many investigations have been
(Ref. 136) and their interaction with the aero- executed on this subject (Refs. 141 and 142, and
dynamic boundary layer flow can be the cause Refs. quoted there). There are two major aspects
for aeroacoustic effects or for later structural of store separation. Airplane acrodynamicists
damage. mainly account for the safety of the carrier after

separation. Missile aerodynamicists are inter-
- Mechanical stress on surfaces can be introduced ested in the initial errors intr6duced by the inho-

by aerothermodynamic effects or by dust and mogeneous flow field and have to assure for the
rain impact. appropriate flight performance in spite of the

deviations and additional stresses caused by the
- Sufficient data of structural characteristics have separation.

to be available for the materials used in missile
design. - Ejection of submunition: This is similar to the

store separation problem but the reaction on the
- The reaction of flexible structures like mem- dispenser and the interaction with other sub-

branes, parachutes, gliders or thin retarder munitions has to be taken into account.
or control surfaces to steady or unsteady
aerodynamic loads have to be simulated. - For the proper simulation of the parachute/load

system not only the flight mechanical degrees of
freedom have to be included but also the acro-

2.4.5 FLIGHT MECHANICS AND elastic deformation of the canopy and the severe
INTEGRATED SIMULATION aerodynamic interactions.

In the standard working procedure during the de- - Very fast manoeuvres like vertical launch at
sign process aerodynamics and flight mechanics high speeds with fast turn to horizontal flight or
represent separated packages. This is true accord- end game manoeuvres may lead to situations
ing to the fact that in most cases the time- where the process cannot bo considered to be
sequence of different flight and flow conditions quasi-steady any more but where an unsteady
around the missile can be interpreted as a se- simulation has to be executed.
quence of quasi-steady states and, therefore, may
be separated from each other. Nevertheless, a very - Optimization of propulsion performance during
close cooperation of both specialists is necessary the flight, for example for double impulse pro-
even in this case, since a flight mechanical simu- pulsion (DIP systems).
lation is the only way to test if the missile configu-
ration designied by the aerodynamicist shows a - Simulation of the aeroclastic behaviour of the
sufficient agreement with the demanded flight missile or of components during the flight.
performance of the system. In advanced design
phases the inclusion of the control laws into the - Simulation of aerotherimal heating and of abla-
flight simulation is needed for this prove. For all tion along the flight path.
these simulations flight mechanics codes incorpo-
rate the aerodynamic characteristics by a more or - Determination of IR, radar and other signature
less elaborate (steady) aeromodel, from which the cross-sections of missiles during the flight and
parameters for the actual flight conditions are in dependence of a fixed or also moving
derived by interpolation or analytically. observer.
In a few cases of unsteady aerodynamic or acro-
elastic behaviour or of intensive coupling between In other cases a very close cooperation of nero-
flight mechanics and other acromechanical sub- mechanical design specialists with flight simu-

jeeCs like thermodynamics or signature determina- lalion people is necessary and mutual under-
tion it will be necessary to execute a combined standing of the basic problems on each side is
simulation. In this case for each integration step essential:
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- New digital control methods need a much higher - generation of aeroacoustical noise by the
precision of the aerodynamic model. Transonic fluctuations of turbulent boundary layers or of
flow regimes, although passed very quickly, un- unsteady separated vortical flow
steady conditions or areas close to zero angle - simulation of the propagation of sound in
of attack, yaw and other small effects have to dependence of the environmental conditions
be described rather exact to be able to design - active control of noise generation by silators

complex control systems. - passive control of noise emission or propagation
by constructive measures or by the use of

- The same is true to control an unstable missile, appropriate materials.

- The verification of experimental or numerical
design data, mainly for aerodynamics, can be 2.4.7 SIGNATURES IN THE IR /
improved by deriving these data from free-flight VISIBLE / UV
measurements (Ref. 143). A parameter identi-
fication procedure using an optimization method Nations engaged in the development or defense
has to be used. Many of the airplane flight of strategic or tactical ballistic missiles have been
testing techniques can be used except that for interested for a long time to get information
missiles the data acquisition and transmission is about the radiation emitted from those syslems.

still insufficient in many cases. SDI and other initiatives intensified the research
in this field. According to the changing scenarios
the interest in such information is even growing

2.4.6 AEROACOUSTICS and many additional TBM launch sites for pos-
sible terrorist attacks are considered now.

For civil applications aeroacoustie aspects have For a TBM the highest detectability is given in the
been playing an important role for a long time and boost phase when the hot plume emits radiation
are getting increasing importance because noise of almost all wavelengths. During the re-entry
can be very troublesome. Therefore, quite high phase the surface of the TBM is heated by acro-
effort is made not only for ventilators, cars and thermodynamic effects and consequently emits a
trains to reduce the aerodynamically induced solid body radiation with a maximum in the IR or
noise, but large programs exist also for helicopters even the visible range according to its tempera-
,ad for airplanes to reduce this type of noise to- ture. A general survey of rocket radiation is given
gether with the other, non-aeroacouslic, compo- by Ref. 146.
nents. For helicopters the main source of noise are Conventional missiles have been detected in most
the blades moving with transonic speeds at the tip, cases by the visible smoke produced during their
and for airplanes engines and jet flow are respon- boost phase. Observations of the smoke give clear
sible for most of the aerodynamic noise. However, evidence of the missile trajectory, speed, distance
not the noise annoying the population is of interest and launch site. With the development of 'smoke-
in missile design but the acoustic signature. Espe- less' fuels and with an increased probability for
cially for helicopters, both the detection and the night and adverse weather strikes this type of
camouflage aspect have been investigated inten- signature is no longer sufficiently large for target
sively (Ref. 144). For airplanes and missiles there detection and observation. Therefore, the obser-

used to be only a limited need to take this type of vation of heated surface radiation (mainly for long
signature into account, mainly because of their range missiles of high velocity or for drones with

high speed. This is changing now. Long range minimal signature demands) and of plume signa-
missiles with terrain-following features could be tures (during propulsion phases of long range
detected early by acoustic sensors at a forward missiles) is of high inierest For missiles with a
position and could be attacked if their speed is not short flight time the signature aspects seem to
high enough. So both aspects mentioned before be much less important because of the resulting
are arising here again. Drones have a low speed extremely short reaction times for defense.
usually and are therefore also detectable in the Another aspect of optical features of the plume is
acoustic regime. Another problem in this case is its possible interference with the guidance system
the aerodynamic noise produced by a flying of the missile. The laser beams of laser beam
vehicle equipped with acoustic sensors. riders or that of guidance and control systems
Even the aerodynamic sound of a glider could using laser data links can be disturbed, atten-
cause errors in the detections. Structural stress uated or absorbed by the plume.
on a missile can be produced by acoustic effects Summarizing these main tasks the following
as for example in the case of store carriage close subjects have to be investigated:
to an engine. A recent survey of the problems is
given in Ref. 145. - Emission of the missile surface according to
Major tasks that have to be investigated in the Planck's law for black or nearly black body
field of aeroacoustics within the context of missile radiation. The temperature distribution along
design are



the surface may be influenced by aerodynamic - Selection of appropriate fuels for a missile to
heating or by heat producing components. be designed (Ref. 153).
Especially nozzles or engines are high energy
radiators. The spectrum emitted by the solid - Reflection of radiation at missile surfaces
surfaces is continuous.

- Simulation of background radiation to determine

- Minimization of this radiation by measures in the contrast between die missile and the optical
missile airframe and propulsion unit. The design environment.
of missile afterbody shapes and of exhaust
nozzles can be tailored to reduce the radiation of - Transmission of radiation (of missile or plume
hot areas. An appropriate selection of materials signature or of a laser beam) through the
for the surface can support this. atmosphere. Influences consist of atmospheric

turbulence causing fluctuations of the refraction
- Emission of jets and plumes: This radiation index of the air because of temperature differ-

consists of discrete spectral lines which arise ences, and of scattering and absorption by
from transitions between vibration-rotation molecules, aerosoles, dust, mist, haze, rain, or
states for the IR and electronic states for the snow (Ref. 154).
visible and UV .rcgimes. The most important
spectral ranges for plume detection at the mo- - Determination of the trajectory and observer
ment are the middle infrared region of 3-5 ýtm position dependence of the signature. Since this
and the solar blind ultraviolet spectral region has to be done with small time steps for a com-
below 300 am. plete flight or at least for a phase of it, the
As mentioned before, the hot combustion (plume) radiation model used in missile design
products of a missile propulsion system appear has to be fast and cheap enough to allow this.
in an highly turbulent plume as they expand That is not an easy task, since the simulation of
through the nozzle into the aflerbody flow, the aerodynamically, chemically and optically
These products consist of hot gases from the very complex and highly interacting processes
combustion process (mainly carbon and must be simplified considerably without neg-
hydrogen oxides), of activated and deactivated lecting the most important effects for each
molecules promoted by chemical reactions, of project case.
accelerated particles of incompletely burnt solid
fuel, of mist or drops of incompletely burnt - Numerical simulation of the transmission of a
liquid fiel, soot, metal oxide condensates (e.g. laser beam through a missile exhaust plume.
A1203, MgO, Zr0 2 , ZrC or B203), or other
solid constituents. The parameters of the plume
arc modelled by aerodynamic tools as des- 2.4.8 RADAR AND MW SIGNATURES
cribed before. The radiation can originate from
chemical reactions during the burning process Missiles, especially long range ones, arc threate-
inducing excitations in electronic or molecular ned more and more by defensive measures. These
vibrational and rotational states, from chemi- depend on early and sure detection. Airplane de-
hmuninescence, fluorescence or exothermal signers have been used to that for a long time and
rections producing radiation or it can originate have worked out concepts for 'stealthy' aircraft
from thermal emission in the afterburning phase with low signatures. Since radar is the signature
introduced by secondary chemical reactions or regime of highest applicability with respect to en-
by afterburning of solid or liquid fuel constitu- vironmental conditions, radar signature is the one
ents with atmospheric or plume components that is usually reduced in the first step. The same
heated by shock waves and mixed by aerody- becomes true now for missiles and there is an in-
namic processes. The solid particles, additio- creasing number of design concepts for 'stealthy'
nally, can execute catalytic effects on chemical missiles. The difference of the progress in both
reactions or on the emission. They emit radia- areas can be seen from the fact that it is quite a
tion according to their temperature and they will challenge to reach a radar cross-section for a
scatter any radiation passing the plume. missile comparably low to that of a stealth

bomber. One important value for radar de-
All possible spectral regimes for optical emis- tectability is the radar cross section (RCS). This
sion have been investigated intensively, is usually not the geometrical cross-section seen
Examples are, for the IR Refs. 147 and 148, from a certain aspect angle but rather a value
for the visible Ref 149, and for the UV Ref 148. proportional to the reflected electromagnetic
A typical infrared emission spectrum is shown energy. Because of the physical characteristics of
in Fig. 50. electromagnetic waves the radar beam is not

simply reflected by a surface like a beam of light
Modelling of the rocket exhaust smoke and its in a mirror but the radar receiver rather sees a
visibility (Refs. 96 and 150 - 152). limited number of discrete centers of dispersion.
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These are mainly surface areas normal to the - Optimization of the overall missile geometry
beam, surfaces with internal angles that reflect the and of critical components like intakes for air-
beam several times back-wards to the receiver, or breathing missiles in close connection of aero-
areas where electromagnetic energy is scattered dynamical and RCS aspects.
into the direction of the incoming wave by dif-
fraction effects at dicontinuities of the surface like - Estimation of aerodynamic and aeroelastic
corners, edges, inlets, gaps or slots, problems of radar coatings and absorbers.
The other essential value for radar detectability is
the detection range. Since it is proportional to the - Simulation of the radar cross-section and of the
fourth power of the RCS, the cross-section of a observed signal during the flight in dependence
missile has to be reduced by orders of magnitude of the different trajectory positions and aspect
to reduce the detection range considerably. angles and of the position of the radar emitter
To reach a missile design with a minimal radar and receiver.
cross-section one has to apply the general riles
derived for airplanes. There are two basic approa-
ches to RCS reduction, namely to design a shape 2.5 NEW TOOLS OF MISSILE
with a minimal backscatter, and to use suitable AEROMECHANICS
coating materials arid layers for energy absorption
and cancellation (Refs. 155 and 156). Similar to the advances of different technologies
The RCS aspects mentioned until now are equi- that help to reach new system requirements there
valent to the signature of the missile surface in the are new tools that have been developed or have
optical regime. As it was the case for optical grown up during the last years which will support
signatures. there is also a radar and microwave design aerodynamicists to meet the increased
emission of the plume and the possibility of radar demands within this field. The innovations took
beam attenuation by it (Ref. 157). Microwave place in the numerical simulations, promoted by
radar (the term is extended usually to the range of advances in computer hardware and software,
3 GHz to 120 Glz) is used for missile location, and in experimental studies represented by test
tracking and guidance. For successful operation facilities and installations and by measurement
the communication links must be free of serious and evaluation techniques.
distortion. By passing the plume, attenuation or
unwanted modulation can occur because of inter-
actions between the radar or microwave beam and 2.5.1 DATA PROCESSING
the free electrons within the hot, turbulent exhaust
gases. On the other hand, the scattering of the No discussion is necessary about the improve-
incident wave and the emission of radiation of the ments of computer performance and about the
proper wave lengths from sources within the decreasing prices for a given computer power
plume offer the opportunity to detect TBMs or over the last years (Refs. 159 and 160). It seems
missiles during propulsion phase. that this trend will continue for a while. The avail-
The specialist in aeromechanics designing a ability of rather powerful workstations at a mode-
missile certainly will not become a specialist in rate price opened the possibility to use those in-
radar or MW aspects. But the simultaneously stallations for most of the daily work in design
very strong interaction of uissile shape with aero- aeromechanics at even increased requirements in
dynamics and signature, especially radar and their performance. Therefore, nowadays super-
MW signatures, make it necessary that the de- computers are mainly used for numerical simu-
signer at least is able to make a reasonable guess lations with advanced CFD programs and for
for the RCS value reached by his modified shape large size problems. The vector machines that
(Figs. 51-53). Only by a close cooperation of both were predominant for several years are being
disciplines a simultaneous optimization for a good replaced now by parallel architectures which -
aerodynamic performance and for a very tow sig- if this teehique can be transferred to a degree
nature can be reached. of simplicity in handling that makes it attractive
The main tasks for this work are also for the aerodvnamicist not specialized in

numerics - can make the decentralized and cheap
- Estimation of radar cross-sections of complete work station even more attractive and would allow

missiles. Detailled numerical and experimental the use of numerical methods already during
studies of the missile and optimization of corn- earlier design phases where it cannot be afforded
ponents will have to be executed by specialists, today.
Since the numerical tools in this field have simi-
lar features to the aerodynamic CFD methods, Another important advance on this area during
these specialists might well be included in a the last years are the new possibilities of post-
modern aerodynamics/aeromechanics team. processing. Different graphic tools including the

use ofcolours allow to get new insights into
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results of numerical simulations. Fundamental largely in the last years. Since there is a wide
physical processes may be studied in that way variety of such methods that have grown up over
by using appropriate simulation methods for nu- a long time, starting with very simple ones at the
merical cxperiments where parameters that are time of the first computers up to the most recent
not accessible for measurements can be changed ones, and since the term 'numerical' or 'CFD'
easily and independently from others. For time- method is vague and dependent on time and
dependent or unsteady processes animation tools situation, a short overview is given on all major
can be used which help the imagination which approaches used in missile design at the moment.
often gets into trouble with 3D and time-depen- Some advantages and disadvantages of empirical/
dent pictures. For project use in missile design it semi-empirical, 'numerical' and experimental pre-
can be very helpful to see in a preliminary simu- diction methods are presented in Fig. 54. The con-
lation on the screen not only the constructive or sequence that has to be drawn by the design acro-
aerodynamic consequences of a change in design dynamicist from these arguments is, that he needs
parameters but also the new flight performance. a tool box with all essential methods and that he
All this can be of great help as mentioned, but it has to choose them adequately according to his
urgently asks for appropriate interpreters, since problems, to the demands in precision and to the
nothing is earned with purely producing nice co- effort that can be made. In most cases the more
loured pictures. It keems that tNis is a widespread simple and universal tools will be used probably,
problem and that good interpreters are very rare but each tool can be of high importance in some
compared with numerical specialists, cases.

An additional problem arising within this context 'Numerical' methods are essential to compute
is the question of commercial software. The ans- unconventional configurations like airbreathing
wer to it certainly depends on the philosophy of missiles, to determine load distributions for
the different industries and of their man-power to structure calculations, local flow field properties
produce own software. But it seems that some (e.g. velocity profiles at an inlet entry section or
general statements can be made. An increasing shear stresses for aeroacoustic methods), tempe-
spectrum of commercial software is offered in rature distributions, and to provide the designer
fields where a high number of customers are to with fundamental information on the physical
be expected. In these cases the quality and the effects taking place in complex flow fields (e.g.
handling, the transferability to different machines, lateral jet flow interacting with the missile surface
the compatibility with earlier versions and with and the external flow field). The different methods
other programs, the maintenance and the training mentioned within this context are arranged accor-
are usually adequate. This is true for example for ding to their degree of linearization or physical
postprocessing tools, for subroutine libraries, for approximation.
CAD / CAE packages and for several finite A general survey on more advanced computational
element (FE) programs. It is difficult for fluid methods is given in Refs. 159-162.
dynamic program systems to reach this standard,
since the number of users with very high demands Empirical methods
in precision and flow conditions - as in the aero-
space industry - is limited. Therefore, these codes Whenever it is possible, a designer will base the
are optimized very often for subsonic flow around preliminaiy design on an existing data base for
complicated structures which are created by com- similar configurations and will use interpolation,
bined CAD codes or have to execute simulations possibly combined with some theoretical conside-
for special applications in a narrow field, mostly rations. But if the design requirements lead to a
for classical mechanical engineering problems. configuration that is quite different from the ones
The benefit of these programs for missile design in existing data bases one has necessarily to turn
usually is limited to the solution of special prob- to other methods.
lems. For the wide variety of tasks in missile
design aeromechanics as outlined before, we have Semi-empirical methods
to use codes that are easily adaptable to novel
project needs and to experiences gained during These tools constitute the every day tools for
the design process. This only seems practicable design engineers. They only need a very small
for self-developed programs, not for 'black box' amount of computer time and, since they are inter-
codes. active and very easy to be used, they are well

suited to calculate sets of different configurations
for systematic design studies. Most of the codes

2.5.2 NUMERICAL METHODS OF are based on the component build-up technique
AERODYNAMICS (Refs. 163 and 205) which computes the single

components like body, wing, and tail separately
According to the increasing computer power the by different simple methods (slender body, shock
use of computational methods has been extended expansion, linearized potential) or from an experi-
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mentally or numerically determined data base and and discontinuities of singularity distributions
considers the interactions between the components across the panels have to be handled. In additon. it
by introducing interference factors. is not possible to treat detached shocks adequately
According to the different experiences in different Therefore, only a few supersonic panel programs
companies and institutions a large number of such have been developed.
prediction codes exists (Ref. 164). Most of them Where applicable, panel methods can predict glo-
can compute conventional missiles with circular bal and local aerodynamic parameters with good
body and two series of cruciform fins. Only a few accuracy and at a reasonable price. However, they'
can handle unconventional configurations (elliptic are based on linearized equations and are, there-
or square cross-section fuselages, or airbreathing fore, limited to very small angles of attack. Since
missiles), Ref. 165. this is a very severe restriction for missiles, some
For the cases where good data bases exist and panel methods have been extended to include non-
where the theoretical methods can be applied, linearities due to vortical effects or to nonlinear
very good predictions are possible. In addition to compressibility associated with shock waves.
the standard coefficients like- normal force, mo- More details on this subject are presented in Refs.
ment, center of pressure and drag (Fig. 55) also 169-171. A few examples are shown in Figs. 26,
damping coefficients (Fig. 56) can be predicted 39, 40, 91, 92, and 112.
with a precision that is sufficientfor design pur- Linearized potential theory also has been used for
poses. Using additional experimental data or unsteady approaches (Refs. 120 1f22, and 123).
theoretical methods one can even include very
high angles of attack (Figs. 73 and 74) or other Full potential methods
specific features.
According to the approach used, difficulties will Two approaches to the nonlinear equations arc
arise in the prediction quality for configurations made. The field panel methods (Ref. 172) solve
far outside the data bases and for coefficients that the integral equations iteratively. They can use a
are small in comparison with interaction effects, grid that is similar to that for the linearized
Such problems may appear, consequently, for . theory. Similar to the panel methods vortex
control effectiveness, hinge moments, induced models can be introduced and unsteady ap-
rolling moments and others. proaches have been made. Field panel methods
Therefore, continuous improvements of semi- even proceed into the domain of Euler codes for
empirical methods are necessary parallel to the high subsonic Mach numbers where supersonic
increasing experience. velocities may occur locally.
Major fields for this work should be Full potential methods (Ref. 173) are finite differ-

ence schemes, need a finer grid, are more sensi-
- a data base for bodies and surfaces at high tive numerically and less flexible for extension in

angles of attack and development of methods vortex modelling.
to improve vortical interaction modelling Both approaches have been used to a greater

- development of methods to determine the extent for airplane wing investigations than in
interactions of lifting surfaces with arbitrarily missile design.
shaped bodies

- modelling of the effects of airframe inlets on Euler methods
stability, control and others.

The Euler equations represent the full set of con-
A survey of new senmi-empirical approaches will servation equations for continuous media when
be given in another lecture of this series, viscosity is omitted. They allow 'weak' solutions

and can, therefore, model physical discontinuities
Linearized potential methods like shock waves. Vortex generation is not des-

cribed by this method except for cases where ro-
The most commonly used methods to solve the tation is introduced indirectly by, for example a
linearized potential equation arc the surface Kutta condition, a curved shock or some nume-
singularity techniques. For the analysis of rical dissipation caused by a coarse grid. The most
subcritical flows these so called panel methods direct way is to introduce a local Kutta condition
arc very effective tools for engineering purposes. to make the surface velocity vectors parallel to
A variety of different codes has been developed a given separation plane ('forced separation
(e.g. Refs. 166-168), all of which are able to technique'). On the other hand, the transport of
calculate very complex configurations (Fig. 57). any vorticity within the field - no means how it
High order methods can simulate geometries of was created - is considered by the equations but
high curvature with less numerical effort, but no diffusion terms are included and, again, it will
often they are less stable numerically than low take place only indirectly (e.g. by numerical dis-
order ones. The extension of panel techniques to sipation).
supersonic flows is somewhat difficult because re-
flections of Mach waves in the interior of bodies
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Due to the progress in computing Euler methods particular the body area influenced by the lifting
are feasible today for later phases of missile surfaces. A similar result for a more complicated
design. Fast Euler codes (e.g. space marching) shape (ASTER 15 - anti-.missilc ground/surface-
are used even in preliminary design phases. Still, to-air missile) can be seen in Fig. 59. For the
a major effort is needed in comparison to the sur- different configurations tested (different booster
face element methods to solve the large number of dimensions with different chord length, span and
equations resulting from the 3D spacial grid ele- apex position of the tail) good agreement with
ments that arc necessary. Also grid generation it- experimental data was achieved. Fig. 60 presents
self still requires an high effort, especially for un- the isobars on the surface of ASTER and in a
conventional configurations and if a large variety cross-sectional plane where one can observe the
of different shapes has to be considered. vortical stnrctures produced by the tip edges of the
On one hand steady flow conditions can be long wings. The comparison in Fig. 61 of experi-
simulated by solving the steady Euler equations, mental and FLU3C pressure data on the wing
For supersonic flow they are hyperbolic in space shows good agreement. Fig. 62 is an example for
and a space-marching technique can be used. On the unconventional shape of a ramnjet missile
the other hand the unsteady Euler equations have (ANS - anti-navire supersonique). It shows the
to be solved. All flow variables in the field are mesh and the surface pressure distribution.
advanced in time until a steady state is reached. The following examples were calculated by using
This procedure can be used for any speed range, multiblock grids in order to refine the mesh in
but if the flow is purely supersonic a pseudo- critical regions. In Fig. 63 the Mach number
unsteady marching procedure may be introduced contours for a cross-sectional plane of a rolling
(Ref. 174). It consists in a plane by plane time anti-tank missile equipped with a direct thrust
iteration using only the upstream information for vector control system are shown. Four blocks with
each step. For second order accuracy this means a total of 220000 cells were used in the SESAME
taking into account two upstream planes. Conver- calculation which permits to take into account the
gence is reached quickly if one starts the time- spinning effect by including the inertial and Euler
iteration of each plane with the results of the pro- terms into the Euler equations. Downstream
ceding one. Only three consecutive planes have to interactions between jets and fins are predicted
be stored simultaneously in that way which con- fairly well, while lower precision is observed on
siderably helps saving computer time and space. the body where viscous effects dominate.
To demonstrate the capabilities of Euler codes to The interaction of a supersonic lateral jet with the
compute very complex geometries some examples external flow results in a very complicated flow-
for missile project design are given, field. Euler calculations are unable to simulate the
The following codes have been used: separation upstream of the jet and all of the inany

viscous effects involved within this problem, but
- FLU3C (Ref 175) is an explicit monodomain can provide an useful insight into the complex

code based on upwind schemes. It is used with flow phenomena. FLU3M calculations have been
a space-marching procedure for supersonic flow. executed for the ASTER missile with one lateral

jet located at the lower vertical wing and the other
- FLU3M (Refs. 176 and 177) is an explicit or one at the horizontal wing. The mesh consisted of

implicit multi-domain code also based on up- 24 blocks with 550000 cells totally. Fig. 64 pre-
wind schemes. For a two species flow the ex- sents the Mach number contours in n transversal
plicit Roe solver is used. The code is applica- plane behind the exits of the lateral jets. Good
ble to transonic and supersonic flow. A space- results are obtained for the normal and side forces
marching procedure is available, and for the induced center of pressure.

- SESAME (Ref. 178) is a multi-domain code Boundary layer methods
based on a centered Jameson-Schmidt numeri-
cal scheme with implicit residual smoothing of Boundary layer codes are a fast tool to simulate
Lerat. Scheme stability is provided by addition viscous flow effects close to the surface, but away
of artificial second and fourth order viscosity from separation areas. A survey on methods ap-
terms. This code is suited mainly for subsonic propriate for missile design is given in Ref. 181.
flows. A very useful tool for general geometries is the

second-order boundary layer theory (Refs. 182,
- EUFLEX (Rcfs. 179 and 180) is an explicit or applications in Refs. 171 and 180). In this

implicit multiblock code based on a cell centered approach it is supposed that the curvature of the
FVM scheme with residual smoothing. Several geometry is not very small compared with the
modifications of this code exist for different boundary layer thickness, which is assumed in
applications, including viscous extensions. classical theories. Consequently, pressure gra-

dients within the boundary layer due to centrifngai
Fig. 58 shows the surface pressure distribution forces caused by surface curvature are taken into
(FLU3C) of a conventional missile, and in account. The boundar- layer flow is matched
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satisfaclorily with the external inviscid flow which solution. This approximation has to be used for
is not the case for classical approaches. For turbu- the most complex flows including large scale
lence a Baldwin-Lomax model is used in Ref. 182. separations. Turbulence modelling is one of the
Another approach is the 3C3D code by CERT/ big problems for practical work and is still an
ONERA. In this method the momentum and the important research subject.
energy boundary layer equations are integrated A further approximation neglects the viscosity
along local streamlines. This means that the inte- terms in the streamwise direction. It is called
gration always proceeds in the same direction Thin-Layer Navier-Stokcs (TLNS) approach.
independent of the crossflow direction. Finally, if one neglects unsteady terms and
The inviscid solution for the boundary layer calcu- streamwise viscous diffusion, one obtains the
lation can be obtained by a panel or an Euler code. Parabolized Navier-Stokes (PNS) equations.
To improve the speed of the combined procedure They are applicable only for supersonic flow.
a good coupling process has to be established. Fig. 66 shows the Mach number contours on
This is true to an even higher extent when a zonal ASTER for a filly turbulent flow computation
method consisting of a combined Euler/boundary- using the TLNS code FLU3PNS (Ref 185) with
layer/Navier-Stokes calculation shall be used a Baldwin-Lomax turbulence model with a
(Ref. 183). Degani-Schiff modification for vortical flows. In
As an example for a? coupled FLU3C/3C3D the example one can observe the-separation along
calculation Fig. 65 shows the mesh, the inviscid body and wings.
streamlines at the wall and the friction lines for Further details on Navier-Stokes methods are
ASTER 15. For the inviscid streamlines one can given in another lecture of this series.
distinguish the lines starting at the leading edge of
the wings. They correspond with a region where Boltzmann methods
the boundary layer starts its development again.
A restart procedure has been included in the The full Navier-Stokes equations can be derived
boundary layer code in order to deal with such from the Boltzmann equations. They consider the
sudden changes in geometry. flow to consist of discrete molecules behaving in
In the same manner, lines arriving at the trailing accordance to the statistical gas theory rather than
edges of the control panels and of the fins are describing the continuum. The use of this direct
abandoned for downstream computation. The. simulation method for molecular flows is comple-
skin friction lines show open three-dimensional tely utopical at the moment for standard project
separations, mainly due to secondary shocks purposes. Research work on this field is done for
attached to lifting surfaces. very rarefied flows (e.g. re-entry studies) and

around simple geometries (Ref. 162).
Navier-Stokes methods

Chaos theory
Because of the high effort necessary, Navier-
Stokes methods are - even more than Euler codes - This method, too, is far from being used to solve
a tool that is used only rarely in missile design at practical problems. But, since it considers physical
the moment. But for certain cases it will be the processes that lead to 'chaotic' structures starting
only tool that is applicable and one has to put up from neighbouring initial conditions, it could in a
with the expenses. Sometimes even a 2D calcu- long term help to understand and to model
lation will be of some use (Fig. 83), although most turbulent effects (Ref. 186 and 187).
missile problems are 3D in nature.
Navier-Stokes equations should be capable to
describe a wide class of flow phenomena around 2.5.3 EXPERIMENTAL METHODS
a missile. Predicted quantities include pressure
discontinuities, flow separation, vorticity fluctua- The major motive for experimental studies -
tions, shear stresses due to viscosity effects, which in missile aerodynamics mostly consist
temperature distributions at high velocities with of wind-tunnel tests plus specific experiments
heated and radiating wall, mixing flows and other according to other areas of aeromechanics - still is
effects where viscosity is a major feature. Due to the validation of the aeordynainic model of the
the limitations imposed by present computers and missile in advance of the first flight tests. The
due to incomplete understanding of turbulence, wind-tunnel measurements are always nicessary,
the full set of Navier-Stokes equations has to be but they are relatively expensive because of the
simplified in order to make them applicable to costs for design, construction and manufacturing
technical problems. of the model, and because of the high wind-tunnel
One first approximation is the time-averaging of costs including energy, personnel and measure-
rapidly fluctuating parameters. This leads to the ment installations. Therefore, one has to reduce
Reynolds-Averaged Navier-Stokes equations the effort and the extent of the measurements as
(RANS) which require some kind of a turbulence much as possible. Extended numerical studies can
model to complete the set of equations for the help to cut the number of configurational varia-
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tions and to optimize the test program. In the case There have been important advances in model
of final validation measurements often a large support and model manipulation, decreasing the
quantity of data has to be acquired, like forces overall time needed for measurements and allow-
and moments, pressure distributions, all flow-field ing for time-dependent programmes (Refs. 191
parameters, surface and structural temperatures, and 192). Supported by the advances in computer
signatures, emission and transmission information power and in postprocessing software, on-line
and other aeromechanical parameters. Such a analysis of data is usual now. This allows to select
campaign may be divided into several parts to optimal missile configurations and to modify
allow for adaptions in the wind-tunnel model or in measurement programs in an appropriate way.
the experimental set-up. This requires a good on- Similarly, the data handling, data reduction and
line data evaluation and aerodynamicists who can final analysis has been improved considerably.
decide with high reliability about the quality of the The new capabilities of data processing also offer
data, the information covered by them and about the chance to carry out several experimental tasks
on-line changes in the measurement program, simultaneously, as for example a 6-component

measurement of the complete missile, a 3-corn-
Another purpose of an experiment can be to set up ponent measurement of the control surfaces, the
a physical model for complicated flow conditions measurement of distortion and swirl at the intakes
or to decide between different geometrical shapes and the measurement of the amiount of air passing
in early design phases. For this task one needs test a model with open intakes. An important informa-
facilities that can be used without high effort and tion are the values of the reliability of the wind-
without too many restrictions in experimental set- tunnel data and of the tolerance of the measured
ups. The typical results in this case are usually data.
visualizations and qualitative data. Only in rare
cases there is a severe demand for high precision There have been considerable advances of mea-
at this time. This is mainly a task for research and surement techniques over the last years, made
for the validation process of codes. possible partly because of general technological

improvements and - especially for measurements
The wind-tunnel facilities and testing techniques of hypersonic flow parameters like local tempe-
have been improved continuously over the last ratures, thermal fluxes and concentrations of dif-
decade (Ref. 188), although the investments were ferent species - because of the space programs
not distributed equally to the installations, of (Refs. 193-198). Only a few of the new tech-
course. Larger cross-sections, more realistic niques can be mentioned here.One general tendcn-
Reynolds numbers, better flow quality, lower noise cy is to execute measurements and visualization in
level, higher Mach numbers, and more realistic very short time and to incorporate a quantitative
pressures and temperatures were the major tasks evaluation into the visualization procedure.
in improvements. Especially high effort has been Another trend is that for 2D or even 3D non-
made in hypersonic testing (Refs. 189 and 190) intrusive investigations of the flow charactcristics
because of the existence of several ambitious space (Ref. 199). Some of the most interesting develop-
programs in different nations. Some of these im- ments on this wide field are piezo arrays for pres-
provements are very useful for missile aerodyna- sure measurements, particle image velocimetry
mics. But just in the hypersonic regime we have (PtV), coherent anti-Stokes Raman scattering
quite different flow parameters for missiles com- (CARS) or laser Raman scattering, and laser
pared with space vehicles. The velocities of fluorescence measurements for flow parameter
realistic missiles or projectiles extend to only investigations. These are urgently needed by CFD
about Ma=10 but at sea-level conditions, specialists to validate their codes. A method that is
This makes it very difficult to find a wind-tunnel of good use in hypersonics is the liquid crystal
that is appropriate for realistic hypersonic missile technique (Refs. 200-202 and Fig. 67). Of very
tests. Also the correlation of wind-tunnel para- high interest is the new optical pressure measure-
meters with free-flight conditions is very compli- ment system (OPMS), Fig. 68, that produces
cated or even questionable in this regime. Not quantitative results by a modern postprocessing
much effort has to be expected to solve these and that could be combined with the infrared
problems, not only because missile tests represent thermography (Ref 204) for comprehensive
only a marginal part of the wind-tunnel budget, investigations in the hypersonic regime without
but because - at least in Europe - wind-tunnel needing an expensive and geometrically large
institutions have been submitted to severe instrumentation of the model.
restrictions due to the sharp governmental and
industrial budget cuts in aerospace and military The need for free-flight measurements and for
developments. The shut-down of facilities has to validation of the numerical and experimental
be expected and a single-sourcing of certain aerodynamic characteristics by reducing and
installations seems to be strived for within the analyzing these data has to be emphasized again.
next years in Europe. In spite of general improvements in the tclemetry

techniques and in electronic data acquisition
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devices it is still a major problem to get reliable 3.2 SPECIAL ASPECTS OF
results from test flights. AEROMECHANICAL

DESIGN OF MISSILES

In addition to the general survey of special sub-
3. GENERAL PROBLEMS AND jects that have to be covered in the aeromecha-

APPROACHES OF THE AERO- nical design of missiles as given before, some
MECHANICAL DESIGN OF MISSILES remarks are made here on several specific design

problems and tools.
3.1 METHODICS OF AERO-

MECHANICAL DESIGN
3.2.1 CLASSICAL MISSILE

Repeatedly, missile aerodynamicists have reflec- AERODYNAMICS
ted their role in the missile design procedure
(Refs. I and 2). The reason for this may be the This point is mentioned more for complete-
fact that missile aerodynamics does not play a ness since there are several good textbooks
similarly prominent role in the design procedure (Refs. 205-207), lectures (Refs. 1 and 208) and
as airplane aerodyihamics in the corresponding reviews on this subject (Refs. 2, 3, 158, and 209).
one, although missile aerodynamics is not a Major tasks in this field are the aerodynamic
smaller challenge, performance, mainly in lift and drag (Refs. 85

and 210), and the static stability (Refs. 211
The iterative design cycle as it used to be in for- and 212) and controllability.
mer years (Fig. 69) is still valid for conventional
missiles. In this case different special work pack- For practical design work the component build-up
ages can be separated within a system concept that technique is still used (Refs. 163 and 205). As the
coordinates them. The interactions of aerodyna- name indicates, the aerodynamic characteristics of
mics with adjacent subjects is shown in Fig. 70. the airframe components as body (Ref. 213) and
For advanced types of missiles these interactions wings (Refs. 214 and 215) are summed up in iso-
are much more intensive and much more involved lation. Then the values describing the interference
(Fig. 71). effects between the different components are
But still, there is a design cycle - or better a helix, summed up by using the component loads and the
since it is an iterative process where aerodynamic more or less general interference factors. In this
information are summed up while the work pack- way the overall loads for an air frame are built-up
ages proceed from first qualitative approximations after and after. Although this concept is mathe-
to a well-established aerodynamic model based on matically valid only for small interference effects
experiments and numerical investigations. This is and for a linear dependence of the aerodynamic
produced by the fact that the tactical demands and characteristics from the flow parameters, the
the airframe design and the corresponding inter- method is open for extensions to describe other
nal components are being defined in more detail problems. By defining hybrid 'interference factors'
progressively with increasing development and from pure experience, even unconventional aero-
state of knowledge of the different specialists in- dynamic effects in special project cases can be
volved. covered. The characteristics of the different com-

ponents or, in some cases, of a set of strongly
Although many other demands often seem to interfering components can be evaluated by
dominate the aerodynamic ones on a first glance, appropriate methods (first guess, semi-empirical
the flight performance is a major task and this is calculation, CFD, experiment) and can in that way
dominated by the aerodynamic design. Therefore, be improved contiuously during the design process
the aerodynamicist not only suggests an optimized according to the helical advance in this procedure.
shape - perhaps only a relatively 'optimal' one The second lecture of this series will present a
because of important other demands - but he also more extended review on this subject.
has to answer continuously questions on penalties
for deviations from this design. Except for special
applications, mainly at low subsonic flight, the 3.2.2 VERY HIGH ANGLES OF ATTACK
missile will end up in having a rather 'aerody-
namic' shape. This is the main reason why the It has always been a significant feature of missiles
aerodynamicist has to integrate other aero- that very high angles of attack can be reached
mechanical topics that will influence the airframe during certain flight phases like vertical launch
shape into his design process. (Fig. 72) or fast manoeuvres during the end game

(Ref.4). A large number of studies have been
executed in this field for that reason (Refs. 216-
218). A special lecture is given on this subject
within this series.
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For angles of attack of about 100 a breakdown - external aerodynamic characteristics as drag and
of the flow around the wings can occur already lift-to-drag ratio
(Ref. 219). This Cbnax characteristics leads to - operational constraints like overall dimensions
a non-linearity in the global characteristics, too (because of store carriage) and signatures (RCS

(Figs. 73 and 74). This feature can be covered and IRS)
within a component build-up method in a semi- - type of the autopilot (bank-to-turn or skid-to-
empirical manner (Ref. 220): The nonlinear turn control).
aerodynamic characteristics of the body alone is Some recent examples arc shown in Fig. 75.
obtained in a conventional way, for example with
a potential method with some vortex modelling. If - Missiles with a single intake: Nose intakes (e.g.
this model takes into account the asymmetric SEA DART, TALOS) have high pressure re-
vortex separation on the body between about 30' coveries but are poorly integrated.
and 60' the characteristics are valid up to about Annular intakes (e.g. SA4, GANEF) are better
60' (Ref. 221). Now we need the characteristics in integration but show the poorest performance
of the wing. They can originate from a systematic of all intakes.
experimental investigation (Ref. 222) or from a Chin intakes (e.g. ASALM, SLAT) are well
semi-empirical approach which combines a suited for bank-to-turn flight control and for
potential and boundary-layer calculation with a long range missions. They use the windward
criterion for full separation and a vortex model. upstream part of the missile nose as a supersonic
These two components are then summed up with compression ramp.
the conventional interference method (Ref. 223) Ventral intakes are an excellent solution for
and result in an improved numerical description intake design. They are quite compact and their
of the characteristics (Figs. 73 and 74) which is performance is good. Different types of ventral
sufficient for most project needs. The problem intakes are shown in Fig. 76.
not solved for this angle of attack regime are the Top mounted intakes are an optimal solution
severe and irregular side forces introduced by the with respect to RCS, since this intake will be
asymmetric vortex separation (Refs. 224 and 225). hidden for a ground based radar by the body.
But it seems that they are relevant only for sub- Because it is situated at the leeward side it is
sonic speeds. The model mentioned above (Ref. limited in incidence.
220) could cover that feature, but a sufficient
empirical data base for the vortex simulation is - Missiles with two lateral intakes (e.g. ASMP,
needed. ALRAAM):

This configuration is well adapted to bank-to-
In some cases one has to regard unsteady turn control. The intakes can be located diame-
simulations for manoeuvres in this incidence trically opposite or be inclined towards the
range (Ref. 226), since hysteresis effects may bottom. The first is better in supplying the
appear during unsteady separation, chamber and in the increment of the normal

force. The latter one shows a better internal
performance.

3.2.3 MISSILES OF UNCONVENTIONAL
SHAPE Missiles with four intakes (e.g. ANS, SA6):

This configuration is well suited for skid-to-turn
Several recent examples for project designs with control. However, at high angles of attack the
unconventional shapes are presented in this chap- intakes on the leeward side will reach their
ter. Two classes of unconventional shapes are operation limit. Also, the lift-to-drag ratio of
distinguished, circular bodies with intakes of dif- these configurations is not optimal. Two lateral
ferent form, and missiles with non-circular cross intakes are sufficient to induce additional lift,
sections. the other ones mainly induce drag.

CIRCULAR BODIES WITH INTAKES Independently from their position with respect to
the missile all intakes could have different shapes

Major recent projects concerned the two classes - axisymmetric, half-axisymmetric, rectangular
of ramjet or ramrocket missiles and of turbojet with classical or with inverted shape, and many
missiles. For missiles with intakes the number, others.
shape and position of the air intakes has to be The selection of the longitudinal location will be
chosen by taking into account the following made in a compromise between the flowfield
aspects (Refs. 227 and 228): around the fuselage, the length of the diffusor, the

resulting center of pressure and the attachment
- internal performance as thrust and specific points on the fuselage while the normal force is

impulse only slightly modified usually.
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External aerodynamics of intakes - characteristic curves (for total pressure recovery
versus mass flow ratio) in order to assess the

A survey of these characteristics is given in Refs. maximal total pressure- rceovery
229 and 230. - pressure and temperature distributions along the
Airbreathing configurations may be classified into walls of the air intake to produce information
two families: needed for the structural design.

- configurations with nose, chin or annular in- These features depend on complex physical
takes. Only the drag of the fuselage is influenced phenomena as boundary layers, shock-shock and
by them. shock-boundary layer interactions, turbulence.

- configurations with lateral intakes. Lift, stability corner flow, flows in boundary layer bleeds.
and drag are modified in this case. Due to this complexity, air intake studies are

The lift is usually increased by lateral intakes. Its usually splitted into two phases. During the first
span mainly influences the lift, the length of the one the isolated air intake is evaluated using an
intake nacelle changes the center of pressure, the average external flowficld consisting of local
type of the intake can change lift and stability. Mach number, local total pressure, local angles
The roll position of'the intakes is also important of attack and sideslip and so on. ,In the second
*for the characteristics- (development) phase this preliminary design is
The drag of the air intake may constitute a con- improved by taking into account the realistic and
siderable amount of the overall drag of the complete flowfield entering the air intake. A
missile. For a configuration with four axisym- special lecture will present more details on these
metric air intakes at Mach 2 at sea level the in- problems.
take drag can represent 38% of the total drag -
9% for the pressure drag of the inlets, 15% for
the pressure drag of the fairing boattails and 14% MISSILES WITH NON-CIRCULAR CROSS
for the friction drag. To optimize the drag in a SECTIONS
special case one has to consider the thrust/drag
balance. Two classes of missiles are concerned within this
To obtain an high performance of the air intakes chapter
one has to guarantee for an optimal flow field
around the fuselage. To constitute this one has to - subsonic modular stand-off missiles with square
avoid low energy areas (boundary layers, vortices), or rectangular cross sections
Low velocity areas are favourable. The flow cap- - supersonic or hypersonic air-breathing missiles
tured by the air intakes must be homogeneous and with elliptical or triangular cross sections-
must have a total pressure level compatible with
the optimal performance conditions of the engine. A typical subsonic modular stand-off missile has
A difficult problem is caused by the nose vortices been presented in Fig. 11. The layout shows a
on the lee side of the fuselage at angles of attack square cross-section body with the wing mounted
larger than 5°. These vortices are responsible for at the upper side to allow unrestricted ejection of
high total pressure losses in the air intakes, the submunitions. The sharp corners of the body
Longitudinal strakes upstream of the air intakes induce flow separation and the resulting vortex
can modify the natural development of the sheets produce a nonlinear lift characteristics. In
boundary layer around the fuselage at incidence that way a square body provides a much higher
and give a chance to inforce in that way a vortex normal force than a circular body of the same
separation apart from the intake, cross-sectional area. When the body is rolled the

separated vortices are changed to asymmetrical
Internal aerodvnamics of intakes shape and will induce lateral forces and moments.

The main aerodynamic features to be determined Typical supersonic/hypersonic air-breathing
are missiles (Refs. 29, 231, and 232) are presented

in Fig. 77.
- mass flow ratios in the duct and in the internal Their objectives are

boundary layer bleed
- total pressure recovery - optimal integration of the intakes with respect to
- pre-entry drag and cowl drag the fuselage flowfield

- low drag
all three for large ranges of Mach number, angle - high lift-to-drag ratio
of attack and altitude, and - low RCS value

- good integrability for store carriagc.
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Of the different possible shapes as waveriders, derably different features. In addition to that, the
elliptical or triangular cross sections Fig. 77 typical demands on missile design are another
shows two types: reason for the different approach that has to be

made.
- waveriders that are designed for minimum Nevertheless, fundamental insights, tools and

drag (streamlines on the leeward side are not facilities may be transferred from space vehicle
deflected) and for maximum lift behaviour (die research and design (Ref.237). Hypersonic
bow shock wave coincides with the leading aerodynamics is very closely connected with aero-
edges) thermodynamics. Most of the practical problems

- lenticular shapes are designed for high lift-to- that have to be solved arise from that field. Pure
drag ratios at constant cross section and for aerodynamics for the hypersonic speed range is
high lift at incidence (the sharp leading edges mainly influenced by thermal effects in the way
generate vortex separation). that hot surfaces lead to different boundary layer

effects, that temperature distributions and heat
transport have to be included in the energy equa-

3.2.4 GRID WINGS tions and that changes in the constituents of the
flow ('real gas effects') also influence the energy

Grid wings are an example for unconventional equation.
shape of a missile component, in this case of a
stabilizing and possibly deflecting fin. This Nevertheless, it seems that the global forces and
constructive solution seems to be of such moments at high Mach numbers can be derived
favourable behaviour that most of the modem relatively well from semi-empirical methods. The
Russian high velocity missiles use it (Ref. 24). problem of these tools mainly is the lack of good

validation data since the correlation of wind-
There are different shapes adapted to different tunnel results with free-flight conditions is proble-
applications (Fig. 78). Thorough investigations matic, especially for the drag. Other simple design
have been made for a long time to determine the methods are Newton methods for high altitude
constructive and even production aspects of these and high Mach number conditions and shock
wings as well as the aerodynamic characteristics expansion theory applicable only at lower Mach
and their thermodynamic features including inter- numbers. For first estimations they are a good
nal and external cooling (Ref. 233). The fins can help. An interesting goal is to have a simple
be all moveable and in this way become a control engineering code for hypersonic missile optimi-
surface, zation including some thermodynamic features

(Ref, 238).
The grid wing can be considered as to be derived
fiom biplanes, multi-planes or profile cascades. Its For a later development phase or if detailled
lift characteristics is linear up to values of about questions have to be answered, numerical codes
25'. The increase in drag seems not to be pro- have to be used (Ref. 239). A first step could be
hibitive and can be optimized by a proper design the use of an Euler method. A time-efficient space
of the internal grid density. A standard vortex- marching code can be used if for each space step
lattice method has been used to derive theoretical cross-section the Mach number normal to the
results for subsonic flow and angles of attack up plane is greater than one. Otherwise, a time
to 18' (Ref. 234). Comparisons with experimental stepping procedure must be used. A semi-empiri-
values showed an good agreement (Fig. 79). An- cal real gas model may be implemented into the
other study was executed using a supersonic panel Euler codes. Results for missile applications up to
method (Ref. 235) to investigate the Mach number Mach 8 (Ref 180) do not show a considerable
and grid density dependence for supersonic speeds deviation from ideal gas values of force and mo-
up to about Mach 5. Ref. 233 shows C× and CZ ment characteristics. The Euler codes may be
characteristics up to 90 at supersonic Mach coupled with a higher-order boundary-laycr code
numbers (Fig. 80). adapted to the hypersonic flow regime by taking

into account the appropriate entropy layer.

3.2.5 HYPERSONIC AERODYNAMICS Other methods are the viscous-shock-layer
approximation which takes into account that the

Designing an hypersonic missile is quite a chal- bow shock is almost parallel to the missile surface
lenge since there are many demands that seem in the front part and which in that way comes to a
to collide with general physics. At least we are procedure much cheaper than higher codes, and
often at the limit of what can be made at this time. the different approximations to the Navier-Stokes
Compared with the design of space vehicles equations. But at the present tinie it will be not
(Ref. 236) hypersonic missiles will be of lower affordable in money and time in most cases to use
speed but also at lower altitudes which not simply such a code as a design tool.
compensates the other effect but leads to consi-
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3.2.6 LATERAL JET CONTROL ted to the nozzles with a distributor, the powder
consumption is independent from the manoeu-

As mentioned before, there are several hardware vre, even at zero command.
realizations for lateral jet control. In this chapter
mainly the pyrotechnical method is considered. - The missile cannot be controlled after the full
This does not influence severely the generality consumption of the powder.
of the statements since flight performance and
aerodynamic effects of different types are quite - The missile has to be designed in a way that it
similar. will obtain an almost fixed center of gravity

during the use of this control system.
Limitation of moment control and advantages
of pyrotechnical force control - The aerodynamic design of the missile has to

take into account the interaction effects caused
The conventional control of missiles consists in by the jets.
responding to a lateral acceleration command and
in controlling some deflectable control surfaces Taking into account all these advantages and dis-
which create a moment in that way. This moment advantages one can say that the purely pyro-
introduces an angular movement of the missile technical force control technology is highly sui-
resulting in a change of incidence which in turn table for anti-tank and for very'short range
creates an aerodynamic lift force ensuring the missiles, or for missiles that will use this system
desired manoeuvre, only for a short time, for example during the final

guidance phase (thus limiting the operation time)
There are two disadvantages of this classical and in addition to an associated aerodynamic
control method: control system (thus limiting the required power

level).
- There will be a time delay between the steering

command and the time when the response is Two types of systems are used at the moment:
acting on the missile, because of a number of
different intermediate physical and technical A first possibility is to provide the missile with a
steps. The angular movement required to create set of small multiple side thrusters arranged peri-
the lateral acceleration has to be introduced; it pherally close to the center of gravity. The axis
is governed by the aerodynamic parameters of each side thruster must be inclined so that the
(missile moment of inertia, aerodynamic damp- force produced by it will cross the center of
ing momcnt).This applies to any type of mo- gravity. The component of the side force normal
mcnt control, independet of aerodynamic or jet to the missile axis is used as control force and its
control. axial component is used to maintain the speed.As

it is difficult in practice to increase the number of
- The forces acting on an aerodynamic control side thrusters, this type of control is used when the

surface arc proportional to the dynamic pres- flight time and the demands on the manoeuvrabi-
sure, i.e. to the density of the air and to the lily are low, e.g. anti-tank DRAGON.
velocity of the missile, and will, therefore, have Another possibility which allows for higher ma-
low effectiveness at launch (low speed) and at noeuvrability is to use a continuous gas generator
high altitudes (low density). linked with jet interceptors or with an exhaust

distributor towards the nozzles. Two nozzles are
The use of a lateral propulsive unit close to the needed for an autorotating missile (anti-tank
center of gravity of the missile overrides partly ERYX), and three or four for a stabilized missile
these advantages, thus enabling in rotation. Additionally, as for the side-thruster

control, the nozzles can be inclined backwards to
- a considerable reduction of the response time maintain the speed.

and, as a result, a reduction in the passing Additional systems as liquid fuel devices are
distance for targets for which short reaction considered in present design studies.
times are demanded, as for example for fast
manoeuvering targets Aerodynamic interactions due to a lateral jet

- mnanoeuvres of the missile at very low speed

and at high altitudes. The transverse ejection of a lateral jet into an
external flow causes an highly complex flow field

However, pyrotechnical force control has certain (Fig. 81) leading to a set of interactions of two
constraints: types (Fig. 82) - local and downstream inter-

actions.
- Used as the only control of a missile its opera- The local interactions (Figs. 83 and 84) are rela-

tional domain is limited by its powder consump- ted to the jet obstacle effect which, at supersonic
tion. In particular, using a gas generator conncc- speeds, produces a detached shock upstream of
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the nozzle exit and a separation of the boundary To keep the costs low for this design cycle one
layer forming a shock that generates a zone of needs rather efficient design tools. This is not the
overpressure. Immediately downstream of the case for extended experimental studies and for
nozzle exit the external flow deflected by the jet advanced numerical codes which will be suitable
produces a depression zone.The induced pressure only in later design phases. Several simpler
distribution around the body close to the nozzle methods exist that can simulate the local inter-
exit position leads - for a nozzle situated close to actions of the lateral jet with the flow. But practice
the center of pressure and for a fuselage without has shown that they are valid only for a limited
wings in this region - to a small interaction force number of parameter variations. Therefore, more
usually of opposite direction to the thrust force basic information are needed on lateral .jet effects.
and to a slight nose-up pitching moment. This Systematic wind-tunnel studies should help to
unfavourable interaction means a jet effectiveness clarify the influence of the different parameters
ratio lower than one. Suitable parameter combina- and to develope better design tools describing the
tions have to be found in such a case to handle local interactions. For the downstream inter-
this problem. actions one can use standard potential methods

with vortex tracking models at Mach numbers up
The downstream interactions (Fig. 85) are due to about 5. This should be sufficient for early
to the highly vortical character of the flow down- phases, while in later ones also CFD codes and
stream of the jet. Far from the nozzle exit the jet extended measurements are needed.
wake takes the form of two counter-rotating
vortices resulting from the curvature of the jet
itself and from its rounding by the external flow. 3.2.7 AEROTHERMODYNAMICS
The velocity induced by these vortices on lifting
or control surfaces located downstream usually As described before, this subject is the most
will lead to a loss in lift and moment. critical one for hypersonic missile design. But also

for lower speeds aerodynamic heating will be of
The resulting effects of the lateral jet interactions interest in some cases. In addition, the thermo-
are dynamic simulation of structural and component

temperature characteristics can be a work pack-
- an interaction force which has to be added to age in a design process. The results of all these

the lateral thrust force and which can affect the investigations will, among other areas, influence
efficiency of this thrust the selection of materials appropriate for the

- 'disturbing' moments in pitch and roll for which different demands. The aerothermodynamnical
negative effects on the controllability of the (and strnctural) coefficients for the materials in
missile have to be avoided, question are, on the other hand, input data for the

simulation (Ref. 241).
In designing a missile that has to be controlled by
lateral jets it is, therefore, necessary According to the different particular work pack-

ages within this field there are several approaches
- to optimize the shape of the missile and the and tools that have to be used. The appropriate

parameters of the lateral thrust system with simulation of the aerodynamic flow (velocity,
respect to the aerodynamic implications of boundary layer, shock interactions, heated surface,
these two preceding effects real gas or catalytic effects etc.) is the first part.

- to achieve a complete model of the resulting This has been discussed already. In a second step
control forces and moments (thrust plus the heat transfer into the wall has to be modelled
interference) which is required in the control including the radiation energy flows to and from
studies. the surface (Fig. 86). The third step is to calculate

the heat flow within the skin by conduction and
The design for a practical case will proceed with regard to the convection and radiation at its
iteratively: First the missile will be designed with boundaries. Another task is to simulate the tempe-
respect to aerodynamic and other criteria. The rature characteristics of internal components due
flight dynamical simulation - usually including to external (environment, radiation, aerothermo-
guidance and control - defines the demands on dynamics) or internal (heat sources like electrical
the control system, on forces, moments, response devices) heating.
and operation time. These data, together with the
parameters for lateral jet modules, are the basis for An overview of aerodynamic heating approaches
the aerodynamic design of the lateral jet system. for design purposes is given in Ref. 242. Specific
This has to consider the efficiency of the system engineering methods are described by Refs. 243-
including the interference effects. The resulting 245. A simple but fast and very efficient early
new aerodynamic model has to be validated by design code (Ref. 246) has been used to calculate
flight simulations, and so on. temperature distributions along the body and the
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fin surface of an hypersonic projectile over a flight by a node model, where each nodal point repre-
trajectory (Fig. 84): sents a unit of the complete system distinct from
The pressure distribution is provided by a second the others by its thermal coefficients and where
order shock expansion method. The heat transfer each connection between different points can
from the boundary layer is calculated for different represent heat transfer by conduction, convection
body geometries (Refs. 247 and 248) by assuming or radiation. In this way a complicated structure

a 'cold' isolated wall. The recovery enthalpy is can be described by a system or a few nodes
modelled by semi-empirical coefficients based on leading to a corresponding set of coupled linear
boundary layer parameters like the Prandtl num- differential equations in time that can be solved
ber. It is proportional to the temperature gradient for the unsteady temperatures rather fast if the

between the boundary layer and the wall. The different interaction coefficients (conductivities,
determination of the heat transfer rates is based and so on) for the connections are given. For
on the Reference Enthalpy Method (Ref. 249). more detailled investigations one of the standard
In a third step the time-dependent temperatures finite element programs should be used.

within the wall are determined. The 'cold-wall'
heat transfer rates have to be transferred to 'hot-
wall' rates which are material and time dependent. 3.2.8 AEROELASTICS
These rates arc modelled by heat rate balance
equations. The heat transfer within the wall is In contrast to airplanes not the flutter of the wings
considered to be one-dimensional for relatively is the major problem for missile design usually,
thin walls where conduction in axial direction but the bending motion of the body, especially if
may be neglected (Ref 250). In other cases - light-weight materials are used and if manoeuvres
as for examples in wings - a two-dimensional at high speeds are executed, leading to very large
approximation (Ref. 251) has to be used. The normal accelerations. A first guess for the static
mathematical heat balance model considers the bending deformation and for the eigenfrequencies
shell to be subdivided into several structural has to be made in early design phases. An un-
layers. Each one is described by its properties favourable interference of these frequencies with
(density, thermal conductivity, specific heat and the frequencies of the control parameters must be
- for the outer and inner surface - emissivity) avoided in this phase already.
and defines a balance equation. The resulting
matrix equation is solved and gives the desired For a more detailled approach in later design
temperatures, phases standard codes for structural mechanics or
For more advanced design phases more effort dynamics have to be applied. But for fast guesses
can be put into these calculations.In this case a the body may be approximated by sha ft theory
combined Euler and boundary-layer calculation (Ref. 252): For typical flight conditions the aero-
seems to be appropriate for the determination of dynamic normal force distribution and the caniri-
the aerodynamic parameters in many cases. For fligal force distribution according to the mass
the simulation of the wall temperatures a similar distribution and the normal acceleration are
approach as above or more refined 3D methods calculated. If the bending deformation is relative-
could be used. ly small the law of Hooke is valid, as well as the

hypothesis of Bernoulli that only bending ao-
The reaction of the surface temperature to active ments will appear in this system. For given distri-
cooling is mainly a problem of construction and butions of cross-sectional areas and of the elastic
of aerodynamics. No severe changes in the proce- constants one can solve the fourth order differcn-
durcs mentioned above are necessary except, thai tial equation by finite difference schemes. The
one has to consider the modified boundary layer boundary conditions have to be chosen for a
temperature and, perhaps a different heat transfer system being free at both ends.To calculate the
rate. Passive cooling by ablative effects is more eigenvibrations and the cigenfrequencies one can
complicated. There are not only changes in the easily define an eigenvalue problem in matrix
surface structure - like roughness - which can form which is solved by a Martin - Wilkinson
cause severe aerodynamic effects, but also the method. An example is given in Figs. 89 and 90.
chemical processes taking place in the ablating The corresponding eigenfrequencies are 42 Hz,
material can change the thermodynamic behaviour 147 Hz and 272 Hz for the first, second and third
of the wall. For sublimating materials like teflon eigenvibration, respectively.
this still can be modelled quite well by the above
method (Fig. 88). For carbonization or similar
processes this method has to be modified 3.2.9 AEROMECHANICAL SIMULATION
considerably.

A combined flight mechanical simulation has to
The unsteady as well as the equilibrium tempera- be executed for aeroelastics, aerothermodynamics.
tures of intcrnal components or structures can be some questions in signature simulation, for un-
approximated in a rather simple design approach steady aerodynamics and other time-dcpendent
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processes. In the present chapter only store dipole or quadrupole sources. Octopoles are
separation with mutual interference of aero- neglected in this approximation. The FW-H equa-
dynamic characteristics and tie trajectory is tion is valid for rigid bodies that are impermeable
considered. for sound or energy. CFD methods can be used

to determine the different source terms. The dipole
In a fast design approach a store separation and monopole sources can be derived from chan-
problem can be solved by setting up a simple ges of the flow velocities and of the aerodynamic
vortex and jet flow model and use an equivalent pressures (viscous and inviscid), respectively. The
angle of attack method. In this way one can, for quadrupole terms have to be determined from the
example, give a quick qualitative answer to the shear stress tensor of the flow. The solution procec-
question for the flight behaviour of the missile dure of the FW-H equation allows subsequently to
when the trajectory has to cross the wake of the simulate the pressure distribution around the noise
airplane. In most cases of such early design work emitting body induced by the propagation of the
the coupling of aerodynamics and flight mecha- sound.
nics is done indirectly by executing an aerodyna-
mic parameter study of the missile in a disturbed An altemative method by Moehring et al. (Ref.
flow field and subs~equently simulating the trajec- 258) is found in several references (e.g. Ref. 259).
tory with this modified aerodynamic model. Very It is based on the idea of a sound emitting vortex
detailled investigations using advanced aero- field. Formally this theory is solved in a similar
dynamic tools can be carried out in this way. A way as the FW-H approach. Again, pressure and
reasonable method for design purposes is to use velocity characteristics of the flow have to be de-
a panel program extended by a viscous vortex termined in a first step. A special aspect of this
modelling (Ref. 253). First, the flow around the procedure is that the quadrupole term is written
carrier airplane has to be simulated with and as a tensor function of the vortex distribution.
without the store (Fig. 91), then the behaviour
of the aerodynamic coefficients in dependence A very recent method uses a stochastic approach
of the dispenser position relative to the disturbed (Ref. 260). Again, mean and turbulent aerodyna-
flow can be determined (Fig. 92). The separation mic quantities of the flow have to be determined
trajectory is calculated subsequently (Fig. 93). in a first step by CFD methods.

In cases like that of Fig. 93, where not only the
flight path crosses the downwash area but where 3.2.11 RADAR CROSS SECTION (RCS)
a change in geometry takes place (the wing is
unfolded during the first 1.5 seconds) a combined The survival of a missile - which is closely linked
aerodynamical and flight mechanical simulation to its penetrativity - is very much related to the
should be executed. Using the method described detection range by a defensive radar. Since this
this is already very time-consuming and expensive distance is proportional to the fourth root of the
but at least affordable for short flight periods. For radar cross section (RCS), one can easily under-
higher CFD codes a combined simulation like that stand that a very remarkable reduction of a RCS
usually will not be possible during a design is necessary to increase its survivability by a signi-
process. If it is necessary to use such codes the ficant amount. Such spectacular reductions of the
separated approach as described above will be RCS have been achieved in the past mainly for
favoured, airplanes. Fig. 94 compares the RCS of the B-52.

the B-IB and the US Air Force Stealth Bomber.

3.2.10 AEROACOUSTICS The following paragraphs will present a few
methods to reduce the RCS of a missile. As men-

Aeroaconstic effects always have been used to tioned before, there are two basic approaches to
locate artillery positions and microphones are reduce the RCS:
the common sensors for submarine detection. In - to optimize the shape of the airframe in order to
recent years advances have been made to use the minimize backscatter (Fig. 95)
emitted noise spectrum for location and identifi- - to coat the airframe in order to absorbe the
cation of covered helicopters. On the other hand, incoming energy instead of reflecting it.
there are intensive studies going on to reduce Both approaches have to be used coherently in
helicopter and airplane (propulsion engine) noise, missile design to achieve the low-observability
For missiles similar aspects can be of interest. margin required over the appropriate frequency
To simulate acroacoustic noise for design pur- range.
poses one usually starts with the FW-H equation
of Ffowcs Williams - Hawkins (Refs. 254 and The aerodynamicist is mainly involved in the
255) which originates from Lighthill (Refs, 256 design of the missile shape. He must define the
and 257). This equation describes the generation airframe geometry taking into account constraints
and expansion of noise emitted from monopole,
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like the following ones which may be related If one rotates now the plate about a diagonal line
indirectly with the selection of the materials: relative to the incident wave the RCS decrease of

a factor of 300 is reached at 6' off the normal
- suppress specular points (direct reflections direction already and is divided by another factor

at the surfaces into the direction of possible of 300 when the plate reaches a shallow angle to
observers) the incoming radar, which amounts to a total

- avoid surface irregularities change in RCS of factor 90000 between maximum
- avoid straight leading edges, especially those and minimum.

parallel to polarization directions of probable
radar signals Taking this into account, it seems easy to reduce

- avoid visible links between different materials, the RCS of wings and of control fins by posi-
tioning them in a way that their edges are never

These constraints impose special demands on the aligned with the incident wave. However, multiple
missile designers. reflections will complicate the situation.

For example, energy aimed into a cavity bounces
Demands for the design of the outer shape are back for all types of cavity shapes (Fig. 98). If one
- design smooth profiles for the lifting surfaces can attenuate the signal with each bounce by an

and for the fuselage absorbing material a multibounce design - for an
- smoothen the link between body and fins intake, for example - will show considerable ad-
- use an elliptic fuselage vantage provided that it can be realized without
- sweep and curve the leading edges. sacrificing the aerodynamic performance of the

intake.
Typical demands for air intakes are
- subsonic intakes have to be integrated into the The methods used for the simulation of the RCS

fuselage are surveyed in Ref. 261. A simple design method
- the interior design of the duct has to take into - comparable to the semi-empirical component

account an eventual coating with absorbing build-tip method of aerodynamics - is the 'cano-
materials nical shape method'. A major problem inherent in

- if a coating of the wall is intended the duct has it is the modelling of the interference effects, since
to be shaped in a way to maximize the number for electromagnetic fields one has to consider
of reflections phases and rather severe interactions. Another

- use a top mounted intake to hide it from a approach is the 'wire grid method' (Ref. 262). This

ground based radar is applicable for antennas and for structures con-
- the lips of the intake have to be shaped sisting of wires. Therefore, it is usually not of in-

appropriately. terest for missile design.The 'continuous surface
model' by patches (Ref. 261) is an alternative ap-

There is a great advantage of positioning surfaces proach to the modelling of complex 3D structures.
in a direction where the radar wave hits them It is mainly used for smooth surfaces. Mostly the
almost tangentially and not in normal directions patches are chosen to be triangular or rectangular
to edges. panels. As in the wire grid method the electric or
To illustrate this some very simple considerations the magnetic field integral equations may be used
are made (Ref. 155): for the calculation. A considerable amount of
When the diameter of a sphere is remarkably computer time is necessary already for realistic
larger than the radar wavelength then its RCS is examples. A further approach is the 'physical
approximately the same as the cross section at any optics theory' (Refs. 261 and 263 - 265). It is
aspect angle. In Figs. 96 and 97 the radar signal based on the diffraction theory of Kirchhoff who
reflected by the sphere is compared with that of a described the diffraction phenomena of light by
square plate of the same cross section for different approximating the boundary conditions at the
aspect angles. Consider a wavelength of about one surface of the scattering object with the aid of
fifth of the length of the plate - regarding the note optical principles. The method has been extended
in Ref. 155 that it concerns a 10-% square - which to nonperfect conductivity and double reflections
could be for example a 20 cm square fin for a for complicated structures, An even higher
7.5 GHz radar, amount of computer time is needed in those
At normal incidence angle the reflection from the cases, but still the size of the panels can be
square plate will be 300 times the one from the chosen only to describe the body appropriately,
sphere. If one rotates now the plate about one it has not to be correlated to the wavelength. This
edge. the RCS decreases and becomes equal to means that the same grid as used in aerodynamic
that of the sphere at an aspect angle of 350 off the panel calculations can be used for RCS simula-
normal direction. When the angle is increased tions in most cases.This makes the method very
further the reflection drops for another factor of 3. attractive and shows that panel and physical optics

calculations can be executed in the same phase of
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the missile design cycle. An example for a physi- bc added to these radiative sources due to aero-
cal optics result for a typical missile shape is given dynamic heating. For this aspect the optimization
in Fig. 99. can be done by
The most advanced method - and, because of
the large number of 3D grid elements that are - finding an optimum between a few small hot
needed, the most expensive one - are the 'Maxwell spots and a cooler but larger surface
methods' (Refs. 266 and 267). They are compar- - cooling the airframe
able with the Navier-Stokes approaches, but are - designing a shape that deflects solar and
even more expensive since the 3D meshes used background radiation
there have to have a small fraction of the radar - using stealthy IR paintings that are consistent
wavelength in size. These methods solve the time- with RCS requirements.
dependent curl equation of Maxwell numerically.
They describe the propagation of an electro- According to the statements above the first step
magnetic wave into a space containing an arbi- to simulate optical signatures in a design phase is
trary-shaped dielectric or conducting body. By to model the temperature distribution over the
time-stepping or by repeatedly implementing a missile during the mission. In a very fast approach
finite-difference analogon to the curl equations one can simply use Planck's equation (possibly for
at each cell of the corresponding space grid, the certain spectral windows) to get a radiation inten-
incident wave is tracked when propagating to the sity for a given observer (Fig. 100).
structure and interacting with it by penetration Plumes take much more effort even for a first
and diffraction. The final result is completed when guess, except one can use some of the existing
each cell has reached a steady state. data sheets (e.g. Ref. 146). For a rather smokeless

plume an optical depth model similar to that used
for stellar atmospheres can be used approximately

3.2.12 OPTICAL SIGNATURES (Fig. 101). A small fraction of particles will
change the temperature-dependent absorption

Conventional detection of missiles by the smoke coefficient. A semi-empirical plume model is
signature in the visible range has been described appropriate for this method.
above; applicable design tools exist (Refs. 149- More accurate simulations of the IR signature -
151). mostly executed for possibly hostile TBMs, since

they are not accessible for measurements - need
Most optical signature investigations deal with the a very detailled modelling of the flow parameters
IR signature since it is the one within the optical to calculate the vibration-rotation and electronic
regime that is the most independent from environ- spectra of all constituents of the plume. Each
mental conditions, although still a lot of problems single line or at least each band envelope has to
arise from them. Anyway, for a short description it be considered. This method is very expensive, not
is enough to consider 1R, because all other optical only because of the effort to execute the radiation
frequencies show in principle the same features, calculation with such an high resolution but also

because each particular calculation like the acro-
The signature depends on the temperature distri- thermodynamic and the plume simulation has to
bution on the airframe surface and within the pro- be executed for many time steps of the complete
pulsive jet and plume, on the emissivities and on mission and within the given scenario (Fig. 102).
the apparent surfaces. For all models the background radiation and the
For subsonic missiles hot parts are mainly located transmission through the atmosphere to the ob-
at the rear, i.e. the visible inner parts of the engine server has to be simulated. Several standard
or nozzle and the core of the plume. Also air in- environmental and transmission codes can be
takes may emit radiation.or may allow a look into used for that purpose. In the case of a detailled
the hot internal structure. The signature may be study for a re-entry vehicle one gets a set of
minimized in these cases spectral distributions depending on the environ-

ment and the location of the observer (Fig. 103).
- by shielding the hot parts, mainly the jet pipe or A more detailled discussion of this subject will

nozzle be given in a separate lecture of this series
- by mixing fresh air into the hot flux behind the

base to decrease its temperature significantly
- by the use of flattened nozzle exit sections which 3.3 EXAMPLES OF MODERN

reduce the length of the plume core and enhance MISSILE DESIGN
its chance to be masked by the airframe at low
aspect and elevation angles To illustrate some of the different subjects dis-

- by the use of a top-mounted air intake which cussed in this lecture three recent examples for
cannot be seen from a ground-based sensor, missile design are presented. Of course, they do

not include all the problems that can arise in
For supersonic missiles the whole airframe has to
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practical work but one can guess from them the lifting or control surfaces would be optimal. But,
possible contexts of some of the special on the other hand, it is vcery difficult to stabilize
tasks. and to control a pure body. For a missile with

wings and fins the aerodynamic characteristics
(e.g. normal force and pitching moment) are

3.3.1 HIGH VELOCITY MISSILE dependent on the roll angle (Fig. 105). One can
see that the influence of the fins can be neglegible

Since no results of a detailled study on hyper- in some cases while this is not the case for the
sonic missiles are available for publication to wings. Therefore, a much higher effort is neces-
the authors at the moment, the TLVS (Taktisches sary to include this roll dependence into the
Luft-Verteidigungs-System) missile is presented control system.
as an example for an high velocity missile. A
design study has been finished recently. Another disadvantage of a winged configuration is

that it can be trimmed only up to smaller angles of
The main design demand was an high hit proba- attack than a wingless missile. Fig. 106 shows a
bility for the possible targets (helicopters, air- mission diagram for a missile. For a given velocity
planes, missiles, TBMs) which, in consequence, and altitude one can read from it the trim condi-
leads to the secondary demands of fast reaction at tions needed for different demands to lateral
launch (--> vertical launch, Fig. 104) and of very acceleration and for the actual center of gravity.
high manoeuvrability. This is located usually at about 50% to 60% of the
The missile will be equipped with a double irm- body length and will change to more foreward
pulse propulsion (DIP) system and with an active positions while the fuel is being consumed. The
radar sensor. The component most relevant for angle of attack that can be trimmed is reduced
aerodynamic design is the lateral jet control then and with it the maximal normal acceleration.
located close to the center of gravity and using One can see from Fig. 106 that the winged con-
four liquid fuel propulsion units. This system figuration has an aerodynamically better perfor-
helps to increase the performance in the end mance - the lift is twice that of a wingless missile
game by shortening the reaction time of the at the same incidence - but the maximal angle
control system. where it can be trimmed is much smaller. One can

also see that for normal accelerations of less than
Since the maximum velocity is only about Mach lOg the drag of the wingless configuration is
4.5, hypersonic effects are not yet of very high smaller than the other one. Therefore, the winged
importance. Nevertheless, aerodynamic heating missile will have a higher drag for most of the
along the trajectory had to be checked. First mission except for a few extreme manoeuvres. To
guesses for the aeroelastic behaviour were of achieve a similar range to trim the winged missile
importance because of the fast manoeuvres at one would have to consider a variable wing
high lateral accelerations and of the rather high geometry which would introduce constructive
L/D ratio with a relatively lightweight structure. difficulties for missions of this type. The disad-

vantage of the wingless configuration is its lower
Not every detail of the lateral jet control system performance which means a slower reaction to
was investigated during the study. But the hard- control commands. This has been improved by
ware development has made considerable ad- using the lateral jet device.
vances - it will deliver 6000 N of lateral thrust -
and the studies concerning aerodynamic inter-
action effects have proved the applicability of the 3.3.2 DISPENSERS
system. Though, as has been mentioned before,
the location of the lateral jet exhausts at the sur- In contrast to the above example which presented
face of a cylinder is not optimal for the efficiency a very conventional geometry, the airframe shape
(for many points on the trajectory the jet effec- of dispensers usually is rather unconventional.
tiveness ratio is smaller than one) and some often with variable components. In addition to
further improvements are certainly possible. that, one has to solve the aerodynamic problems

of aircraft carriage and store separation, of high
Most of the aerodynamic effort that has been made manoeuvrability at very low altitudes, submu-
during the design study was to find an optimal nition ejection and multi-body interference.
airframe design for the missile. Manoeuvrability, possibly with retarders or gliders. The usually
range, modularity and flexibility were major high subsonic speed will be increased in the future
aspects. Some of the considerations are presented. to low supersonic ones and, therefore, includes in
To reach high lateral accelerations the missile has both cases the transonic speed regime where diffi-
to be trimmed up to high angles of attack. Since culties arise, especially for such geometries.
this is necessary for any roll position of the
missile, a purely axisymmetric body without A family of dispensers is presented here.
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DWS (Dispenser Weapon System) was developed The similar design of the dispenser family makes
for JAS39 Gripen but is adaptable to most other the design and development much more effective.
combat aircraft. It is an unpowered stand-off Relatively large data bases have been built up after
missile with a range of up to about 10 km depen- and after, so that many modifications can be easily
dent on the speed at launch and with a cruise interpolated from existing information. Major
altitude of 200m to 30m. It is in production aerodynamic work packages included wind-
already. tunnel tests with air flow through the model to
The dispenser may be adapted to different sub- investigate inlet effectiveness (distortion and
munition loads. The submunition is delivered by swirl), and to execute 6-component measure-
forced sideward ejection lot after lot in controll- ments for the global model and for different built-
able intervals (Fig. 107). up configurations and 3-component measurements
Since the span was limited, a planar wing was for the control fins. Store separation tests w,cre
selected to attain the manoeuvrability required added. Pressure and load distributions had to be
in the pitch plane. In consequence, there are calculated for different versions by a panel method
primarily bank-to-turn manoeuvres and high which incorporated empirical data for high angles
angles of attack (up to 20') and small angles of of attack from wind tunnel tests. Interference
sideslip occur. The aircraft carrier causes a large effects on the dispenser passing the jet plume or
nose down pitching moment which means that the the downwash of the wing during uprise
angle of attack range had to be extended down to manoeuvres had to be considered. A semi-
20'. To increase the manoeuvrability the guidance empirical approximation and a panel method
and control have been decided to work in three including advanced vortex modelling have been
axes (pitch, yaw and roll). A body with a flat used for this simulation.
rectangular section with a height/width ratio of
about 0.5 cannot be controlled by a conventional Special aerodynamic features of dispensers.,
tail arrangement with elevator and rudder. especially those of this family are
Therefore, a cruciform tail configuration was
chosen and had to be adapted to the rectangular - the non-axisymmetric body causes a distinct
body. There is a small boat tail with 300/45° fin body lift and severe vortical flow
arrangement including fixed fin sockets for - the wing design (aspect ratio, sweep angle,
actuator installation. The nose is symmetrical with profile) has to consider the high lift
a nearly elliptical cross section. characteristics of the body: at about a=20'

CZwing-CZbody-Y 0VO
KEPD /CASOM (Kinetic Energy Projectile - the pitching moment stability should be as little
Dispenser) ,and TADS (Target Adaptive Dispenser as possible to improve the manoeuvrability
System) are advanced members of this dispenser - guidance and control requirements demand a
family. The stand-off capability is up to a long very high accuracy in aerodynamic modelling
range due to turbojet propulsion. Launch and to handle the nonlinear pitching moment
forget features at all weather conditions are characteristics caused by body and wing vorti-
included. The long range at moderate (high sub- cal downwash interference effects on the fins
sonic) velocities make stealth features neces- - there are only small angles of sideslip due to
sary. In addition, terrain following manoeuvres bank-to-turn manoeuvres, except for the store
are executed at low altitude (Fig. 109). separation phase
There are different warheads for the modular - the small yaw and roll stabilities due to influen-
concepts: KEPD can alternatively carry a pene- ces of the rectangular body, to the high wing
trator shot by a Davis gun or submunitions. TADS arrangement and to the control fin configuration
shall carry self-targeting submunitions that will be reduce the requirements for roll control
ejected almost vertically by a short burning rocket - vortices separated from body edges show severe
motor. An IR seeker with an image processor is influence on the effectiveness of the propulsion
integrated into the nose section (Fig. 108). inlet, especially for the bifurcated side inlets
The development phase is being started if enough - the variable wing has to meet the required
customers will be found. The configurational pitching moment stability in folded (at release)
design shows again a body with almost rectangu- and unfolded (during free flight) position.
lar cross section, a bifurcated or chin inlet, asym-
metric cruciform tail configuration and variable
geometry of the exposed part of the wing. To 3.3.3 FIBER OPTIC GUIDED MISSILE
minimize the 1R signature, exhaust duct covers
will be used, the radar cross section is optimized A good example of this type of missiles is
by adapting the shape in accordance to aerodyna- POLYPIEM which is currently in a first de-

mic needs (Fig. 108) and can be improved by vetopment phase. It covers all typical features
coatings. mentioned before. Its range is about 2 km to
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30 km, launch elevation is about 600 to make this case. A first design for a low RCS version a
launches possible from a covered position. The monowing design utilizing coordinated bank-to-
missile is guided from the firing position by the turn flight mode, is showvi in Fig. 113. To opti-
use of a TV or IR camera with a real-time trans- mize the aerodynamic design, the signature and
mission of data in both directions (Fig, 110). flight performance one has to include all these
By using optical fibre these signals cannot be aspects in the simulations. Substantial decrease
disturbed. The use of a turbojet engine with in RCS compared with conventional designs is
adjustable power setting opens a wide range necessary to decrease the detection range consi-
of manoeuvres. Due to the current technologi- derably. Not the overall values for the RCS arc
cal state of image processing the flight velocity important but only those at aspect angles in co-
has to slay below about 250 m/s. incidence with the target or other defence instal-

lations (e.g. AWACS) during the full trajectory
The overall system design (Fig. I U) is to a great of the (sea-weaving) missile. Aerodynamic as-
extent conventional. The body is axisymmetric pects like flight performance, drag or intake
and, apart from the external cable channel cylin- efficiency must not be neglected in the early
drical. There is a large cruciform wing (possibly design phase.
folded before launch) and rear tail control. The
profile of the wing is symmetrical. The missile
is roll-positioned in its x-position, subsequently
cartesian control and skid-to-turn flight mode is
utilized. The span of the wing was derived from
the limitations for maximum angle of attack and
from the requirement of maximum lateral acce-
leration. The design and the location of the wing
and the fins took into account the vortical down-
wash and the interference effects of the jet ex-
hausts with rudder effectiveness (Fig. 112).
Key components of the missile are the turbojet
engine, the fibre optical guidance system incor-
porating up to 100 km optical fibre on a bobin in
the missile afterbody, and the image processing
for target acquisition and distinction.

The aerodynamic design has been executed in
three major cycles. The numerical design allowed
first simulations of the performance. Preliminary
wind tunnel tests with an inexpensive model,
tested in a low-cost facility, improved the mathe-
matical aerodynamic model for advanced simu-
lations. Large-scale wind tunnel tests (full scale
model including cold gas exhaust sinmlations)
finally established the aerodynamic model which
is used now for flight simulations and for guid-
ance and control design. The internal aerodyna-
mics of the intake was tested on a separate inlet
model.

The normal force and pitching moment character-
istics are almost linear over the full angle of attack
range up to 16'. At higher incidence asymmetric
separation occurs on the wings inducing a severe
rolling moment. The missile possesses static
longitudinal stability over the whole flight. The
x roll position chosen is highly favourable with
respect to maximum trim lift coefficient since
flow separation is postponed to higher angles of
attack.

Recently, a design study was started to extend the
range of POLYPHEM considerably for sea-
defense missions. In addition to sea-skimming
manoeuvres the missile needs a stealth design in
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Fig. 58: Surface pressure distribution on a
wing-body-tail configuration at Ma=2,
cL= 200. Euler solution with FLU3C.
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Fig. 61: Comparison of experimental and Euler
FLU3C surface pressures on a long
wing (ASTER) at Ma=2.5.

Fig. 59: Surface pressure distribution on
ASTER 15; Eulcr solution with FLU3C.

Fig. 60: Isobars for ASTER at Ma=2.5, Fig. 62: Mesh and surface pressure distri-
cx=10°; Eulcr solution with FLU3C. bution for ANS missile at Ma=2, a=40 ;Euler solution with F1TU3C.
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Fig. 63: Mach number distribution for a
spinning ant!-tank missile with lateral
jets at Ma=0.3, at00 ; Euler solution
with SESAME.

Fig. 64: ASTER with two lateral jets; Mach
number contours in a transverse plane
downstream the injec tion at Ma=3,
oc=1O0 ; Euler solution with FLTJ3M.
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&)Mesh at the Skin Of the emS-lle

b) lowdd ., t the wrag

1i.6:Euler Ind boufldaTY layer soblutionls for

6 : ASTER 15 at M a --4 .5 , a~ ~(Ref. 194) .

Fig. 66: Machl num..ber conltours of ASTER at

M a --3 , oc 1 o R e l; =S .6 .1 5 , T UN S

solution.
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Fig. 67: Afterbody and fins of a KE projectile Fig. 68: Sketch of a general layout of OPMS in
(pressure side) with liquid crystals at a wind tunnel (Rcf. 203).
Nb=3, 4oý- (Ref. 201).

____________ GUDANCE OTHE
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BASED-EELNE SY TEST

SI,3tIG

Fig.~ ~ ~ ~ ~~~Fg 79: Sktch of inercton oftecholoatig. 71:ig Sket fofieracin ftcnlg

areas in the design of conventional areas in the design of modern missiles.
missiles.
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Fig. 72: Typical trajectories of missiles with

vertical or nearly vertical launch.
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Fig. 73: Normal force coefficient versus angle Fig. 74: Pitching moment coefficient versus
of attack. All lifting surfaces in + posi- angle of attack. All lifting surfaces in
tion. Calculations with (- ) and with- + position. Calculations with (- and
out ( --- ) corrections beyond a~ crit without (--) corrections beyond (x crit
(Ref. 220). (Ref. 220).



1-66

~ . IALE XSYM~TIIC *RECTANGSULAR

- CLASSICAL

INVERTED

"CLASSICAL OR INVERTED

Fig. 75: Sketch pf missiles with different Fig. 76: Sketch of different types of ventral

types of intakc positions (Rcf 4). intakes (Ref. 4).

AA VIEW

Lenticular configuration
(ONERA)

Waverider configurations
(SCHINDEL - RASMUSSEN)

Fig. 77: Configurations with non-circular cross-
section: Waverider (Refs. 29, 231 and
232) and lenticular (ONEPA) confi-
gurations.

Fig. 78: Sketches of different types of grid wings
(Ref. 233).
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Fig. '79: Grid-Fin aerodynamic coefficients Fig. 80: Experimental Cz and GX characteristics
versus angle of attack for the four versus angle of attack of two grid
7,62x 15.24-cm fins (CN =normal wings (frame and comb) at Mach
force, CMIRCBM = chordwise bending numbers 1.85, 2.5, and 315 (Ref. 233').
moment at root, and CMII hinge
moment) (Ref. 234).
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S.Po-oIle P-k 'M

Fig. 81: 3D sketch of a lateral jct in an external
supersonic flowfield (Ref. 4).

Detached shock Downstream interactions

(Vortical jet wake)

Local nteractions~

Depression

Fig. 82: Schlieren visualization of lateral jet
control: Local and downstream
interactions of jet and external flow
(Rcf. 4).

Fig.83: Lateral jet in an external subsonic flow;
local interactions (Ref. 240).
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:Separolion 

sho~k

SOHLUEREN VISUALIZATION

Fig. 84: Lateral jet in an external supersonic
flow; local inicractions (Ref. 4).

A Cross section A-A

- - --- - - - - -- - --/

--------------------

SCHLIEREN VISUALIZATION TRANSVERSE VELOCITY VECTORS

Fig. 85: Lateral jet in an external supersonic
flow;, downstreamn interactions
(Ref, 4).
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Fig. 86: Sketch of the contributions to the skin 1. - -

heat transfer (Ref. 125).
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Fig. 87: Surface temperature for an hypersonic Fig. 88: Re-entry vehicle with sublimating
projectile along its trajectory (Ref. 246). surface material: Geometry, altitude.,

velocity, thickness of the ablative
coating, surface temperature
(Ref. 246).
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Aerodynamic' Force'Distrib'ution
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~ .fFig. 91:Smlto of a dispenser (DWS)

140 - (Viggen).

'Mass Distribution
after Burnout of Booster

0. 1. 2. 3. 4. 5.

Fig. 89: Load distribution on a missile body
for later-al accelcration. W, T-

0.000/

0.020 .;)-

Axis of the Missile
after Elastic Bending

0.040 I I
0. 1 2. 3. 4 5. Fig. 92: Dispenser in a vortical flowfield of

comparable diameter to the cross
Fig1. 90: Static deformnation of the missile body. section. Aerodynamic coefficients Cx,

Ci,, Cz, C1, C,,,, C,, are shown in
dependence of y and z coordinates
(Ref. 253).
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Fig. 93: Separation trajectory in y-z plane of a Fig. 96: RCS of a square plate in comparison to
dispenser with movable wings for t=0.0 a sphere (Ref. 155).
to 6.5 sec.

RADAR
SIECROSS-SEMnON __

SLE B-1B 0- - _-

4STEALTH 4 . 4
44 ATB

Fig. 94: Radar- cross sections of three US aircraft Fig. 97: RCS of a plate with dimension 5 X,
(Ref. 4). x 5 ,qxp-polarization.

Fig. 95: Low Observable Configuration, Texas
Instruments concept (artist's view).
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Fig. 99: RCS of a typical missile configuration 2Co0
at 10 GHz, aspect angle 0 = 0° -
(Ref. 265). '0 0 50 7C 90 110 130 150

SFig. 100: Optical signature of a generic missile
along its trajectory; velocity,
representative temperature, visible
surface, radiation intensity (Ref. 246).

Fig. 101: Sketch of the optical depth method for
a smokeless plume.

x
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Background Radiation

Acrotherrsudynamic Body Surface
Calculations:
I-l.t Bundary Layer,
.ea. Transfer,
Surface Temperature Emissi on of

Trather Plumuan

Aeoudynamr0 Propulsion bs realr nsmisorniulia
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Fig. 103: Spectral signature of a re-entry vehicle Fig. 104: TLVS missile at vcrticail launch.
(witout plume) at 3 6 km altitude for an
observer at 0 kmu altitude, 36 km. dis-
tance, 180' aspect angle (above), and
for an observer it 40 km altitude, 37 kmi
distance and 1800 aspect angle
(Ref. 268).
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Fig. 107: DWS 39, ejection Of sub)munition.
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Fig. 105: Normal forces and pitching moments
for missiles with and without wings
for + and x roll positions at Ma=1.5,
semniemnpirica] method. -
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Fig. 106: Mission diagram for a missile with and Fig. 109: Flight profile for TADS in cruise
without wings. and attack p~hase.
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Fig. 110: POLYPHEM for ship to coast mission;
vertical launch and remote control by
image processing.

Bobbin with IR-carnera on
fiber Booster Turboengine stab. platform

SMissl
S~electronics

Actuators Battery incl IMU, GPS and

Warhead Laseraltimeter

Fig. 111: Main components and key-technologies
for POLYPHEM.

Fig. 112: Tangential velocity distribution on the Fig. 113: Model of a stealth design for a long
surface of POLYPýIEM with and with- range sea-skimming POLYPHEM.
out turbojet and for deflected fins;
panel calculation including a viscous
jet model.
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ENGINEERING CODES FOR AEROPREDICTION:
STATE-OF-THE-ART AND NEW METHODS

Frank G. Moore
Weapons Systems Department
Naval Surface Warfare Center
Dahlgren Division (Code G04)

Dahlgren Virginia 22448-5000
U.S.A

1.0 ABSTRACT C, Spanwise pitching moment of wing airfoil
This paper discusses the pros and cons of numerical, section
semiempirical and empirical acroprediction codes. It
then summarizes many of the more popular approximate Cmq + Cma Pitch damping moment coefficient
analytical methods used in state-of-the-art (SOTA) derivative
semiempirical aeroprediction codes. It also summarizes
some recent new nonlinear semiempirical methods that CN Normal Force Coefficient (NormaForce)

allow more accurate calculation of static aerodynamics 1 2pl.A,
on complete missile configurations to higher angles of C, Spanwise normal force of wing airfoil
attack. Results of static aerodynamic calculations on section
complete missile configurations compared to wind
tunnel data are shown for several configurations at CNvH Body alone normal force coefficient
various flight conditions. Calculations show the new
nonlinear methods being far superior to some of the CNBp Negative afterbody normal-force
former linear technology when used at angles of attack coefficient due to canard or wing shed
greater than about 15 degrees. vortices

2.0 SYMBOLS AND DEFINITIONS C Additional normal-force coefficient on
A, Planform area of the body or wing in the body due to presence of wing

crossflow plane (ft2)
AC N Additional normal-force coefficient on

Are, Reference area (maximum cross-sectional body due to a control deflection of the
area of body if a body is present or wing
planform area of wing if wing-alone) (ft2)

CNL Linear component of normal-force
A, Planform area of wing in crossflow plane coefficient

(ft2 )

CNL Nonlinear component of normal-force
a Speed of sound (ft/see) coefficient

AR Aspect ratio = b2/Aw C 7P Negative normal-force coefficient
component on tail due to wing or canard

Wing span (not including body) (ft) shed vortex

CA,CAB.CAF Total, base, and skin friction axial force C, Normal-force coefficient of wing in
coefficients respectively presence of body

C, Drag Coefficient Drag ACN Additional normal-force coefficient of
N/2p wing in presence of body due to a wing

Cdý Crossflow drag coefficient deflection

C, Mean skin friction coefficient based on CNo Normal-force coefficient derivative
freestream Reynolds number (R,,).

Cp ~~Pressure Coefficient ( ?P

CM Pitching moment coefficent (based on '/2P

reference area and body diameter if body Ci, Base pressure coefficient
present or mean aerodynamic chord if
wing alone)

Presented at an AGARD Special Course on 'Missile Aerodynamics', June 1994.
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(CPB)NF,. Base pressure coefficient with no fins wing to wing-alone normal-force
present and at angle of attack coefficient derivative at 6 = 0 deg

(CPB) O..t./ Base pressure coefficient with fins present KwB) Ratio of normal-force coefficient derivative
of some t/c, x/c, 6, and body at some a of wing in presence of body to that of

Cpo Stagnation pressure coefficient wing alone at 6 = 0 deg

C' Root chord (ft) k]3(,> Ratio of additional body normal-force
coefficient derivative due to presence of

c, Tip chord (ft) wing at a control deflection to that of the
wing alone at a = 0

d Body diameter (ft)
kw(B) Ratio of wing normal-force coefficient

del Reference body diameter (ft) derivative in presence of body due to a
control deflection to that of wing alone at

e Internal energy (ft2/sec2) a • 0 deg

F Dimensionless empirical factor used in tail [kw(Bn)sB Value of kw-B) calculated by slender-body
normal-force coefficient term due to theory at ae = 0
canard or wing shed vortices to
approximate nonlinear effects due to a AKBv), Nonlinear corrections to KB(w) and Kw(B)
control deflection AKw]) due to angle of attack

F1, F2, F3  Symbols defining parameters used in base I Length (ft)
drag empirical model

lN Nose length (can be in calibers or feet)

f•, f, Lateral location of wing or tail vortex
(measured in feet from body center line) LT Linear Theory

H Heat transfer coefficient based on wall M Mach number = V/a
local temperature (ft-lb)/(ft2 -sec-°R)

MN Normal Mach number to body axis = M
HO Total enthalpy (ft2/sec2) sin a

H, Heat transfer coefficient based on wall Nt, N, Transformation factors used in Eckert
local specific enthalpy reference enthalpy to approximate three-
[slug/(ft2 -sec)] dimensional effects for laminar and

turbulent flow ( = 3 and 2, respectively)
h Specific enthalpy (ft2/scc2)

p Pressure (lb/ft2) or roll rate (rad/sec)
Adiabatic wall specific enthalpy (ft2!'sec2)

PC Pressure of a cone of given half angle
iC Specific enthalpy at outer edge of (lb/ft2)

boundary layer (ft-/sec2 )
P, Prandtl number

hT Height of wing or canard shed vortex at
tail center of pressure (ft) 4 Pitch Rate (rad/sec)

h. Specific enthalpy at wall (ft2/sec 2) Heat transfer rate (ft-lb)/(fF-sec) at wall

h* Reference value of specific enthalpy gt, 4w Heat transfer rate at wall for laminar or
(ft2/sec2) turbulent flow, respectively

i Tail interference factor R Gas constant [ for air R = 1716 ft-lb/(slug
-oR)I

k, Empirical factor defined in wing-alone
nonlinear normal-force coefficient term Re Reynolds Number = p ,1

KB(,.) Ratio of additional body normal-force
coefficient derivative due to presence of
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(Re), Critical Reynolds number where flow a Angle of attack (degrees)
transitions from laminar to turbulent flow

Rate of change of angle of attack (deg/sec)
Ren Reynolds number based on diameter of

wing leading edge bluntness Angle of attack where wing-body
interference factor starts decreasing from

r Radius of body (ft) its slender-body theory value (degrees)

r, Radius of nose tip (ft) UD Angle of attack where the wing-body
interference factor reaches a minimum

r. r, Radius of body at wing or tail locations (degrees)

r/s Ratio of body radius to wing or tail cx, a'T Local angle of attack of wing or tail ( ce +
semispan plus the body radius bw or a + 6,, respectively, in degrees)

S Entropy (ft-lb)/(slug - *Rankine) M2-- 1 or i]-M2" depending on whether

s Distance along body surface in SOSET flow is supersonic or subsonic. Also,

(also wing or tail semispan plus the body Mach angle, P=sin-'(/M)
radius in wing-body lift methodology)

Control deflection (degrees)
SB Slender-body theory

S d yq Angle between a tangent to the body

T Temperature ('R or 'K) surface at a given point and the velocity
vector (degrees)

Taw,To,T,j Adiabatic wall, total, and wall
temperature, respectively 6W, 6T Deflection of wing or tail surfaces

(degrees), positive leading edge up
t/c, Tail thickness to its root chord

Velocity potential
t/d Tail thickness to body diametcr

Circumferential position around body
u,v,w Perturbation velocity components, (fi/sec) where 0 = 0 is leeward plane (degrees)

V Velocity (ft/sec) X Taper ratio of a lifting surface = c/cr

Ve Velocity at edge of boundary layer (ft/sec) IF, , First order axial and crossflow solutions of
velocity potential equation

VP Velocity parallel to leading edge of wing
(ft/sec) 'F, Second order particular solution to full

potential equation
X Distance along the axis of symmetry

measured positive aft of nosc tip (feet or Parameter used in SOSET and also used in
calibers) viscous crossflow theory for nonlinear

body normal force (in this context, it is the
x!c Parameter used in base drag methodology normal force of a circular cylinder of

to represent the number of chord lengths given length-to-diameter ratio to that of a
from the base (measured positive upstream cylinder of infinite length)
of base)

ýn Value of 77 in viscous crossflow theory for
xp Center of pressure (in feet or calibers from M, = 0

some reference point that can be specified)
tzo, /z* Viscosity coefficient at stagnation or

x,, XT Laminar and turbulent flow lengths on reference conditions, respiectively (slug/ft-

body (ft) sec)

yep Spanwise center of pressure of wing P, Po, p* Density of air at local, stagnation, or
semispan reference conditions, respectively

(slugs/ft3)

Z Compressibility factor
'Y Specific heat ratio
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0 Local body slope at a given point (degrees) including material requirements and selection, structural

member thicknesses required to withstand the loads, and
O1 Cone half angle as inputs for heat transfer or ablation analysis (Table 3-

1). Generally, an interactive design process occurs
A Leading edge sweep angle of wing or tail between the aerodynamicist, the structural designer, and

(degrees) the flight dynamicist to arrive at a configuration that
meets some set of desired launcher constraints and

Free-stream conditions performance requirements given a warhead and possibly

a guidance system as well.
2-D Two dimensional

Prior to 1971, the tactical weapons aerodynamicist
3-D Three dimensional could do one of three things to obtain aerodynamics.

The individual could perform flight tests of a full-scale

3DTWT 3-D thin wing theory configuration; or design, build, and test a wind tunnel
model over the flight range of interest; or finally,

AP81 Aeroprediction 1981 utilize existing handbooks, wind tunnel data reports,
"and theoretical analysis to estimate empirically the

AP93 Aeroprediction 1993 aerodynamics of a given configuration.

APC Aeroprcdiction code The first two approaches were often more costly, time
consuming, and accurate than needed in the preliminary

BD Base Drag design stages, whereas the latter approach was more
time consuming than desired but also had no general

BL Boundary Layer accuracy assessment.

FNS Full Navier-Stokcs A fourth alternative (which did not exist prior to 1971),
to compute aerodynamics on a complete configuration

GSET Generalized shock-expansion theory over the Mach number and angle of attack range of
interest, is to have a gencral computer program to

IMNT Improved modified Newtonian theory perform such a task. There are three alternative
theoretical approaches to develop such a code (see

MNT Modified Newtonian theory Table 3-2). The first of these is solution of the full
Navier Stokes equations. The only assumptions

NASA/LRL National Aeronautics and Space associated with this set of equations is continuum flow
Administration/Langley Research Center (that is the flowfield region is not sparsely populated

with air molecules such as at altitudes greater than
NS Navier-Stokes about 200 to 250 thousand ft) and the turbulence model

selected. A second theoretical alternative is to assume
NSWCDD Naval Surface Warfare Center, Dahlgren the viscous flow region lies in a thin layer near the

Division body and thus solution of the Navier Stokes equations
can be reduced to that of an inviscid flowfield plus a

PNS Parabolized Navier-Stokes thin boundary layer near the surface. This, combined
with empirical estimates of base drag and other

SE Shock expansion protuberance aerodynamics, gives a complete set of
aerodynamics for the configuration of interest. A third

SOSET Second-order shock-expansion theory theoretical alternative is to assume the body perturbs the
flowfield only slightly and then to make appropriate

SOTA State of the art approximations to the Euler and Boundary Layer
Equations. These approximate theories are then

TAT Turn-Around Time combined with other theoretical approaches and
empirical data for the complete aerodynamics code.

TLNS Thin Layer Navier-Stokes
There are several uses that can drive the type of theory

3.0 INTRODUCTION AND BACKGROUND chosen for the aeroprediction code. These are listed in
Table 3-3. For example, if missile synthesis is being

3.1 Uses for Aerodynamics performed where a very large number of configurations
Aerodynamics are required throughout the design are investigated to conduct top level trade studies
process of any flight vehicle. These aerodynamics are involving engine types, warhead types, material
used for flight performance estimates including range, requirements, etc. as a function of range,
maneuverability, miss distance, and stability analysis. maneuverability, or response time, then it is desirable
In addition, they are used for structural analysis to have an easy to use, robust, and computationally fast



2-5

TABLE 3-1. WHAT AERODYNAMICS ARE USED FOR

Flight Dynamics Structures

o Range Computation o Loads (Pressure)
o Engagement of Target and Miss Distance o Aeroheating (Inputs to Heat Transfer
o Maneuverability Estimates Codes)
o Any Trajectory Analysis (3 DOF, 5 DOF, 6 DOF)* o Ablation Analysis Inputs

*DOF = Degree of Freedom

TABLE 3-2. HOW WE GET AERODYNAMICS

1. Wind Tunnel, Free Flight Data, Ballistic Range
2. Empirical Estimates: Wind Tunnel Reports, Handbooks, Experience, etc.
3. Aeroprediction Codes

A. Navier Stokes -- Continuum Flow
B. Euler Equations + Boundary Layer -- inviscid outer layer + thin viscous layer near surface + some

empirical techniques
C. Approximations to Euler and Boundary Layer Equations + Empirical Techniques

TABLE 3-3. AERODYNAMIC CODE REQUIREMENTS AND USES IN
VARIOUS MISSILE DESIGN STAGES

Design Stage Aero Code Design Trade Studies (Typical) Aerodynamics Uses
Requirements

Missile Synthesis Robustness Engine Types Range
Ease to Use Warhead Types Maneuverability
Minimal Input Material Response Time

Parameters Requirements
Extremely Fast Typical Weights

Computationally Guidance Types
25 Percent Accuracy Airframe Control

Type

Missile Preliminary Design Blend of Robustness, Structural Layout Range
Ease of Use, and (Material, Maneuverability
Accuracy Thickness, etc.) Miss Distance

Fast Computationally Aero Shape vs. (3 DOF)
10 percent Accuracy Engineering and Structural Design

Guidance Size
Hot vs. Cold

Structure

Detailed Design and Accuracy (<5 percent) Detailed Structural Range
Problem Solving (or Computationally Design Including Maneuverability
Analysis Codes) Affordable Material Selection Miss Distance

User Friendliness and Investigating (6 DOF)
Robustness Still Critical Problem Structural Design
Important Areas
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code. At the same time, accuracy may be sacrificed to Aeroprediction Code (AP93) will be given. Finally, a
achieve these goals. comparison of static aerodynamics using experiment,

AP93 and the older version of the Aeroprediction Code
After a missile synthesis of a large number of concepts (AP81) will be made on several complete missile
has been conducted, generally several of these concepts configurations.
are taken a step further in the design process. Here,
structural layouts, packaging of all components, and 3.2 Types of Acroprediction Codes
better definition of weights are typical requirements that Aeroprediction Codes will be defined and broken down
allow improved estimates of range, maneuverability, into three classes. These classes are empirical,
and preliminary miss distance. This means that the semiempirical, and numerical codes. The empirical
aerodynamic code requirements need a blend of codes are analogous to tie codes used in Missile
robustness, ease of use, and accuracy while still being Synthesis in Table 3-3. The semiempirical and some
computationally cost effective. Accuracies in numerical codes are used primarily in the missile
aerodynamics of 10 percent or so are generally preliminary design stage of Table 3-3. Finally, the
expected. numerical codes are the only ones with the accuracy

and capability to do the detailed design application as
Finally, one or two c€onfigurations are selected for more shown in Table 3-3.
detailed performance estimates. This means accuracy
in the aerodynamics estimates of bcttcr than 5 percent In terms of a definition, empirical codes typically
in most cases. Each of the three design levels discussed calculate aerodynamics by a series of simple formulas
require different levels of accuracy, computational that have been approximated based on data fits.
speed, and robustness and, therefore, aid in the choice Typically, these codes can be implemented on a hand
of the level of theoretical complexity needed to meet calculator in many cases and are the most simplistic and
the requirements. least accurate of the code classes.

To meet the theoretical aerodynamics computer code The semiempirical codes typically attempt to calculate a
needs, the Navy began developing such a code in 1971 force or moment using approximations to the exact
based on the 3C approach of Table 3-2. This code falls equations of motion. When this approach fails (such as
into the second category of Table 3-3. Since the first at higher angles of attack), empirical estimates or
version of the NSWCDD Aeroprcdiction code was methods are used. This blend of approximate theories
released, there have been four versions produced since and empirical estimates is why this class of codes is
that time. termed semiempirical. The semiempirical codes, in

contrast to the empirical codes, generally will calculate
Each of these versions attempted to meet the pressure distribution on the body and lifting surfaces.
requirements as seen by the tactical weapons It is this blend of theory with the empirical estimates
community. The first version was for general-shaped that allows the semiempirical codes to improve accuracy
bodies alone.' It was the first such weapons code over the empirical codes.
known that combined a good mix of accuracy in
aerodynamic computations, ease of use, and The third class of codes is called numerical. These
computational time. It is believed that this mix led to codes will define a grid around the configuration that is
the code's initial popularity and requests for additional composed of points in two or three dimensions.
capability. In 19742,.3 the code was extended to allow Numerical techniques are then employed to solve the
up to two sets of lifting surfaces in the computational equations of motion at all grid points in the flow field
process. In 1977,4.1 dynamic aerodynamic derivatives that is bounded by the body and shock or body and
were added to the code's capability. In 1981, the code outer boundary of the flow if the Mach number is
extended the Mach number range up to eight and added subsonic. Numerical Codes are generally based on the
high angle-of-attack capability for a narrow range of linearized or full potential equations of motion, the full
configurations.6'7 Finally, the last version of the code Euler equations or the full or reduced level of Navier
extended the Mach number range higher to include real Stokes equations. If the potential or Euler equations are
gas effects, added new nonlinear lift methodology for used, other methods (such as boundary layer equations)
wings and interference effects, and developed an must be used for skin friction. Also, empirical
improved base drag methodology .89 estimates are used for base drag. Hence, even though

these codes are numerical, in most cases to get
This paper will serve several purposes. First, a review complete forces and moments on a configuration, the
of the state-of-the-art (SOTA) aerodynamic prediction use of some empirical data will be necessary. Also, if
codes will be given. Second, a review of some of the the potential equations are solved in a numerical form,
more useful approximate theoretical methods will be the accuracy is similar to the semiempirical codes. The
made. These methods are conventional and have been only difference between the two is that the
in use for many years. Third, a more detailed review semiempirical codes seek pressure distributions on the
of new nonlinear aerodynamic methods introduced over body and wings without solving the entire flowfield.
the past 3 years into the fifth version of the This saves a tremendous amount of computational time.
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A final point worthy of discussion are the assumptions map as a function of Mach number, one must compute
inherent in each level of theory. These assumptions are the static aerodynamics over enough a, 5, M conditions
given as a function of the theoretical approach in so the flight envelope will be covered. Also, it will be
Table 3-4. Upon examination of Table 3-4, the level of assumed that the missile is a surface launched, tail
code sophistication, computational time, overall cost control, cruciform fin configuration which has a Mach
and accuracy goes down in going from the top to the range of 0 to 4, angle of attack range of 0 to 30*,
bottom of the table. control deflection of 0 to 20', and altitude 0 to 80,000

feet. These conditions are reasonable for many of the
One way to try to compare the level of sophistication worlds missiles. To cover the flight envelope, 7 Mach
versus accuracy, and the cost of the various codes, is numbers, 5 a's and 5 8's are assumed. This gives a
through the examination of the total cost to obtain a set total of 7x5x5 = 175 cases. Furthermore, skin friction
of aerodynamics. To do this, Table 3-5, which varies with attitude so 5 altitudes will be chosen, giving
compares the educational, computer, and computational a total of 180 cases for which aerodynamics are to be
time requirements of the various Aeroprediction Codes computed on a single configuration.
in use at NSWCDD has been prepared. Referring to
Table 3-5, the level of sophistication increases in going Before costs of each computer code can be made for
from top to bottom of the table. For example, the this particular example, some assumptions must be
MAIR Code is close to an empirical code but it does made. These assumptions are given in Table 3-6.
have some theory included so that it would be in the These assumptions are based on NSWCDD experience
class of semiempirical codes. The Missile III, in using the various aeroprediction codes. The cost to
Aeroprediction versions 81 and 93, HABP, and Missile perform the set of trim aerodynamics calculations using
DATCOM, are all semiempirical codes. NANC and these codes is shown in Figure 3-1. It should be noted
BODHEAT are primarily numerical codes based on that the cost assumes that Parabolized Navier Stokes
approximations to the Euler and Boundary Layer and Euler plus boundary layer are used at subsonic
equations. SWINT/ZEUS, CFL3DE and GASP, of axial Mach number conditions although the codes in use
course, are all numerical codes. The Aeroprediction at NSWCDD are steady hyperbolic marching solutions
81/93, SWINT/ZEUS, MAIR, NANC, and BODHEAT and will not function where the axial Mach number
were all developed at NSWCDD. The Missile III was decreases to one. To go to unsteady computation would
developed by Nielsen Engineering and Research require costs to be multiplied by a factor of at least 10.
(NEAR), HABP and Missile DATCOM by McDonnel Hence, the PNS and Euler plus B.L. costs are based on
Douglas of St. Louis, and the Navier Stokes Codes steady flow of supersonic Mach numbers. For a
were developed jointly by NASA/LRC and VPI. combination of steady and unsteady computations, the

cost of these codes would probably be about five times
Included in Table 3-5 is the time required to learn how greater than those shown in Figure 3-1.
to use the code, the set-up time for a typical geometry,
and the computer time for the one case referenced to There are several points worthy of note in analyzing
the same computer (CDC 865). Also shown are other Figure 3-1. First, for practical routine computations,
criteria including typical educational level of the user as Full Navier Stokes and Thin Layer Navier Stokes are
well as the size of the computer required. To get the beyond the cost most program managers are willing to
total cost of using a code, it is necessary to add the pay. Secondly, they are even beyond the wind tunnel
manpower set-up time to the computer cost and prorate cost to obtain comparable aerodynamics. Thirdly,
the training time over some nominal expected usage. steady PNS, steady Euler plus boundary layer, and
Experience has shown that most project and program semiempirical (Aeroprediction) arc all within most
managers are willing to pay the costs of SWINT/ZEUS allowable aerodynamics budgets. Going to unsteady
type codes and any above that in Table 3-5. However, computations for subsonic axial Mach numbers makes
the cost and requirements of the full Navier Stokes the cost requirements much higher and may not be
codes must come down substantially before they will be affordable and robust to cover the entire flight regime.
used on a routine basis for design. This means much
additional research as well as advancements in computer A second way of comparing aerodynamic computations
speed are still needed in this area. is the total time it takes to get the complete set of

computations performed, These results are estimated,
To illustrate this point, a particular example was chosen again based on NSWCDD experience, and shown in
for cost comparisons. The example is to develop a set Figure 3-2. Again, the same caveat, with respect to the
of trim aerodynamics on a typical missile configuration PNS and Euler Codes, applies here as to Figure 3-1.
to be used as an input to a three-degree-of-freedom (3 For most development programs, the semiempirical
DOF) flight simulation model. This example is quite codes obviously have the most desirable turn-around-
typical of what an empirical or semiempirical code time (TAT). The Euler and PNS are marginal and
would be used for. By definition, trim is that experimental and Navier-Stokes (N-S) and Thin Layer
combination of angles of attack (a's) and control Navier-Stokes (TLNS) generally unacceptable except as
deflections (6's) that give zero pitching moment about long lead items. The combination of cost, accuracy,
the vehicle center of gravity. To determine the (a, 8) and complexity of the various means of computing
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TABLE 3-4. ASSUMPTIONS OF FLOW FIELD EQUATIONS

1. Full Navier Stokes (high angle of attack)
A. Continuum Flow
B. Turbulence Model

2. Thin Layer Navier Stokes (moderate separation)

A. Neglect Streamwise and Circumferential Gradients of Stress Terms
B. Turbulence Model
C. Continuum Flow

3. Parabolized Navier Stokes (small separation)
A. Steady State
B. Neglects Streamwise Viscous Gradient
C. Approximate Streamwise Pressure Gradient in Subsonic Portion of Flow Near

Surface
D. Turbulence Model
E. Continuum Flow

4. Euler Equations + Boundary Layer (small separation)
A. Viscous Region Confined to Thin Region Near Body Surface

B. Large Reynold's Number
C. Neglect Streamwise Gradients of Stress Terms
D. Neglect Normal Pressure Gradient
E. Turbulence Model
F. Continuum Flow

5. Euler Equations
A. Neglect all Viscous Terms
B. Continuum Flow

6. Full Potential Equations
A. Neglect all Viscous Terms
B. Flow is Isentropic (no shock waves)
C. Continuum Flow

7. Linearized Potential Equations

A. Neglect all Viscous Terms
B. Flow is Isentropic (no shock waves)
C. Body Creates Small Disturbances in Flowfield
D. Continuum Flow

8. Theoretical Approximations
A. Certain Other Simplifications to Euler, Potential Equations, or Boundary Layer

Equations
B. Continuum Flow

9. Empirical Data Base
A. Data Base Covers Vehicles and Flight Regime of Interest
B. Enough Data is Available to do Good Interpolations
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TABLE 3-5. EDUCATIONAL AND TIME REQUIREMENTS FOR
AEROPREDICTION CODES IN USE AT NSWCDD

Code Typical User Typical Set-Up Computation Computer
Educational Time Time al Time for Required

Level Required to I Case
Learn to (Same

Use Code Computer)

1. MAIR Coop, B.S., < I wk < 1 day < 1 second P. C.
M.S., Ph.D

2. Missile III Coop, B.S., = I wk < 1 day <1 second P.C.
M.S., Ph.D

3. Aeroprediction 81 Coop, B.S., = I wk < I day < 1 second P.C.
and 93 M.S., Ph.D

4. HABP B.S., M.S., = 2 wk < I wk < I second Micro Vax
Ph.D.

5. Missile DATCOM B.S., M.S., =2 wk < 1 wk < 1 second Micro Vax
Ph.D.

6. NANC M.S., Ph.D. = 3 wk < 2 10 seconds Vax CDC
wks Super Mini

7. BODHEAT M.S., Ph.D. = 3 wk < 1 wk 10 seconds Vax CDC
Super Mini

8. SWINT/ZEUS M.S., Ph.D. 1 month < 1 1-3 minutes Vax CDC
month Super Mini

9. N.S. (CFL3DE, Ph.D., some months- hrs-days Cray or
GASP) M.S. yrs months Super Mini

TABLE 3-6. ASSUMPTIONS IN COST ESTIMATES TO COMPUTE SET OF TRIM
AERODYNAMICS WITH VARIOUS AEROPREDICTION CODES

Estimated Costs Cray II Computer at $500/HR

Engineer Time = 110K/work year

Engineer is assumed to know how to use codes so no training time is
involved

Need enough resolution in grid size to predict skin friction drag

Wind Tunnel (W/T) includes models and test cost

CODE SET UP TIME COMPUTER TIME

FNS 5 Weeks 20 Hours

TLNS 5 Weeks 17 Hours

PNS 2-5 Weeks 12 Minutes

EULER + BL + B.D. 2 Weeks 1.5 Minutes

AEROPREDICTION 0.5 Day 1.0 Seconds
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aerodynamics has led most agencies to a mix of the flow, due to the presence of a body, have more impact
various approaches. The most used codes still remain in the axial as opposed to the normal force direction.
the semiempirical codes with Euler plus Boundary Hence, to get axial force accuracy compatible with a
Layer becoming more and more prevalent as the goal of ± 10 percent requires second-order methods,
robustness and ease of use improves. Navier Stokes whereas + 10 percent accuracy on CN can be obtained
and Thin Layer Navier Stokes are used for specialized with first-order methods in many cases.
problems or a few validation cases of other codes;
much work is still needed to improve user friendliness As already mentioned, the Hybrid theory comes from
for this class of codes. Wind tunnel data still remains the potential equation of fluid mechanics. It is limited
the most reliable but time consuming method to obtain to supersonic flow (we have used this method down to
Aerodynamics. M_ = 1.2) where the assumption of isentropic flow

(shock waves are weak) can be made. This typically
3.3 Codes in Use limits the upper Mach number range to about M. =
Lacaull listed many of the codes in use today for 2.0 to 3.0, depending on the body shape. Also, the
calculating aerodynamics. He categorized them as slope of the body surface must be less than the Mach
empirical or semiempirical, full potential, linearized Angle. The Tsicn solution, or crossflow part of the
potential, Euler, Full Navier Stokes, and Parabolized solution, comes from the linearized perturbation
Navier Stokes. Reference 11 added several of the more equation. On the other hand, the second-order solution
recent codes to this list. Due to space limitations of to the axial flow is found by obtaining a particular
this paper, these lists will not be shown. Interested solution to a reduced version of the full potential
readers are referred to references 10 and 11 for more equation. This is the key to the accuracy improvement
details of these codes. afforded by Van Dykes solution in that some of the

nonlinearity inherent in the axial flow problem is
This completes the discussion on the state-of-the-art in brought into the solution by this process. The beauty of
aerodynamic codes and the various means to obtain the Van Dyke method is that this particular second-
aerodynamics. The bulk of the remainder of this paper order solution is given entirely in terms of the first-
will be directed at the semiempirical code known as order solution. That is, one simply solves the first-
NSWC Aeroprediction as given in Table 3-5. To that order perturbation solution for the axial flow and then
extent, the next section will briefly cover many of the solves an algebraic equation for the second-order
more popular approximate theoretical techniques used solution where the boundary condition at the body is
by many of the semicmpirical codes in references 10 satisfied.
and 11. This will be followed by the new technology
developed for the latest version of the Aeroprediction In equation form, the general first-order perturbation
Code (AP93). Finally, a comparison with experiment problem is:"
of the AP93 and AP81 will be given for several missile

2 _M2_1)D = ()configurations,.~r + (D~r + 4),Jr2 M )x 1

4.0 CONVENTIONAL APPROXEVIATE with boundary conditions that do not allow any
AERODYNAMIC METHODS upstream disturbances:

This section of the paper will review some of the more
important approximate aerodynamic methods that have • (0,r,$) = • (0,r, ) 0 (la)
proved quite useful in the development of semiempirical
codes. Time and space will not permit derivation of the and that require the flow to be tangent to the body
methods from first principles. However, appropriate surface:
references will be given for the interested reader. The
approach taken here, in the presentation of the material, r (x,rb,0) + sina cosa =
will be to mention the assumptions inherent in each (lb)
method, relevant equations, and possibly show an - [cosa + 4)x (x,rb,o)]
example or two as may be warranted. dx

The subscripts in Equation (1) indicate partial
4.1 Hybrid Theory of Van Dyke (HTVD)'2  derivatives. The solution to Equation (1) is satisfied
The Hybrid Theory of Van Dyke"2 combines a second- identically by:
order axial solution to the potential equation with a
first-order crossfiow solution first espoused by Tsien.'3  '1 (x,r,a) = 'V1(x,r) cosa + C1 (x,r) sine cos• (2)
The advantage of this method is that it gives second-
order accuracy in the axial direction where first-order The first term of Equation (2) is the first-order axial
accuracy is generally unacceptable for drag solution, and the second term is the first-order
computations. On the other hand, first-order accuracy crossflow solution. Since the equation is linear, these
in the crossflow plane is typically acceptable for normal two solutions can be found independently, and then
force and center of pressure computations. The added together. The axial solution, *,t (x, r), for a
fundamental reason for this is that perturbations in the general body is found by placing a series of sources and
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sinks along the x axis and satisfying the boundary It should be pointed out that in the actual numerical
conditions at each point. The crossflow solution, ý'(x, integration of Equations (6), (7), and (8) the
y), is found by placing a series of doublets along the integration must be carried out in segments of the body
axis, again satisfying the boundary conditions. between each discontinuity due to the discontinuous

pressure distribution.
The particular second-order solution that Van Dyke
found for the reduced full potential equation is Also, the hybrid theory of Van Dyke is limited to

pointed bodies of revolution. Bluntness will be

F, = M. [,', (IF1 + Nr'lr) - (4) T'r] considered later.
4 I

(3) 4.2 Second-Order-Shock-Expansion Theory

where N M(Y + (SOSET)I4
2 •2 First-order Expansion Theory was first proposed by

Eggers et al. for bodies of revolution flying at high
Second-order axial velocity components '*'2, and 's,, are supersonic speeds.15 Basically, the Shock-expansion
also defined in terms solely of the first-order solution Theory computes the flow parameters at the leading
Tl(x,r). •edge of a two-dimensional (2-D) ,surface with the

oblique shock wave relations and with the solution for a
Once the second-order axial perturbation velocity cone at the tip of a three-dimensional (3-D) body.
components *,,, 4,2 r are computed, along with the first- Standard Prandtl-Meyer Expansion (PME) is then
order crossflow components j,' and ý,r the total applied along the surface behind the leading edge or tip
perturbation velocities are then: solution to get the complete pressure distribution over

the body surface. Referring to Figure 4-1, this theory
= (cosct) (1 ±'2,) + (sina coso) C,, (4a) inherently assumes that the expansion waves created by

the change in curvature around the body are entirely
absorbed by the shock and do not reflect back to the

body surface. Since the theory assumes constant
= costz (Ti2,) + (sina coso) (1 + (1) (4b) pressure along one of the conical tangent elements of

VK the surface, fairly slender surfaces must be assumed or
many points along the surface assumed to obtain a fairly
accurate pressure distribution. Another way of stating

w _ (sina sin®) (1 + -) (4c) this is to minimize the strength of the disturbance
V r created by Mach waves emanating from the expansion

corner and intersecting the shock, the degree of turn
The pressure coefficient at each body station is then: should be small.

C (x,®) - 2 Syvertson (et al.) extended the generalized Shock-
"y M! expansion Theory on pointed bodies and sharp airfoils

(5) to what he called a second-order theory. 14 He defined

[1  + M2 1 2 v2 + w] - the pressure along a conical frustum by

2 V2  p = pPc - (p - P2)e-n (10)

Finally the force coefficients are: instead of a constant on each segment as was the case in
the generalized theory. Here P. is the pressure on a

C = 7 C (x, e) -- do dx (6) cone with the given cone half angle equal to the slope
2rr dx of the conical segment with respect to the axis of

symmetry. p, is the pressure just aft of a conical

2 Esegment which is calculated from a Prandt Meyer= f0' fo.
C N = Cf (x, o) cos (e)r do dx (7) Expansion (PME) of the flow around a corner (astrr, shown in Figure 4-2, going from points I and 3 to

points 2 or 4, for example).

Cm =If C, (x, o) cos (o)x r do dx (8) Also
1trr /a

and the center of pressure in calibers from the nose is a - s 2  (10a)

X CP = -C"teN (9) P, - P2
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Thus, examining p from Equation (10), it can be seen,
for example, on the frustrum element in Figure 4-2 that sin (s5q) = sin o sin az - sin a cos o cos 6 (13)

the pressure varies from the pressure of the generalized
theory at point 2 to that of a cone of angle 0, and Mach Lees 16 noted that a much more accurate prediction of
number M2 as s gets large. Syvertson and Dennis pressure on the blunt-nose body could be obtained by
approximated the pressure gradient as'4  replacing the constant "'2" in Equation (12) with the

( B2  
stagnation pressure coefficient C P. CP, can be(OP2 _B __•121 sin0 _, sin0l) calculated from:

as r 2 (11) 2
B2 01 C -O M.

B__22 ''• (p)Po 2M

+ B ,2 "as j (14)

f (Y +. y l - 1 - I
where 22yM - (+y - 1

, yp1 2M, 2  MNT is thus defined by:

2(M,2 - 1) C, = C,. sin6 eq(5)

""1 --- M2 T Equation (15) allows the calculation of the pressure
S1- 2(y-1) coefficient all along the blunt surface of a missile nose

2 lý- -- or wing leading edge for a perfect gas where C. is
2 2  given by Equation (14) and sin 6., from Equation (13).

Finally, for negative angles such as would occur on a Experience has shown that the MNT gives very
boattailed configuration, p, was replaced by p.. No acceptable estimates of pressure coefficient on the blunt
discussion was given for blunt bodies. It should be portion of a nose or leading edge, even at Mach
noted that if 7 of Equation (10) becomes negative, the numbers where the assumptions of Newtonian Impact
SOSET reverts to the generalized or first-order Shock- Theory are violated.
expansion Theory. This is because Equation (10) will
not give the correct asymptotic cone solution for 4.4 Hybrid Theory of Van Dyke Combined With
negative values of 7). Modified Newtonian Theory (HTVD/MNT)'

As noted in the discussion on the Hybrid Theory, it is
Experience has shown that SOSET gives very good limited to conditions where the body slope is less than
pressure distributions for low to moderate angles of the local Mach angle. This means it is not applicable in
attack and at M_ >_ 2. As Mach numbers decrease the nose region of a blunt missile. On the other hand,
below about 2.5, the SOSET becomes increasingly MNT gives very acceptable estimates of pressure
inaccurate until about M. = 1.5, where the accuracy is coefficients in the nose region, even for low supersonic
generally unacceptable. This applicable Mach number Mach numbers where the assumptions, inherent in the
range is very complimentary to the Hybrid Theory of Newtonian Impact Theory, are violated. Moore was
Van Dyke where the accuracy is best between 1.2 < the first to recognize the possibility of combining these
M_ < 2.5. two theories. The key to the successful combination

was in the starting solution. At low supersonic Mach
4.3 Modified Newtonian Theory (MNT)"6  numbers, the pressure overexpands on a blunt nose tip
Newtonian Impact Theory assumes that, in the limit of as it proceeds around the blunt portion from the
high Mach number, the shock lies on the body. This stagnation point to the given portion of the nose. In
means that the disturbed flow field lies in an infinitely- order to capture this overexpansion, Moore found that it
thin layer between the shock and body. Applying the was necessary to start the HTVD near its maximum
laws of conservation of mass and momentum across the acceptable slope and allow the pressure to expand
shock yields the result that density behind the shock around the surface.1 Simultaneously, the MNT was
approaches infinite values and the ratio of specific heats started at the stagnation point and allowed to expand
approaches unity. The pressure coefficient on the until the pressure coefficients of the MNT and the
surface becomes' 6  HTVD were equal. This was defined as the Match

point. Upstream of the Match point, MNT was used in
C, = 2sin26 (12) the force and moment calculations, whereas

downstream, HTVD was used. Figure 4-4 is an
where 6 is the angle between the velocity vector and a illustration of the boundaries of perturbation and
tangent to the body at the point in question (see Newtonian theories. Figure 4-5 illustrates the capability
Figure 4-3). 6,q is defined by: of this theory to accurately predict pressure coefficients
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on a 35 percent blunt cone of 11.50 half angle at a =

8' and at M_ = 1.5. Note the excellent agreement of ACp= -sin2cesin2Ocos'÷sin 2Ocos 2 0

the combined theory all along the surface at M. = 1.5. (16b)
Particularly impressive is its ability to capture the [•2_ (1-tan'0)_ (2- sinz(D
overexpansion region around x = 0.1 to x = 0.4.
Also, note that SOSET gives fairly poor estimates at
M_ = 1.5. On the other hand, at M_ = 2.96 (while
the results are not shown), the HTVD/MNT is no better
(and maybe slightly worse) than the SOSET/MNT, C. = sin 20,
which will be discussed next. (16c)

To the author's knowledge, the HTVD/MNT remains.1 ( I)K• + 2 •n K 2)]
the only accurate engineering method to estimate low
supersonic Mach number aerodynamics for blunt and and
sharp tip bodies of revolution. Attempts were made to
extend the SOSET/MNT down to the low supersonic K2 

= (M I - !)sin2O,
Mach number range, but without success.

Note also, that while Equation (16) was strictly defined
4.5 Second-Order-Shock-Expansion Theory for pointed cone pressures at angle of attack, it could

Combined with Modified Newtonian Theory also be used in a Tangent cone sense to obtain pressures
(SOSETIM T)1'7 8  at any point on a body surface. De Jamette actually

Jackson et al.'7 combined SOSET with MNT to treat used loading functions to obtain body alone lift
blunt-nosed configurations with or without flares. properties, however."
Jackson et al., !' like Syvertson and Dennis,' 4 assumed
that the lifting properties could be predicted by Figure 4-7 presents results of De Jamette et al.' t

assuming that the original body is made up of several compared to experiment. The case chosen is the same
equivalent bodies of revolution represented by the configuration of Figure 4-5, except here, the method of
various meridians (see Figure 4-6). They assumed the De Jarnette et al.'8 is used versus Jackson et al.17 in
match point between the MNT and second-order shock Figure 4-5. It is seen that the theory of De Jamette et
pressure prediction to be the angle that corresponds to al." does show good results for pressure prediction and
shock detachment on a wedge with the given freestream therefore forces and moments as well.
Mach number.

4.6 Allen-Perkins Viscous Crossflow Theory"9

De Jarnette et al. 8 made significant improvements to A fairly simple, yet quite powerful, method for
the work of Jackson et al .7 and Syvertson.14 These computing body-alone nonlinear aerodynamics was
new improvements included the following: introduced by Allen-Perkins. 9 Allen reasoned that the

total force on an inclined body of revolution is equal to
1. An exact (as opposed to an approximate) the potential term discussed previously plus a cross flow

expression for the pressure gradient downstream of term. This term is based on the drag force experienced
a corner. by an element of a circular cylinder of the same

diameter in a stream moving at the cross component of
2. A new expression for pointed-cone pressures at the stream velocity, V. sin a. This crossflow term is

angle of attack which improves the initial pressure primarily created by the viscous effects of the fluid as
prediction over that of tangent cone theory. it flows around the body, often separating and creating

a nonlinear normal force coefficient. In equation form,
3. A new technique for calculating pressures on the so called viscous crossflow theory is:

bodies at incidence.

The pressure computations at angle of attack, showed CNL = sin2 (17)

improvement over the method of Jackson." De ref

Jarnette, el al.' 8 derived a new expression for pointed- Here 77 is the drag proportionality factor or crossflow
cone pressure at a > 0 by combining Slender Body drag of a cylinder of finite length to one of infinite
Theory, Newtonian Theory, and an approximate length. Cd, is the crossflow drag coefficient. Also,

expression for C,_. to give: the crossflow theory assumes the center of pressure of

the nonlinear term is at the centroid of the planform
C (a,0,e,M) += C CP (16a) area. Generally, the total center of pressure is a

weighted average of the linear and nonlinear

where components of normal force. That is
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X, = (XCP) NL C N. + (Xc?,)L CNL (18) T. t 1 + 0.9 - M (22)
CN• + CNL 7 2

The pitching moment about a given point X0 is then Equations (20) through (22) allow the calculation of the
-(19) mean turbulent skin-friction over the entire body or

CM= CN(XC - X) wing area. The skin-friction axial force coefficient on

each component is then:
The original work of Allen did not include
compressibility effects in 17 but Reynolds number effects CA = Cf W (23)

were shown in Cd, at low crossflow Mach numbers. ref

4.7 Van Driest H Method For Skin Friction Drag' where k., is the surface area of the component in

Another powerful, yet simple, method for performing question.

aerodynamic computations, is the Van Driest II method
for computing skin-friction drag. This method, as For most flows, a portion of the flow is laminar. An
derived, is based on two dimensional turbulent approximation to the mean skin-friction coefficient for
boundary layer flow. 'Strictly speaking, it is only laminar flow can be obtained from reference 20:

applicable to regions of flow on the lifting surfaces 1.328
where the flow is turbulent, two dimensional, and the Cf4 - (24)
viscous region is primarily confined to a thin layer near
the surface (boundary layer). In practice, however, it
has been applied to two and three dimensional surfaces Here the Reynolds number is based on the distance
with success. where transition occurs rather than the reference length.

as was the case for Equation (21).

The turbulent mean skin-friction coefficient according toVan Driest20 is: The point where transition occurs is dependent on many
factors. Experience has shown, for flight vehicles, a

0.242 (sin- C +sm- transition Reynolds number of 1 x 106 for the body and
A(sf)1 C 1 +siif 1

2  0.5 x 106 for the wings gives acceptable numbers. For
A(Cf) 1/2 (T•IT,/ 2  (20a) wind tunnel models without a trip, a transition Reynolds

number of 3 to 5 million is more reasonable due to a
_(÷1+2n'log o(TlT, smooth surface. If a boundary layer trip is used, the2e lentire configuration component should have turbulent

where flow.

2A2 -B C- B 4.8 Lifting Surface Theory21

(B2 + 4A 2)112  (B 2 + 4A 2)1/2 Lifting Surface Theory refers to the solution of the flow
over a three dimensional wing where the distribution of

and pressure is allowed to vary in both the spanwise and
chordwise direction. The fundamental equation is the

-1)M2] l ) 2 three dimensional perturbation equation, here written in
A= ;7- 1 B= T-- rectangular coordinates, as:

2w(1-_M2) p= (D (D÷ = 0 (25)

The variable n of Equation (20a) is the power in the The Flow tangency boundary condition requires:

power viscosity law:

- (20b) ax for (x,y)on S (25a)

= - atz

The freestream Reynolds number and adiabatic walltemperature are given by: If the wing thickness is neglected and we limit
ourselves to missiles, then wing chamber can also be

Re. = .(2 neglected. Then the boundary conditions in Equation
Re V• (21) (25a) become:

.b = -a (25b)

for both the upper and lower surfaces.



2-21

In addition to this boundary condition, the Kutta ACxy
condition (which requires the velocity on the upper and axvy1 )=. 1 . ff,,X
lower surfaces at the trailing edge to be equal) is also 8 (y-y 1)2

imposed for subsonic flow. (29)

The assumptions involved in the Lifting Surface 1+ ld•Xx1dy1
Theory, as applied to most missile configurations, are _(x-x)2 (Y-y1 ) 2

therefore small perturbations in the flow due to the
presence of the wing and the thickness and chamber repeated here as they are given in detail in many
effects are zero or small compared to angle of attack references (see for example, Chadwick2 •). Worthy of
effects. note, however, is the fact that Equation (29) is an

integral equation for which the wing loading ACp is to
Equation (25) may be simplified somewhat by using the be found as a linear function of angle of attack. This
Prandtl-Glauert rule (72) to relate the compressible wing loading is first approximated by a series expansion
subsonic normal force or pitching moment to the with a set of unknown coefficients of number equal to
incompressible case. That is: the number of surface elements on the wing planform.

That allows each ACP to be influenced by all other
(C)M (CN)oa (26) elements of the wing. The unknown coefficients in

1- M2  each ACP series are found by solution of an inverse
matrix. ACP (x,y) is then calculated.

(CM)M,4R (C M)oAR.• Once the span loading AC, (x,y) is known over the

/1 - entire wing surface, the normal force at a given
spanwise location is:

Using the above relations, the normal force and pitching 1 XTE (30)
moment on a given wing at any subsonic Mach number C, x AC ,dx
may be found by calculating the aerodynamics of the LE

same wing at zero Mach number.
The total normal force for the entire wing is:

For Mo = 0, Equation (25) reduces to La Places
equation C, = 2 -0 cc dy (31)

V 0 o (27) CA ~ f
The pitching moment of a given airfoil section, about

with boundary condition (25b). the point where the wing leading edge intersects the
body, is then (positive leading edge up):

There are many methods to solve Equation (27). The
one used here is that of Chadwick et al., 2 l which 1 fXxAE (32)
closely follows Ashley et al.' The velocity potential , 1m CQf -
is given by: ef LE

1(xyz) f ff AC(X 1,y) The total pitching moment becomes:8(2tz=-f- S yy2z
S y y ) , 2(28) C M 2 ,b12 c y( 3

Z 1+1 j dxdyl S, f C m

(x-x,)+O,_-y,) 2 +z2  If it is desired to calculate the pitching moment about
some other reference point, then

Here, x,, y, are coordinates of an element of the lifting
surface that has a differential pressure coefficient of Ch° = CM + CIV (34)
AC, between the lower and upper surfaces at this point CreC
(x,, y,). It is required to determine the pressure loading
over the entire surface. Following Chadwick,'2  where x0 is the distance from the reference point to the
Equation (28) is first differentiated with respect to z and juncture of the wing leading edge with the body. The
the limit as z -, 0 taken. The result is then equated to center of pressure of an airfoil section is:
the boundary condition, Equation (25b) to obtain:
The cross on the y, integral indicates a singularity at y
= y, in which case Manglers principal-value
technique 22 can be applied. The details of the solution
of the integral Equation (29) for AC, (x,y) will not be
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hand, the assumptions of TDTWT are the same as forCr

xC = - (35) LST. They both assume small perturbations in an
cC isentropic flow. The isentropic flow assumption means

no shock waves arc allowed.
or of the entire wing

In contrast to the body solutions generated by Van

XC= -C (36) Dyke, adequate wing solutions can be obtained at
C-N higher Mach numbers. This is because of the low

slopes present on most wing planforms (thickness is
Finally, the spanwise center of pressure of a wing generally very small), the wing frontal area is generally
semispan is: less than 10 percent of the body frontal area, and in the

b1/2 region of leading edge bluntness, where perturbationbccydy theory is invalid, modified Newtonian Theory is used

YcP = " (37) for wave drag calculation.

f/cc~dy The most general boundary conditions for Equation (25)
0 in supersonic flow are the flow tangency condition

specified by
Equations (30), (31), (32), (33), and (37) can be solved
by numerical quadrature, such as Simpson's rule, with wx,y) _ aF =

special attention given to the leading edge singularity. V ax (39)

It should also be mentioned that if one is interested in (dz), +a+ PY + q(x-xref) + at
dynamic derivatives,23 these aerodynamics can be x ,Y V V.
obtained by a modification to the boundary condition,
Equation (25a). That is, for rolling and pitching and the perturbation velocities must vanish upstream
motions, the angle of attack in Equation (25a) is from the point where the disturbance originates.
replaced by: Mathematically, this can be stated in the form

q~-xe (40
a(x,y) a+ P-Y + q(x (38) u(o,y,z) = v(o,y,z) = w(o-,y,z) = 0 (40)

Since Equation (25) is linear, individual solutions can
Equation (27) is a linear partial differential equation so be added together. This allows individual treatment of
that solutions can be combined together in a linear the Equation (39) boundary condition for drag, lift, roll
fashion. This means, for roll damping, simply set a.e and pitch damping computations. For wave drag
= q = 0 and the boundary condition is calculations, only the first term of Equation (39) is

retained and the other terms are set to zero. For lift
a(x,y) = (38a) calculations, the angle of attack a is retained and the

V- other terms set to zero. For roll damping, the third
term of Equation (29) is retained and the other terms

Likewise, for pitch damping, a0 = p = 0 and set to zero. For pitching rate, the q term of

q(x-xf) Equation (39) is retained and the other terms set to
a(x,y) - ref (38b) zero. Finally, for a constant vertical acceleration, the

V last term is retained and the other four terms set to

zero. Pitch damping moment, CM, 4 CM., normally

refers to the sum of the terms due to a constant pitch
4.9 Three Dimensional Thin Wing Theory22  rate and constant vertical acceleration.
Three Dimensional Thin Wing Theory (TDTWT) is
quite similar to lifting surface theory (LST) in the sense The solution to Equation (25), using the first term of
the same perturbation Equation (25) is used. The only Equation (39) as the boundary condition, will give the
difference is that TDTWT is normally used to represent axial force coefficient of a sharp wing. If the leading
the supersonic flow solutions of Equation (25) versus cfor the super sonicw solutions. ofSEquaince, () versuc edge is blunt, MNT is used in conjunction with
LST for the subsonic solutions. Since, for supersonic perturbation theory. The general solution to
flow, solutions to Equation (25) are hyperbolic versus Equation (25) is:22

elliptic for the subsonic case, they generally are easier
to obtain. This is because no upstream influence is felt
by a disturbance at a given point on the wing surface.
In contrast, the subsonic solutions required a matrix
inversion at each wing element to determine the
unknown coefficients used to determine the pressure
differential from lower to upper surfaces. On the other
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If the wing generator is supersonic, the Mach lines
(D (x,y,0) = from point 0 in Figure 4-9A lie behind the SOSL. If in

w'(xy) dxldy, (41) Figure 4-9A, P = P1, then the induced velocity at P,

- f L (X-X 1 )
2 

_ 13, due to the disturbance caused by the SOSL is0 4
7; " JR•/(XX)2 1 -2,_)2

The pressure coefficient at any point on the wing DII - w(xPj'Y) (46)
surface is 10 6--

C = -20 (x,y,o) (42) If P = P2, the induced velocity is

The perturbation velocity 1, at a given point p, is w(x:"YP2) 2_ G (]
dependent on the location of the point with respect to OX -- 2sin- _ (47)
the line of sources and sinks which generates the wing 7t13 l•_2
leading edge or other discontinuity and whether this
point is in a subsonic or supersonic flow region. For Referring to Figure 4-9B, the additional induced
example, referring to Figure 4-8A, if point P is at P1, velocity inside the area bounded by the tip and the
and the wing generator is a subsonic source or sink line Mach line emanating from the tip (P = P3) is:
(SOSL), then

2x1yC)nI - cos_, TI o± J (48)
2w(xpYp)cosh n2-1 (43) 13 0l+ l(1- )"

3 2Again, if P = P4, the point is out of the zone of
influence of the SOSL and thus the induced velocity is

where w is determined from the boundary condition and zero.
is (for the airfoil section at y = yp,):

The induced velocity at a given point on any wing
w(xP1,yP) = -•[•. geometry can now be computed by the proper

dx Xsuperposition of the triangular SOSL shown in Figures
4-8 and 4-9. This is because of the linear nature of the

In Equation (43), the definitions governing flow-field Equation (1). As an example of
k how the above superposition principle works, consider
k -the wing shown in Figure 4-10. For simplicity, the
13 slopes X, and X2 are constant. The wing AHJD can be

represented by the superposition of five SOSL. The
k = tan A (43a) first has the planform AEH and source intensity:

=Y- 
W(Xy p) = X' (49)

xp where X, is the slope of the segment AB. The second

has the planform BIF and intensity
have been used. If P = P2, the induced velocity at P,2 (50
due to a given SOSL is: w(x'Yr) = (X) (50)

F 2 and the third has the planform DJG and intensity
- 2w(xP,,YP2) . cosh _ (44) w(xp,yp) -X2V (51)

At the wing tip, there is an additional disturbance The other two SOSL represent the tip effects. They are
within the Mach line emanating from the tip leading the planforms HJL and IJL and have source intensities
edge (Figure 4-8B). The induced velocity in this of opposite signs than those representing the wing.
region, P = P3 is:

The above procedure can be applied to a wing of

(P -'(xPYp3) cosh'1 2_ +lo[ 1 (45) general planform. The only difference is that for each

if3• [2110 a(o 1+)1 point in question, the slope is not constant as was the
case in the simplified example. Then for some general

The absolute value of oa is taken because a is actually point located on the wing surface, the total induced
negative for the point P3 . The induced velocity at any velocity due to all sources and sinks is found by
point, say P = P4, outside of the Mach lines emanating applying one of the Equations (43) through (48) for
from the beginning of the SOSL is zero since this point each SOSL. The particular equation applied depends
is out of the zone of influence. upon the location of the point relative to the SOSL and
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the Mach line as discussed earlier. These individual interchangeably here) to be concerned with. These are
contributions are then summed to get the total induced the effects on the wing due to the presence of the body,
velocity. Knowing the total induced velocity at a point the effect on the body due to the presence of a wing,
allows one to calculate the pressure coefficient at the and finally, the effect on an aft lifting surface due to
given point by Equation (42). wing or body shed vortices. Wing to wing or shock

wave interference will not be discussed at present.
The pressure coefficient can be calculated at a given
number of spanwise and chordwise locations. The drag To better understand the interference lift components, it
of a given airfoil section at the spanwise station y = YA is instructive to examine the total normal force of a
is then configuration as defined by Pitts et al.1 This is given

2 C (YA) (52) by

0(A (55)
Cd c oA CP(x~yA)w(x~yA)dx 52 CN CN. + [(KW.CB)+KB(,O),a(kW(B)÷kBt•) 8 w](CN) .55

The total drag for one fin of semispan b/2 is then: + [(Kr B)÷K.9(T)) ÷(kr7B) kB(7)' T](CN) T+CVN,+CNV

CD= If, br cdc(y)dy (53) The first term in Equation 55 is the normal force of
=So the body alone including the linear and nonlinear

components; the second term is the contribution of the
where S, = b/2(c. + c). For cruciform fins, the total wing (or canard) including interference effects and
drag coefficient is: control deflection; the third term is the contribution of

the tail including interference effects and control
4b/2 (54) deflection; and the last term is the negative downwash

CD=Sw 0 f (YAd effect on the tail or body due to wing shed or body shed

vortices. The K's represent the interference of the
If it is desired to base the drag coefficient on the body configuration with respect to angle of attack, and the
cross-sectional area, the Equation (54) must be k's represent the interference with respect to control
multiplied by the factor SISf. deflection. Each of these interference factors is

estimated by slender body or linear theory .25 As such,
Equations (52) and (54) can be integrated by numerical they are independent of angle of attack.
quadrature if the generators of the wing surface are
supersonic. If the generators are subsonic, linear The various interference factors, as defined by slender
theory indicates the pressure coefficients go to infinity body theory (SBT), are:'
at the wing generators. Physically, this cannot be true
which means that for a subsonic SOSL, linear theory is 4(1±r4/s4)[!tan-i(s~ r r/s)irtl
not valid at the SOSL. The reason is that the velocity Kw:B) = 2/i 1(-s2
perturbations in the vicinity of the discontinuities are no (1 rfS) 2  (56)
longer small, violating one of the assumptions in linear
theory. However, the velocity perturbations are small a r/s[(s/r-r/s) 2taif'(rjs~l
slight distance from the SOSL so that linear theory can (1 -r/s)}
be applied. Numerical experiments indicated a distance
of five thousandths of the chord length from the SOSL
is sufficient and the value of pressure calculated at this
point can be assumed to exist up to the SOSL. = (1 +r/s)2 Kwfi) (57)

The analysis using TDTWT has been illustrated for the
axial force computation using the first term of the
boundary condition of Equation (39). A very similar _1C 2 (s/r+l)2 sm[(sr)2+1]2
process is used for the lift, roll and pitch damping C t

2  4 (S/r)l (s/r)2(sir- 1)2
computations. The reader is referred to references 2
and 4 for the practical application of the theories for [(slr)2-__ _ 2it(slr+ 1) , [(s/r)2 + 11'
these force or moment components. Time will not (s/r)2- 1 sir(slr-1) (slr)2(sir-1)'
permit the many applications of TDTWT. (58)

4.10 Slender Body and Linear Theory For in-(sfr)2 I) s2_ 4(slr+ 1)
Interference Lift Computation' 2 5  (s/r)2 slr(slr+1)

The method almost universally used for including F|1sr
interference between the various missile components (sir)2 - 1 8 so -
into approximate aeroprediction codes is that due to (sir)2 +1I (sfr-1) L 2s/r
Pints, et al. 5 There are three primary types of
interference lift (note that lift and normal force are used
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shed vortices. These terms are also calculatedkB~r, = KW(B - kW(B) (59)
analytically and are given by:

Figure 4-11 plots the interference lift factors given by C (CR.) •(C,)J[K,,,,)sin a+k,8 )sinl W1i(s,-rT)A, (62)
Equations (56) through (59) as a function of the body N71M 22n(AR) (f.-r,)A,,,
radius to wing semispan plus body radius ratio (r/s),

As the Mach number increases supersonically, SBT f 2 2 2
gives values of KB,.) which are too high if thc wing is -4r7 fwT
near the missile rear. This is because much of the CN'M A f f (63)
carryover lift onto the body is actually lost to the wake 2 h2T
of the vehicle. Figure 4-12 illustrates this for the no T T

aftcrbody, infinite afterbody, and short afterbody cases.
Linear theory formulations are available for the infinite Here i is the tail interference factor given by Pitts et
and no afterbody cases to replace Equation (57) if the al.2 and r is the strength of the wing shed vortex.

Sparameter 4.11 Empirical Methods2'4 '6

3AR(1+X)O[!(m13) + ]>4 (60) It is fair to wondcr why approximate aeroprediction
codes are defined as semiempirical with all the
theoretical methods discussed so far. The truth is, that

Moore2 then linearly interpolated between the infinite while these methods allow the individual component
and no afterbody cases as a function of thc area covered forces and moments to be calculated fairly rigorously at
by the Mach lines to obtain KB(w) for the short afterbody a given Mach number or angle of attack, there are still
case. many conditions where the analytical methods presented

previously are either not applicable or the difficulty in

Strictly speaking, the methodology discussed here is applying then is not worth the effort. In those cases,

limited to slender bodies with triangular planforrns of empirical methods are generally used. The combination
of theoretical and empirical techniques in a code is thus

low aspect ratio. Experience has shown, that if the why they are called semiempirical codes. A few
correct value of wing-alone lift is computed, the examples where empirical methods are used are
interference factors can give very reasonable results for transonic aerodynamics, body alone subsonic
wings which do not have triangular planforms or even aerodynamics, and base drag of the body and lifting
have low aspect ratio. Moore' showed how an surfaces. There are actually analytical methods
engineering estimate of interference lift could be available for transonic aerodynamic computations.
obtained, even for planforms such as that shown in However, most of the methods are inconsistent from a

Figure 4-13A. The actual SBT configuration is that computational standpoint with the approximate codes.
einterference What is done in many cases, is to use the sophisticated

shown in Figure 4-13B. Since most of the analytical tools2,4'6 to estimate the transonic
lift occurs near the wing body juncture, reference 2 aerodynamics, as a function of key geometric
used approximations given by Equation (61) parameters, then to include these into an engineering

[KB(RIH = [KB5 a)Ifi code in a table lookup fashion. Obviously, for a
vehicle that spends a large portion of its time in the
transonic flow region, 0.8 < M_ < 1.2, it would be

[ ) 1 + ([Kw(Bl-1)G (61) justifiable to use a more sophisticated estimation

[kwcs)]lI 1 + ([kw()] r- 1)G process.

The base drag empirical method will be discussed in
[kB(H]ll = ([kwB)] I - [kw(s)] )G more detail in the next section of the report, which

deals with some of the newer nonlinear methods
to estimate the interference factors of the wing in developed in the past three years.
Figure 4-13A. G in Equation (61) is the ratio of the
root chord of the wing for which the interference factor 5.0 NEW APPROXIMATE AERODYNAMIC
is desired to that of the wing that slender body theory METHODS
assumes. That is This part of the paper will deal with many of the new

aerodynamic prediction methods developed over the
past 3 years. These methods include extension of the

( SOSET to include real gas effects (including two new
G - (cL nonlinear angle-of-attack pressure predictors), an

(Cr) 1  improved version of the Modified Ncwtonian Theory
(IMNT), and improvements to the Allen and Perkins

The last two terms of Equation (55) are also viscous crossflow theory; also included are a new

interference terms. CR is the lift on the tail caused nonlinear wing-alone method, new nonlinear wing body)V7TV)and body wing interference methods due to angle of
by the vortices shed by the wing or canard upstream. and bodyw ing interference methodattack, a new nonlinear wing body interference method
CRBP is the negative lift on the afterbody due to wing due to control deflection, a method for treating
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nonlinear wing tail interference, and an improved base prediction and an improved version of MNT was
drag prediction model. derived. These new methods will be briefly described.

These new methods and improvements were directed at SOSET and MNT for perfect gases were discussed in
three weak areas in the NSWCDD Aeroprediction Code 2.1 and 2.3, respectively. Refer to 2A for the SOSET
of 1981 (AP81): (1) limited Mach number and inability methodology and to Moore, et al.26' 27 for the extension
to compute temperatures at the surface for aeroheating to real gases. It is noted that to extend SOSET to real
calculations, (2) lack of nonlinear lift capability except gases requires several things: (1) a cone solution for
for the body alone, and (3) base drag methodology that real gases (p,); (2) a Prandtl-Meyer Expansion (PME)
was not robust enough in terms of including fin effects. for real gases (p2); (3) a derivation of a new pressure

derivative (Op/as)2, where the perfect-gas assumption
5.1 SOSET Extended to Real Gases26 '2 7  has not been made; and (4) a way to compute
The main reason the fourth version7 of thc temperature given values of pressure.2 6 After the real-
aeroprediction code was limited to Mach number 8 was gas pressure derivative (Op/ls)2 was derived and
that. above M_ = 6 real gas effects start becoming checked, it was found that (ap/as) 2 became negative for
important but, can still be neglected at M_ = 8. many cases, causing one to choose between the
However, as Mach number increases substantially Generalized Shock Expansion Theory (GSET where -q
above M. = 6, the need to include real gas effects into = 0) and the tangent cone theory (-q = oo). In
the aeroprediction code increases if one is interested in comparisons of the pressure prediction to full Euler
inviscid surface temperatures. If one is only interested computations, it was found that a better way to
in forces and moments, real gas effects have a slight implement the shock expansion theory for M > 6 was
effect on the pitching moment, but only second-order to redefine Equation (10) as
effects on axial and normal force. 8 However, one of
the key issues in high-speed vehicles is aerodynamic P = P, - (P, - P 2) TI1  (64)
heating, material selection, and insulation. Any excess
weight can have a strong adverse impact on vehicle with i, being an input parameter chosen by the user. It
performance. Thus, a simple yet accurate method of was found that a value of 77, = 0 gave slightly better
estimating vehicle surface temperature (inviscid) for use pressure predictions for slightly blunt configurations,
in heat transfer analysis is needed. whereas a value of 7, = 1 gave better accuracy where

bluntness was large. Thus, final implementation of
Figure 5-1"6 is an illustration of the importance of real SOSET in AP93 is Equation (64), with ih as an input,
gas effects. It plots the static temperature behind a p the real-gas tangent cone pressure, and P2 the real-
normal shock for both perfect and real gases at an gas value of pressure computed from a Prandtl-Meyer
altitude of 170,000 ft. At this altitude, the speed of expansion.
sound is approximately 1100 ft/sec and the freestream e
air temperature is approximately 283°K. The normal To compute inviscid temperatures (and other properties)
shock would occur in the vicinity immediately ahead of along the surface of a pointed or blunt body, the
the blunted portion of a seeker or the missile nose. constancy of entropy along the surface for perfect,
Note that the temperatures of interest to tactical frozen, or equilibrium chemically reacting flows is
weapons aerodynamicists can be very high, for high used. Knowing the value of entropy and pressure from
Mach number conditions assuming a perfect gas. Also the pointed cone solution29 or the normal shock solution
shown on the figure are the real gas results. 29 Note, in for a blunt body,32 one can then use the thermofit
particular, the plot of TR/Tp, the ratio of the real gas to equations of Tannehill and Mugge31 and Srinivasen, et
perfect gas temperature. For Mach numbers of 6 or al.,32 to determine other properties, i.e.,
less, this ratio is unity or near unity. This is the reason
that aerodynamic computations below M_ = 6 could T = T(p,S)
neglect real gas effects with little error. However, as
M_ goes above M. = 6, the error in temperature using p p(p,S)(
the perfect gas assumption becomes increasingly large. (65)
This is of particular importance to materials and a a(p,S)
structures engineers designing the system to withstand
these temperatures. Also shown in Figure 5-1 is the e =ep,S)

melting point of typical structural materials used in
present-day missile design. The actual-use temperature The remaining properties at the body surface can be
is less than the melting-point temperature. For missiles found from standard thermodynamic relationships, i.e.,
that fly at any appreciable time above the maximum-use
temperature of a given material, some form of active
cooling or insulation would be required. This means
additional dead weight and, hence, less performance for
the missile. It is therefore obvious that a reasonably
accurate estimate of temperature is essential for the
design of the seeker and the structure of the weapon.
To meet the need for a fairly accurate method of
predicting surface temperature, SOSET was extended to
include real gas effects. In so doing, new approximate
methods were developed for angle of attack pressure
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h = e + p/p C,(acs) = CP,, -(2a)sin(20)cos((ý) +

H0 = (YR T = constant (Fcos2O)i 2 + (70)

y- 1 ]"(4/3 sin(20) cos(4ý)) m'

V = 2(H;) (66) where

M= V/a F = (2 - -)(1 - tan20) - (2 + -)sin 24

y a-p

p and

Z= P CX4) - (2a)sin(20)cos(l) (71)
.pRT 3

In the process of computing surface properties, three Equation (70) is used for pointed body configurations,
new pressure prediction methods were derived. The as well as for blunt body configurations in the

first of these was to give an improved pressure windward plane area (600 <( P 180c). Equation (71)

coefficient prediction on the blunt nose of a missile is used in the leeward plane (0 _ 60') for

configuration over that provided by the MNT. If the configurations with blunt noses. In Equation (70),
pressure coefficient of MNT is defined as (Cp)o = 0 is the pressure coefficient at a = 0, which

comes from Equation (64). Figure 5-3 is an example of
(Cp)MUN = Cpsin26q (67) the application of Equation (70) to a cone along with

the associated inviscid surface temperatures. The

then the nose pressure on the blunt nose part of a approximate results are close to the exact cone

missile is given by solution

C- = (CC),NT -AC, (68) Figure 5-4 presents the comparison of the present
methodology for predicting inviscid surface
temperatures on a 20-percent blunt cone at a = 10 deg

ACP of equation (68) is defined by and M.0 = 15. These results are compared to a full
numerical solution of the Euler equations (ZEUS)'5 for

•- kcos" (6eq) [cos ~eq - eos( eq),,] (69) both perfect and real gases. The real-gas temperatures
are substantially lower than the perfect-gas results and

where (6 eq), = 25.95 deg, m = 2.78, and also agree with the full Euler solution except in the
vicinity of the overexpansion region past the blunt tip.

2 1.124 it2 Figure 5-4 uses most of the theory developed for the
k = 2.416C,° + 4.60 1507q C approximate methodology in Equations (64) through

(71), along with thc assumptions used in computing

Figure 5-2 shows the results of the Improved Modified temperature.

Newtonian theory (IMNT) of Equations (68) and (69), 5.2 Aeroheating 36

compared to Equation (67) alone, and a full numerical The AP93 methodology computes boundary layer
solution of the Euler equations33 for a hemispherical heating information in the form of a heat transfer rate,
forebody at M. = 10, The IMNT gives up to 7 q, ; a heat transfer coefficient, H; and a recovery
percent improvement in pressure compared to the temperature (adiabatic wall temperature), Ta, at each
MNT. Even past the match point (6eq < 25.95 deg), computational point.36 These variables are related as
the IMNT gives good agreement with the numerical shown in Equation (72).
solution down to 5eq values of 10 deg. This level of
accuracy in pressure prediction will also translate into H qv (72)
more accurate drag computations, particular on bodies T T - TW
with large bluntness.

The other two pressure prediction formulas have to do Tw is the wall temperature. For high-temperature
with calculating the pressure on a point behind the blunt flows, the heat transfer coefficient is often expressed in
nose portion of the body but at an angle of attack. terms of enthalpies.
These are H1 = (73)

h~ h
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At temperatures above about 1500'R, Equation (73) is where A is the leading edge sweep angle and dV\Idx is
the more rigorously correct of the two. The heat the stagnation line velocity gradient derived from
transfer is normalized as shown in Equations (72) and Newtonian theory, assuming, a cylindrical leading edge.
(73) because the coefficients H and H] remain fairly For turbulent flow,
constant over a wide range of wall temperatures, even
though the actual heat transfer rate, 4,, may vary qW, = l'04pr-0'6_(P*P+)°'•
significantly. Thus, since T,, and kh. are not functions (IL)o-6

of wall temperature, once a heating computation is (76)
performed for a given Mach number/altitude 0o
combination, it need not be repeated simply because of (VmsinA)-6 (hew-h)
changes in wall conditions. This weak coupling greatly (s
simplifies the problem of tracking the time-dependent
thermal response of a surface exposed to boundary layer where VP is the flow velocity parallel to the leading
heating. The aerodynamic solution may be obtained edge stagnation line and the (*) superscript denotes
first with a code such as AP93, and the results stored in evaluation at a reference enthalpy given by4"
tabular form as functionsdf Mach number, altitude, and h*=0.5(hý+h)+0.22(haw-h) (77)
angle of attack. This information can then be accessed
by an independent algorithm to compute the time-
varying heat transfer fates and the resulting integrated The (e) subscript denotes evaluation at the boundary
surface temperature history along any given trajectory layer edge. The laminar or turbillent status of the flow
that lies within the limits of the data matrix, is determined by comparison of the Reynolds number,

based on the leading edge diameter, to user-specified
The only departure from the use of true inviscid surface upper and lower limits. If Re, is below the lower
conditions as boundary layer edge properties occurs in limit, laminar values are used. If ReD is above the
the case of blunt bodies. The curvature of the detached upper limit, fully turbulent flow is assumed. For
bow shocks associated with these configurations creates intermediate values of ReD , a linear combination of
an entropy layer near the body surface. The inviscid laminar and turbulent values is computed.
solution would give a uniform boundary layer, edge
entropy over the entire body equal to that behind a For points on the body, the Eckert reference enthalpy
normal shock at the free-stream Mach number, since flat plate formulation is used.4" For laminar flow,
this is the entropy along the inviscid streamline that
wets the body surface. In reality, because of the finite
thickness of the boundary layer, the true edge entropy 4W, 8.332(Pr)
is that which exists at some point in the entropy layer Re* (78)
located at a distance above the surface equal to the local N,
boundary layer thickness. This entropy value is
determined by an iterative mass balance technique. and for the turbulent ease,

Once appropriate boundary layer edge conditions are *V,
determined, a series of specialized analytical relations 4W,[ = 0.185(Pr')-°• 7

are used to determine the aerodynamic heating at Re 2.584 (79)
various locations. At the nose tip stagnation point, a
simplified version of the Fay-Riddell formula gives N

,O.763Pr-0 6 PoV o N, and N, are transformation factors that allow for the

(74) approximation of three-dimensional (3-D) effects. They
dV are equal to three and two, respectively. The laminar
-dx -(ha,-) or turbulent flow character, is determined as before by

comparing the local Reynolds number, based on
The stagnation point velocity gradient, dV,/dx, is boundary layer running length, to user-specified upper
determined from the Newtonian theory, assuming a and lower limits.
spherical nose tip. At the nose tip, the flow will always
be laminar. Heating rates on the Surfaces of wings, fins, or canards

are determined by using Equations (78) and (79) but in
If control surfaces are present, the viscous heating this case, N, and N, are both equal to one because of
along their leading edge stagnation lines is determined the two-dimensional (2-D) nature of the flow. The
by the Beckwith and Gallagher swept-cylinder degree of turbulence is determined in the same manner
relations3" modified to include real-gas effects." For as for the body.
the laminar case, An example of the new aeroheating method is given in

= 0.57Pr-' 6 p0o 0  Figure 5-5. Figure 5-5 shows the heat transfer rate on
a 15 degree half angle cone with a nose radius of 1.1

dV (75) inches as a function of distance along the axis of
,•_ , -h,,)(cosA)1 ' symmetry. Conditions considered are M. = 10.6 and

Vdx angle of attack 10 degrees. Comparisons are made with
a more complicated approximate technique 42 that uses
streamline tracking combined with the axisymetric
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TABLE 5-1. CONFIGURATION INDEX

t/c x/c 3
Config

Fins (M-. = 2.0) (M- Ž_ 2.5)
Off 0.05 0.10 0.15 0 1.0 2.0 0 10 20

1 X Sweep Sweep

2 X X X 0,5,10 0

3 X X X 0,5,10 0

4 X X X 0,5,10 0

5 X X X 0,5,10 0

6 X X X 0,5,10 0

7 X X X 0,5,10 0

8 X X X 0,5,10 0

9 X X X 0,5,10 0

10 X X X 0,5,10 0

11 X X X 0,5,10 0

12 X X X 0,5,10 0

13 X X X 0,5,10 0

14 X X X 0,5,10 0

15 X X X 0,5,10 0

16 X X X 015,10 No data
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analog to model 3-D effects. Experimental data are At this point, it is worth noting that, while the databases
also shown43 along with the results from the of Moore, et al., and Butler, et al., helped to improve
MINIVER" code used in a tangent cone mode. AP 93 the estimate of base pressure as a function of Mach
and MINIVER tend to under predict the data by about number and angle of attack for the body alone,1,4s.4 6

10 - 15 percent, a performance that is credible additional data are still needed for a < 15 deg at all
considering the simplified nature of the solution. Note Mach numbers. This need is indicated by the dotted
that the AP 93 gives improved results over MINIVER lines in Figure 5-7, which are extrapolations from data
in the vicinity of the stagnation region due to the more available for a %? 15 deg and engineering judgement.
accurate calculation of entropy at the edge of the This same statement will also be even more true for fin
boundary layer and more accurate real gas properties. effects due to control deflection and angle of attack, as

will be discussed in the following paragraphs.
5.3 Base Drag"'45

The AP81 estimated base drag using a composite of The total body base pressure coefficient for fins located
empirical data for the body alone. Also, an flush with the base is
approximation was made for the effect of angle-of-
attack, fm location, and fin thickness effects as a (P,,CJCo

function of Mach nuhmber based on a limited amount of (81)

data. As a result, a request was made to the National [1+0,01F,] (CPE)._O.O1FS(t/d)

Aeronautics and Space Administration, Langley
Research Center (NASA/LRC) to perform additional where (C,,) , , F2, and F3 come from the AP93
wind tunnel tests, where additional base pressure curve of Figures 5-6, 5-8, and 5-9, respectively.
measurements could be taken to try and quantify the
effects mentioned, plus those due to control deflection. In Figure 5-8, no data were taken for M_ < 2,` " and

none could be found in the literature. Hence, the data
Wilcox was the chief engineer for the tests that were for M_ = 2 are assumed to apply for M . < 2 as well.
conducted and reported."-" Eighty-nine base pressure While this is a big assumption, it is believed to be
taps were placed around a 7.2 caliber, 5-inch diameter better than neglecting the base pressure effect due to
body with a side mounted sting. These taps were control deflection and angle of attack, which other
placed every 22.5 deg in circumferential location and at engineering aerodynamics codes do. It is also worth

several radii from the body centroid toward the outer noting that Figure 5-9 indicates what is intuitively
edge. The configuration matrix of data taken is shown obvious: for small control deflections and angles of
in Table 5-1. The base pressure measured at each of attack, fin thickness effects are important in base
the 89 orifice locations was then averaged over its pressure estimation, whereas for large values of a and
incremental base area to get the average base pressure 6, the additional change in C due to fin thickness is
at each condition, of Table 5-1. Based on these average
base pressure measurements at each test condition, minimal.

changes in base pressure, and hence, base drag because
of a particular physical model change, or flight The final parameter to define the effect on base
condition change could be readily computed by simply pressure is fin location relative to the body base. This

subtracting the two data points, is done through Equation (82), where
S(Cl, (C \ + O.01(ACp\ (82),tc~i

Using the process described, alone with a wind tunnel ,,,/4 -CP-,, (82)

data base not available when AP81 was developed," 6 a
new empirical estimate of base pressure coefficient Here (Cp) vE is the body-alone base pressure

Cp" was derived. This new estimate is shown in coefficient at a given angle of attack given by Equation

Figure 5-6 and compared to the AP81 value of C (80) and (A C , l,xc is the total change due
PB. to the presence of fins at a given a, 6, t/c, and x/c. An

The two curves are similar, with the AP93 slightly
higher than AP81 for M_ < 1.5 and slightly lower example of (A C a,8,t/c~x/c is given in Figure 5-
than AP81 for M_ >_ 3.0. Body-alone angle-of-attack 10 for M,= 2.0 and Ia + 31 = 10 deg. Moore, et

effects on base pressure are then estimated by al., showed other curves for this parameter.' Figure 5-
10 shows that the change in base pressure due to all

(CFP) =(CP,) [l+ 0.01F1 ] (80) variables present varies from that at x/c = 0, where the
NF,• F, a- Ofins dominate to that of the body alone where the fins

Here, (CPB) NF, • comes from Figure 5-6 and F1, have no effect (x/c = 2.5).

the increase due to angle of attack from Figure 5-7. 5.4 Improved Method For Body Alone Normal
Boattail and power-on effects on base drag are Force and Center of Pressure47'"
estimated as present in AP81. The normal-force coefficient of the body alone is

estimated by 4
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The third change made in AP93 was in the center-of-
N�Cý'NL÷CN, (83) pressure location. APS1 used a weighted average of the

normal force center of pressure of the linear term and

where CN is the linear term and CN the nonlinear nonlinear term, where the nonlinear term XP was at
L L

term. The linear term is predicted in AP81 by either the centroid of the planform area in the crossflow plane

SOSET, second-order Van Dyke combined with MNT, and the X,, of the linear term was computed
or empirical depending on the Mach number range.' 6 theoretically or empirically. Both of these values were
The nonlinear term is estimated by the Allen-Perkins held constant as angle of attack increased, the only
viscous crossflow theory. 9 No changes were made in change being from the changing values of the normal-
the linear term of Equation (83) in AP93 from AP81. force terms of Equation (83). In numerical experiments
Three changes in the nonlinear term of Equation (83) using the NASA Tri-Service Missile Data Base, it was
were made for the AP93. found that the assumption of a constant value of center

of pressure with angle of attack was not completely
The nonlinear term of Equation (83) is" correct. It is suspected that as angle of attack

increases, the center of pressure of the linear term of
2 A, (84) Equation (83) changes and can no longer be assumed to

,,L' 1
d o Abe constant. An empirical way to represent this change

with Mach number is given in Figure 5-11C. This

The first change from AP81 is in the value of n. AP81 change is effective for a _ 10 deg. Between a = 0
used an incompressible value of q with no account of and 10 deg, the correction is implemented in a linear

compressibility effects, although compressibility effects fashion between zero at a = 0 to its full value at a =

have been clearly shown.49 The compressibility effect 10 deg.

is shown in Figure 5-1 IA along with the line drawn torepresent the data. This line is defined as Figure 5-12 is an example of the normal-force and
center-of-pressure comparisons of the AP81, AP93,
and experimental data. The data are for a 12.33-caliber

11 f 1.81)M, + T1, for MN :g 1.8 tangent-ogive cylinder configuration with a 3.0-caliber
1.8 (85) nose." The improvements made in AP93 give

significantly better results on both CN and XeP as a
= 1 for MN > 1.8 function of angle of attack.

where 77, is the incompressible value of 7 (MN = 0) 5.5 Wing-Alone Nonlinear Normal Force and Center

used in AP81.' of Pressure
One of the major reasons the AP81 gave poor results at

The second change is in the value of the crossflow a > 10 deg for many missile configurations was the
drag coefficient used. This value was changed to allow failure to include nonlinearities in wing lift. Using
the effect of transition on the body surface to affect the NASA and ONR Data Bases51 ,'-2 a semiempirical

method was developed for the nonlinear wing-alonevalue chosen. This affects the value of Ca,,, for M, nCmlfretrmaaoost tebd-ln
Cd,. normal-force term analogous to the body-alone

values of 0.5 and less. Also, the value of Cjý is Equations (83) and (84).47' The nonlinear term of
slightly lower for 0.6 •< MN <! 2.2 than that used in wing-alone lift, therefore, can be defined as
AP81. This is based on the large NASA Tri-Service
Data Base.' The new value of Cd, used in AP93 is Y = iJAsin2a (87)

given in Figure 5-1 lB. If the flow on the body is a [LA ref)
combination of laminar and turbulent (the case for most
conditions), a value somewhere in betwccn the two Here, aMNe AR, X) is analogous to the TI Cd of the
values on the Figure 5-1 1B curve for MN s• 0.5 will body alone in Equation (84). Since the total wing-alone
be computed. If XL defines the length of laminar flow normal force is known for a given AR. M_, X, and
on the body and XT is the total length, then for MN U a, 51 ,52 and the linear value of lift is known from the 3-D
0.5, thin-wing theory or lifting surface theory from AP81;

the nonlinear normal force of the wing alone is

C = 1.2 - 0.8  (86) C (MN,AR,).) =
XT N1V(88)

Thus, if XL = 0 so flow over the body is fully CN (MN,AR, X) - CNL (MNAR, X)

turbulent, a value of Cd, = 1 . 2 will be computed,

whereas a value of 0.4 will be picked if the flow is Using the data of References 51 and 52, Equation (88)
fully laminar, values were generated and a parameter k. defined as
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constant. As a result of this analysis, a mathematical

k _ CN=(MNAR,) (89) model was derived to define KwW) in terms of its

sin2a slender-body theory value [Kw(Bls]and an empirical
correction derived from several databases. 50 51. 52 This

was generated. Tables of k, for both high and low model given in Figure 5-14 is
Mach numbers are given in Tables 5-2 and 5-3. The
total wing-alone normal force in AP93 is therefore KW(B) = [Kw(B]sB + [AKw(ps]° (111)fo.

CN C, + ksin~A_ (90)
S Aref

The second term of Equation (90) was neglected in Kw(B) = [Kw(B)]s + {[AKtE)].•O÷ dK•)
AP8 1. 

da

The center of pressure of the wing-alone lift was . for a c: a 9aD

assumed to vary quadratically between its linear theory

value at a = 0 to the centroid of the planform area
(adjusted for thickness effects) at a = 60 deg.= + f-dKW(B)
Defining the center of pressure of the wing-alone linear 0( woe)e + AKw(B)]O d

term as A and the center of pressure of the nonlinear /
term as B (both in percent of mean geometric chord), s for a> D

then the center of pressure of the wing lift is 0.5

(92)
A, + - Ia•w [B - A4]

36 w (91) The empirical corrections to Kw,) are also in a form

1 2 that can be defined mathematically as opposed to a table
a5400 [A - B] lookup procedure. These equations for

dKw(•
a,• is the total angle of attack in degrees on the wing. [AKW(B)])o, O ,cc D
Figure 5-13 gives an example of the AP93 methodology da
compared to AP81 and experimental data. This
particular case shows significant improvement in wing- arc as follows:
alone normal force of the AP93 versus AP81 when
compared to the experiment. However, no
improvement in center of pressure is obtained because X [ BLO

= 0 and the centroid of Planform area is the same as
experimental data suggest.

5.6 Wing-Body and Body-Wing Nonlinear [AKW,()L]=O =0.22 for M.:•l.0

Interference Factors Due to Angle of Attack 47,48

The total configuration normal-force coefficient at a
given angle of attack, control deflection and Mach [AKw(B)]_,o=-0.44[M -1.51 for 1.0<M _< 1.5

number is given by Equation (55) repeated here for
convenience: [AKwc]==O for M.>l.5

CN = CNi + [(K KB)+KB(tM)a -(kw B)+kB(R)8 ý(CN,) W(55) (93)

+ I(K 7K KB())a +(k 7B) +k'6(1) TI(Cm.) 7;+C N" +~C N

Moore, ct al., found that the wing-body interference
factor Kw(,, had the qualitative behavior as shown in a[KMR)2 ]da
Figure 5-14."7 At low angles of attack, slender-body
theory appeared to be a good estimate of Kw(B). This (000283M + 0.025)
estimate was adjusted slightly for M_ < 1.5 by an +
amount AKwn). At some angle of attack defined as a,, da

Kws) seemed to decrease in a nearly linear fashion. (94)
The rate of this decrease was a function of Mach
number: the higher the Mach number, the larger the
rate of decrease. At some point defined as aD, the
Kw,) appeared to reach a minimum and remain about
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TABLE 5-2. VALUES OF k, FOR LOW MACH NUMBER

AR •< 0.5; M0 < 4.0

X/M, 0.0 0.5 1.0 1.5 2.0 2.5 3.0 3.5 4,0 4.5

0.0 1.55 1.57 1.60 1.60 1.51 1.25 0.92 0.56 0.29 0.16

0.5 2.84 2.90 2.82 2.30 1.35 1.00 0.80 0.64 0.47 0.33

1.0 2.37 2.45 2.43 2.31 1.50 1.05 0.90 0.75 0.61 0.48

AR < 1 0; M. < 3.5

X/Mc 0.0 0.5 1.0 1.5 2.0 2.5 3.0 3.5 4.0 4.5

0.0 1.32- 1.48 1.46 0.99 0.40 0.22 0.12 0.09 0.09 0.11

0.5 2.44 2.45 1.85 0.70 0.31 0.19 0.20 0.26 0.36 0.43

1.0 I 1.20 1.22 1.10 0.50 0.45 0.50 0.65 0.78 0.88 0.94

AR < 2.0; M_ < 3.5

X/M, 0.0 0.5 1.0 1.5 2.0 2.5 3.0 3.5 4.0 4.5

0.0 -1.80 -1.84 -1.95 -1.50 -0.20 0.00 0.10 0.20 0.25 0.30

0.5 -1.80 -1.84 -1.95 -1.50 -0.20 0.30 0.41 0.60 0.72 0.80

1.0 -1.45 -1.47 -1.35 -0.70 0.20 0.60 0.83 0.98 1.09 1.15

TABLE 5-3. VALUES OF k, FOR HIGH MACH NUMBER

AR _< 0.5; M_ < 4.0

X/ 0.0 0.5 1.0 1.5 2.0 2.5 3.0 3.5 4.0 4.5 5.0 5.5 6.0
M-sin'

0.0 -1.60 -0.98 0.23 0.55 0.71 0.82 0.89 0.92 0.95 0.95 0.95 0.95 0.95

0.5 -0.87 -0.24 0.33 0.60 0.73 0.82 0.89 0.92 0.95 0.95 0.95 0.95 0.95

1.0 -0.31 0.09 0.46 0.68 0.78 0.87 0.91 0.93 0.95 0.95 0.95 0.95 0.95

AR • 1.0; M_ < 3.5

X/ 0.0 0.5 1.0 1.5 2.0 2.5 3.0 3.5 4.0 4.5 5.0 5.5 6.0
M-sin_

0.0 -0.39 -0.39 -0.29 0.06 0.29 0.48 0.60 0.69 0.75 0.81 0.86 0.91 0.94

0.5 0.14 0.17 0.29 0.46 0.63 0.76 0.85 0.90 0.92 0.95 0.95 0.95 0.95

1.0 0.30 0.50 0.86 0.93 0.94 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95

AR _ 2.0: M- < 3.5

X! 0.0 0.5 1.0 1.5 2.0 2.5 3.0 3.5 4.0 4.5 5.0 5.5 6.0
M-sin-

0.0 -0.25 -0.05 0.20 0.50 0.80 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95

0.5 0.02 0.29 0.80 0.98 0.98 0.97 0.97 0.96 0.95 0.95 0.95 0.95 0.95

1.0 0.66 1.02 1.14 1.18 1.15 1.09 1.02 0.96 0.95 0.95 0.95 0.95 0.95
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FIGURE 5-13. WING-ALONE NORMAL-FORCE COEFFICIENT AND CENTER OF PRESSURE
(AR = 0.5, A = 0.0, Mý = 1.6)
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•". .. •'---- A Kj(*) = f (M.)

IKvw(6)J6 =f(Mco.AR)

SEDER'
BODY d[Kw(B)o

THEORY SLOPE=f(M. 0)--

Kw(a)

Io=f(M.,A)

GENERAL EQUATION:

[ ()]=00.5 f ca %

w, ~ ~ B) wB KVB )0"-(.) r 5 for a. so iaD

Kw(B K W M I B + I JAK (,I IWB . - c>G
d a rl r

FIGURE 5-14. QUALITATIVE BEHAVIOR OF WING-BODY INTERFERENCE FACTORS AS A FUNCTION
OF ANGLE OF ATTACK
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FIGURE 5-15. WING-BODY AND BODY-WING INTERFERENCE AS A FUNCTION OF ce
(AR =2.0, X = 0, M_ = 1.2)
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For 0.05 < r/s< 0.25

M•2.0 
Kw() =

aC = 12.5 - 1.06M, - 2.59M2 for AR•0.5 (98b)
W(95) KB(M =

a c = 12.5 - 6.25M for AR= 1.0 [Ko(5)/o[KB 2-[KB(MLi)(rlsO.OS)IO.2

ac = 4.5 + 2.25M - 2.25M2 for ARŽ2.0

For r/s < 0.05
M.>2.0

S_=0 °= [KW(B ; = [KB(R)]SBT (98C)

a In essence, the model represented by Equations (98a)
through (98c) uses the nonlinear interference factors for

S33.3- 8.19M. + 0.82M2 for X 0 r/s values greater than 0.25; they use a blend of
slender-body or linear theory and the nonlinear values

tD = 25.3 - 6.62k, + 0.66MZ for X= 1.0 of interference factors for r/s values between 0.05 and"0.25. They also use the slender-body or linear theory

"aD = [a ]•1.o + l.(a o) 0=o - (aD)•=.o] for 0<X.<1.0 values for r/s values less than 0.05. Hence, when the
body vanishes (r/s = 0), the wing-alone solution will be

(96) automatically recovered in a smoother and more
accurate way.

The semiempirical model for KB(v) was also defined in
terms of its slender body or linear theory value, plus a Figure 5-15 is an example of the normal force on the
correction due to nonlinearities associated with angle of wing in the presence of the body and the normal force
attack. The mathematical model for KB(w) was defined on the body in the presence of the wing using AP93
as 109 theory, the AP81 theory, and compared to experimental

data. Note that
-LT C_15 =CK,

r/sK_ +7 1} C, C,,KB() (99)

- [AKBg.= +N 'Cl I0.-5 d

Hence, Figure 5-15 is actually a representation of the
Unfortunately, a mathematical model for [AK,3(,)I, 0  normal-force coefficient on the wing and additional
and d[K(w)]i/da was difficult to define because of the normal force on the body due to the wing. Thus,
variability of the constants as a function of the Equation (99) is a representation of the accuracy of not
parameters of interest. As a result, a three-parameter only Kw(B) and K,(w), but CNV in conjunction with the
table lookup for these two parameters is used in AP93 interference factors. This is a more true indication of
based on the data in Table 5-4. The parameters in the the accuracy of the code because there are actually two
table lookup include M., X, and AR. Linear of the component force terms that make up Equation
interpolation is used. (39). As seen in Figure 5-15, the AP93 methodology is

superior to the AP81 theory as angle of attack
Examining cases where r/s is small, it was found that at increases.
high angles of attack, the wing-alone solution was not
recovered properly through the process, Equations (92) The center of pressure of the new value of normal force
and (97). To remedy this situation, the AP93 nonlinear of the wing in the presence of the body estimated by
interference factors were blended into those predicted Equation (92) is assumed to remain at the values of the
by slender-body or linear theory as rls became small. wing-alone solution of AP93 given by Equation (91).
The specific equations used to do this are The center of pressure of the additional lift on the body

due to the presence of the wing is estimated using the
For r/s >__ 0.25 AP81 method, which is either slender-body or

KW(B) = fKw(B)Lp] linearized theory. These values are modified for short

"(98a) afterbodies.
2

KB(1) = [K B(M14,9
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TABLE 5-4, DATA FOR BODY-WING NONLINEAR SEMIEMPIRICAL INTERFERENCE MODEL

Data for AKBw)] 0-o

Mach Number

Aspect Taper
Ratio Ratio < 0.6 0.8 1.2 1.5 2.0 2.5 3.0 3.5

4.5

0, 0.5,

• 0.25 1,.0 -0.1 -0.1 0.5 0.6 0.7 0.8 0.7 0.5 0.3

0.5 0.5 -0.28 -0.1 0.13 0.11 0.05 -0.02 -0.06 0 0

1.0 0.5 -0.26 -0.2 0.15 0.21 0.15 0 0 0 0

- 2.0 0.5 -0.13 -0.04 0.12 0.43 -0.16 0 0.37 -0.08 -0.16

0.5 0 -0.3 -0.06 0.26 0.28 0.17 0.12 0.14 0 0

Ž 2.0 0 -0.2 -0.1 0.12 0.52 0.12 0.15 0.22 -0.06 -0.22

0.5 1.0 -0.16 0.08 0.26 0.14 -0.12 0 -0.05 -0.10 0

__Ž 2.0 1.0 -0.2 -0.1 0.12 0.45 -0.02 0.11 0.28 -0.17 -0.3

Data for d[KB,)]/da

Mach Number

Aspect Taper
Ratio Ratio < 0.6 0.8 1.2 1.5 2.0 2.5 3.0 3.5 >__

4.5

0, 0.5

< 0.25 1.0 0.018 0.013 -0.010 -0.023 -0.013 -0.022 -0.031 -0.025 -0.031

0.5 0.5 0.019 0.010 -0.008. -0.010 -0.013 -0.013 -0.013 -0.012 -0.012

1.0 0.5 0.013 0.010 -0.007 -0.013 -0.020 -0.017 -0.012 -0.012 -0.012

Ž 2.0 0.5 0.010 0.011 0 -0.013 -0.010 -0.017 -0.040 -0.012 -0.012

0.5 0 0.033 0.022 0 -0.007 -0.010 -0.008 -0.014 -0.012 -0.012

> 2.0 0 0.010 0.010 -0.007 -0.020 -0.011 -0.020 -0.023 -0.012 -0.012

0.5 1.0 0.019 0 -0.019 -0.010 -0.007 -0.013 -0.014 -0.012 -0.012

> 2.0 1.0 0.010 0.01 -0.007 -0.017 0 -0.017 -0.026 -0.012 -0.012
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In exercising the AP93 on missile configurations in the Referring to Equation (55), the vortex normal-force
transonic speed regime (0.6 :5 M •< 2.0), it was found coefficient on the tail is'
that some of the nonlinear lift associated with small
aspect ratio fins (AR < 1.4) was lost due to shock- F (CN.) ýCN. ) T[KWB) sin + Fkwto sin 8 w]i(sT- rT)Aw
wave formation. An empirical approach in the AP81 CN7) 2in(AR) r(fw rw)A,•,
accounted for a certain amount of linear lift loss. This
appeared to be satisfactory for the larger aspect ratio (101)
fins, where the nonlinear normal-force term with angle
of attack was negative. However, when the fins have a Equation (101) has a factor F that multiplies the term
positive nonlinear normal force due to angle of attack, due to control deflection in the wing-tail vortex lift.
some of this force appears to be lost with shock waves. This factor is needed in addition to the nonlinearity for
This loss was estimated empirically as a function of kw,(), partly because the negative afterbody lift due to
Mach number and angle of attack for a wing that had control deflection is not presently modeled in either
an area-to-body reference area. of about one. These AP81 or AP93. This term is defined by Equation (63).
data for ACN losses due to compressibility effects are
given in Table 5-5. A two parameter linear The main reason this term was not included in the
interpolation is made from Table 5-5 for a given M*. AP81 code was that it required an estimate of fT, which
and a to compute ACN. ACN is further degraded for is the position of the canard shed vortex at the tail.
taper ratio for values of X < 0.5. The specific Also, Nielsen, et al., indicated that this term was
equations for AC, are generally much smaller than that computed by Equation

(101).12 To account for this term, a vortex tracking
A w for 0.5 algorithm or an empirical correction to the term in

A B(W = -(A CN) Aref Equation (101) is needed. For angles of attack much
greater than 25 or 30 deg, a vortex tracking algorithm

(A (. may be needed. However, up to a of about 30 deg, a
AC = -(AC, A W) A for 0.1 : A •0.5 (100) nonlinear model of interference effects resulting from

control deflection was developed by defining kwB) as a

S"-f function of angle of attack and Mach number and F as a
AC -0. 2 ACN A for X •0.1 function of Mach number and angle of attack.

A ref
Using the work of Nielsen, et al., McKinney, and
Smith, et al., for low Mach number, 52'13, 54 a

5.7 Nonlinear Wing-Body Interference Factor Due semiempirical nonlinear model for kw() and the
to Control Deflection8  parameter F were derived from numerical experiments.

Initially, it was planned to use slender-body theory for The mathematical model for kw(R, is based on slender-
the interference factors kw(B, and kBv), as currently body theory similar to kw(n) and ks(w) and modified for
done in AP81. This plan was based on results angle of attack or control deflection. In general, it was
comparing computations (using Equations (55) where found that
all the nonlinearities are included) with experimental
data at 6 = 0 for both body-tail and wing-body-tail or kw(B) = Cl(M)[kw(B)k,, + C2(1a °WIM-) (102)
dorsal-body-tail configurations." These comparisons F102)
were good and seemed to indicate that new technology F C3(M, I • wI)
was superior to existing engineering approaches.
However, when results were examined for More specifically, kw(B), C1, C, and F are defined in
configurations that had control deflections on either the Figure 5-16 for Mach numbers where data are
aft or forward lifting surface, they were found to be not available. For Mach numbers less than 0.8 and greater
as good as desired. This led to the conclusion that than 4.6, the equations derived for those conditions
nonlinear interference factors, due to control deflection, have been used. The current method for using the
were also required to improve the performance of AP93 empirical estimate for kw(,) from Figure 5-16 is to
when compared to experimental data. linearly interpolate between Mach numbers for a given

value of ce, 6, and M,.
The approach taken was to use the AP93 with the non-
linearities of wing-alone, wing-body, and body-wing The model in Figure 5-16 has a lot of similarities to the
interference effects due to angle of attack included, use nonlinear Kw(,) model already discussed: at low angle
the slender-body estimates of kw(,) and k,(,) for control of attack, slender-body theory gives a reasonable
deflection, and derive empirical modifications to kw(B) estimate of kw(B)- Howcver, as angle of attack
based on numerical experiments compared to actual increases, kw(B) decreases up to low supersonic Mach
missile data. Because kw(,) appears in the vortex lift on numbers. For higher supersonic Mach numbers, k,(5,
the tail due to canard or wing shed vortices, the actually increases at higher angles of attack, presumably
numerical experiments were conducted with canard due to compressibility effects. Also, for low angles of
body-tail configurations.



2-52

M s.8

If Icwl s 24.0 -, kMB) = 1.4[kw()]SB
If IxlI > 24.0 -- kw(B) = 1.4 [.000794 IXwl - .09331i-,l + 2.71]
F= 1.1

M= 1.1

If I(wI - 15.0 -- kw(B) = 1.3[kw lsi
If IXwl I> 15.0 - kw(8) 1.3 (.00 8 7 lawl 2 -- .08251wl +1.981
F= 1.1

M= 1.5

If I(XI 5 10.0 - kw(B) = .9[kw(S)ISB
If lm,1 > 10.0 , kw(B) = .9[kw(B)JSB - .015[Ixwl - 10.0]
If IX~ l i5 20.0 -- F = .8
If Icxwl > 20.0-- F .8 + .10[II - 20.01

M=2.0

If lc(wl -5 10.0 - kw(B) = .9[kw(B)ISB
If lcwl > 10.0 - kw(B) = .9 [kw(B)]SB -0.05[1=wl- 10.01
If lowl - 20.0 - F = .8
If I wl > 20.0---F = .8 + .17[1owl - 20.0]

M=2.3

If Iawl S 20.0 -* kw(B) = .9[kw(B)]SB
If locwl > 20.0 - kw(B) = .9[kw(g)]SB - .00S!O5lwl - 20.01
if Iwl s 30.0- F= .9
If Icwl > 30.0 -- F = .9 + .15[lcxwl - 30.01

M=2.87

If I <_I S 20.0 - = .9[kwcs,]se
If I-wl > 20.0 kw(s) = .9[kw(B)JSB - .005[Ixwl - 20.0]
If aIwl - 30.0 -- F = .9
If lawl > 30.0 -- F = .9 + .17[1ocwI - 30.0]

M=3.95

kw(B) = -8[kw(B)]SB
If lawl 5- 40.0 -- F = 0.9
If Icwl > 40.0 F = 0.9 + .4[°cwl - 40.01

M 4.6

If I°wl -< 20.0 - kw(B) = 0.75[kw(B)SB
If Icwl > 20.0 kw(B) = 0.7 5[kw(B)]sB + .01[lccw" 20.0]
If I0owl S 35.0 -F = .9
If Icwl > 35.0 - F = .9 + .3[ix•w - 35.0]

where ax = + h

FIGURE 5-16. NONLINEAR WING-BODY INTERFERENCE MODEL DUE TO CONTROL DEFLECTION
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TABLE 5-5. LOSS OF WING NONLINEAR NORMAL FORCE DUE TO
SHOCK-WAVE EFFECTS IN TRANSONIC FLOW

I a + 5 I, deg

M_ 0 5 10 15 20 25 30 35 >40

< 0.4 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

0.6 0.0000 0.0000 0.0000 0.0000 -0.0220 -0.2060 -0.6890 -0.9500 -1.300

0.8 0.0000 0.0000 0.0000 0.0000 -0.0531 -0.2200 -0.7100 -1.010 -1.400

1.2 0.0000 0.0000 -0.0093 -0.0293 -0.1651 -. 04167 -0.7629 -1.070 -1.500

1.5 0.0000 0.0000 -0.0653 -0.1111 -0.1556 -0.4444 -0.7000 -1.070 -1.500

2.0 0.0000 0.0000 -0.0076 -0.0376 -0.1502 -0.1142 -0.0951 -0,0700 -0.0500

Žt2.5 0.0000 0.0000 0.0000 0.000 0.0000 0.0000 0.0000 0.0000 0.00J00

TABLE 6-1. AP93 METHODS FOR BODY-ALONE AERODYNAMICS

Component/Mach Subsonic Transonic Low Supersonic High Supersonic Hypersonic
Number Region M_ < 0.8 0.8 •5 M_ < 1.2 1.2 •__ M, -< 2.4 2.4 < M __ 6.0 M. > 6.0

Nose Wave Drag Semiempirical Second-Order SOSET plus EINT SOSET plus
based on Euler Van Dyke plus IMNT Modified
Solutions MNT for Real Gases

Boattail or Flare Wu and Aoyoma Second-Order SOSET SOSET for Real
Wave Drag Van Dyke Gases

Skin Friction Drag Van Driest II

Base Drag Improved Empirical Method

Aeroheating SOSET plus
Information IMNT for Real

Gases

Inviscid Lift and Empirical Semiempirical Tsien First-Order SOSET SOSET for Real
Pitching Moment based on Euler Crossflow Gases

Solutions

Viscous Lift and Improved Allen and Perkins Crossflow
Pitch Moment
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attack, a value of F near one is found for the vortex lift shown has a three-caliber tangent ogive nose with total
model, indicating again reasonable accuracy of the length of 12.33 calibers with aspect ratio 2.0 tails and
theory in reference 25. However, as angle of attack is 0.1 dorsals. Mach numbers of 4.5 and 10 are
increased, F increases above one for many Mach considered and comparisons are made with ZEUS code.

numbers. That is, Equation (101) gives values of CN,, Results of these comparisons in terms of normal force
oof a forward s coefficient and center of pressure as a function of angle

too small due to control deflection ofafradsurface. ofatcarshwinFge6-1.Ctrofpsue
As already mentioned, this is most probably due to the of attack are shown in Figure 6-lB. Center of pressureEquaion 63), results show the AP93 within two percent of the body
neglect of the effect on the afterbody Equationlength compared to the ZEUS computations at all angles
which accounts for a greater percentage of the afterbody of attack considered. On the other hand, the AP81
effect compared to the Equation (101) results, as angle center of pressure results differ by as much as 8 percent

of body length from the ZEUS code. Examining

6.0 SUMMARY OF METHODS IN 1993 VERSION normal force coefficient comparisons, it is seen that at

OF NSWCDD AEROPREDICTION CODE Mach 4.5 AP93 is within 5 percent of ZEUS code,

(AP93) AND COMPARISON WITH whereas AP81 results are low as much as 30 percent

EXPERIMENT, 47 due to omission of nonlinear wing-alone and
interference lift. At M = 10, the normal force of

The methods used for computing forces and moments in AP93 is within 13 percent of the ZEUS code, whereas

the AP93 are summarized in Tables 6-1, 6-2, and 6-3. AP81 results are off by as much as 40 percent.

Note that the code can now be useful for computing The second configuration, Figure 6-2A, is taken from

aerothermal information as well as forces and moments. Howard and Dunn.' The dorsals have an aspect ratio
This means the code now has five uses: of 0.12 and tail surfaces have an aspect ratio of 4. The

a. Providing inputs to flight dynamics models aeroprediction code will not handle the configuration as

that estimate range or miss distance shown at the top of Figure 6-2A. Experience has
shown it necessary to keep the lifting surface area,

b. Assessing static stability of various missile centroid of area, span, taper ratio, and aspect ratio the

configurations same in the configuration modification process. This
means the tip and root chord of the dorsal and tail

c. Assessing various design parameters in terms surfaces had to be adjusted with these constraints in

of optimizing the configuration mind. The new adjusted configuration is shown at the
bottom of Figure 6-2A. Hence, this configuration has

d. Assessing structural integrity using the loads all parameters outside the empirical data base for use in

portion of the code the AP93 including Mach number, aspect ratio, body
configuration, and r / s.

e. Assessing aerothermal aspects of a designusing heat transfer coefficients at high Mach Howard and Dunn showed only normal force coefficient
numbers. results for the body-tail and body-dorsal-tail

configurations at M = 0 .1.51 Results of the AP81,
A nTables 6-1, 6-2, and 6-3, there are any AP93, and Missile DATCOM are shown in Figure 6-2BAs seen in compared6to1xperimentnfr6both therody-tailaan

methods that go into the overall makeup of a component compared to experiment for both the body-tail and

build up code, such as the APC. The past 20 years body-dorsal-tail configurations. For the wing-body

have shown that this type of code can be quite useful case, the AP93, and Missile DATCOM produce almost

when used in preliminary or conceptual design studies identical results; both show higher C, values than

to provide down selection on many configuration experiment, particularly at low angles of attack. It is

alternatives in a fairly accurate and cost-effective not clear why this discrepancy exists. The AP81

manner. Most of the methods listed in the tables have results, which have the older values of Cd, and no

been briefly summarized in sections of the report. nonlinear wing lift, show even higher results than either
the AP93 or Missile DATCOM.

Several different complete missile configurations have
been considered in the validation of the AP93 code The body-dorsal-tail configuration results of Figure 6-
bencomp red toexperimenthalidataion Asample of sederl 2B show that the AP93 is clearly superior to both the
comparedtl AP8 and Missile DATCOM. Normal force errors of
of the flight conditions on a few of the configurations the AP93 are less than 5 percent at all conditions,
considered will be given here. Also, there will be
comparisons with AP81 or other SOTA aeroprediction whereas errors of the AP81 and Missile DATCOM are

codes when such results are available in the literature, as high as 40 and 50 percent, respectively. The

Funds were not available to do a thorough comparison, fundamental reason for the AP93 success is the
nonlinear wing-alone normal force and interference

The first case for comparison of the AP93 and AP8I is factor methodology. At ca = 30c, the body-dorsal

the configuration shown in Figure 6-1A. The body and dorsal-body contributes about 2/ of the total
configuration normal force.
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TABLE 6-2. AP93 METHODS FOR WING-ALONE AND INTERFERENCE AERODYNAMICS

Component/Mach Subsonic Transonic 0.8 Low Supersonic High Supersonic Hypersonic
Number Region M, < 0.8 _M < 1.2 1.2 • M_ 2.4 < M. _< 6.0 M- > 6.0

2.4

Wave Drag Empirical Linear Theory Sock Expansion SE plus MNT
plus MNT (SE) plus MNT for Real Gases

Along Strips Along Strips

Skin Friction Drag Van Driest II

Trailing Edge Separation Empirical
Drag

Body Base Pressure Improved Empirical
Caused by Tail Fins

Inviscid Lift and Pitching Lifting
Moment Surface 3DTWT or
-Linear Theory Empirical 3DTWT 3DTWT or SE SE
-Nonlinear Empirical Empirical Empirical Empirical Empirical

Wing-Body, Body-Wing
Interference
-Linear Slender-Body Theory or Linear Theory Modified for Short Afterbodies
-Nonlinear Empirical

Wing-Body Interference
due to 3
-Linear Slender-Body Theory
-Nonlinear Empirical

Wing Tail Interference Line Vortex Theory with Empirical Modifications for kw(B) Term and Nonlinearities

Aeroheating None Present SE plus MNT
for Real Gases

TABLE 6-3. AP93 METHODS FOR DYNAMIC DERIVATIVES

Component/Mach Subsonic Transonic Low Supersonic High Supersonic Hypersonic
Number Region Mý < 0.8 0.8 < M < 1.2 1.2 !5 M • _5 2.41 2.4 < M _ 6.0 M- > 6.0

Body Alone Empirical

Wing and Interference Lifting Empirical Linear Thin Wing Linear Thin Wing Theory or Strip
Roll Damping Moment Surface Theory Theory

Theory _

Wing Magnus Moment Assumed Zero

Wing and Interference Lifting Empirical Linear Thin Wing Linear Thin Wing Theory or Strip
Pitch Damping Surface Theory Theory
Moment Theory
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FIGURE 6-1A. BODY-DORSAL-TAIL CONFIGURATION USED FOR
COMPARING ZEUS, IAP, AND OAP COMPUTATIONS
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FIGURE 6-lB. COMPARISON OF PRESENT NORMAL FORCE COEFFICIENT AND CENTER OF

PRESSURE COMPUTATIONS WITH THE ZEUS CODE FOR THE DORSAL-BODY-TAIL
CONFIGURATION OF FIGURE 6-2A.
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30I 1.880

4.00,,3.00,15.350

CONFIGURATION TESTED IN WIND TUNNEL (FROM
REFERENCE 29 WHERE DIMENSIONS ARE IN INCH ES)

-- 4.000 -- 5.02 12.14- .2

MODIFIED CONFIGURATION USED IN AEROPREDICTION COMPUTATIONS

PARAMETERSFQR BOTH MODELS

(ARh-=4.0 bt = 3.76 inl. INT =.16 (ALET = 240 AT= 3.54 jn.2

(AR)D=.12 bD =1.32 in. ND=. 7 7  (ALE)D =60' AD= 14.2 jfl.2

FIGURE 6-2A. CONFIGURATION USED FOR COMPARISON WITH MISSILE DATCOM
AND EXPERIMENT
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FIGURE 6-2B. COMPARISON OF PRESENT NORMAL FORCE COEFFICIENT WITH THAT
PREDICTED BY MISSILE DATCOM AND EXPERIMENT FOR CONFIGURATION OF FIGURE 6-2A



2-59

_ _-_-._ _-6=i
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DORSAL, Do TAIL, To
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I-i
-,+ •. 2 -, .*- .25

SECTION A - A SECTION B - B

FIGURE 6-3A. DORSAL-BODY-TAIL CONFIGURATION USED FOR COMPARING

MISSILE 3, AP93, AND AP81 COMPUTATIONS
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The third configuration for validation of the new results up to moderate angles of attack. However,
semiempirical methodology is shown in Figure 6-3A. when nonlinearities are present, the AP93 shows
This configuration also differs substantially from the significant improvement. This improvement is the
geometry characteristics from which the new greatest on the Figure 6-4A configuration at low Mach
semiempirical methodology was derived. The body is number because the nonlinear normal-force term on the
21.2 versus 12.33 calibers long with a 2-caliber Von canards is negative, whereas that of the tails is positive.
Karman versus a 3-caliber tangent-ogive nose. The The combination produces a strong couple in terms of
dorsals and tail surfaces have aspect ratios of 0.36 and the pitching moment as evidenced by Figures 6-4A
2.14, respectively, both at the outer edge of the data through 6-41. A good nonlinear capability, such as that
base. present in the AP93, is absolutely essential to get

accurate stability and control information for these
Wind tunnel data exist for both the body-tail and body- cases. Just examining Figure 6-4B, the center of
dorsal-tail configuration for Mach numbers of 2.3 to pressure of the AP81 at a = 20 deg differs from the
4.6 and at several roll orientations.56 Comparisons are experimental data by -9.4 percent of the body length
made at 40 = 00 roll and at Mach numbers of 2.3 and versus 1.3 percent for the AP93.
4.6 for both the body-tail and body-dorsal-tail
configurations. Results of these comparisons are shown A fifth case considered in the validation of the AP93
in Figure 6-3B for the body-tail and Figure 6-3C for the code is a configuration representative of the SPARROW
body-dorsal-tail. The AP93 results are within the missile tested at NASA/LRC.13, " The configuration
expected accuracy bounds on normal force, center of tested and reported by Monta is shown in Figure 6-
pressure, and pitching moment. While AP81 results are 5A.59 The configuration tested by McKinney is just
not shown for clarity, significant improvements in like the one tested by Monta, except it had wiring
normal force for both body-tail and body-dorsal-tail tunnels and wave guides present.53 These appendages
configurations occur with less significant improvements add to the normal force and pitching moment, but were
in center of pressure. As noted in the comparisons, the .not accounted for in the analytical computations that are
AP93 is slightly superior to Missile 357 for most presented in Figure 6-5. The Monta configuration did
pitching moments and the two codes (AP93 and Missile not have these appendages present and was the main set
3) are about equal in normal force prediction. of data used for the nonlinear empirical model

validation. These results are distinguished in Figure 6-
A fourth case considered is the canard-body-tail case 5 by the fact that the cases that had wave guides present
shown in Figure 6-4A.58  The configuration is are indicated.
somewhat of an extreme case for the body-alone
aerodynamics because it is a hundred percent blunt and Results of the AP81 and AP93, compared to the
is about 22.3 calibers long. The configuration tested in experiment for the configuration of Figure 6-5A, are
the wind tunnel has hangers attached to the body for shown in Figure 6-5B through 6-5G. Results are
aircraft carry and launch. However, tests were presented in terms of CN and CM versus angle of attack
conducted with and without the hangers, and the results for various control deflections and Mach numbers. The
showed that CN and CM were unchanged but CA was nonlinear models with and without control deflection
increased with the hangers present. The AP93 and show the AP93 code agreeing much closer to the data at
AP81 theoretical computations are compared to the all Mach numbers than the linearized approaches of
corrected data of Groves and Fournier,5" where the AP81. On the other hand, the fact that the body-alone
hangers have been omitted. Results are given in normal force of AP81 had the nonlinearities included
Figures 644B through 6-41 for Mach numbers of 0.8, makes the comparisons to experimental data better than
2.86, and 4.63 and at canard deflections of 0, 10, and it would be otherwise.
20 deg. Examining Figures 6-4B through 6-41, it is
shown that AP93 gives good agreement with In examing Figure 6-5B, it is seen that both CN and CM
experime~fitl data under almost all conditions. of AP93 agree with the experiment at S= 0 and 6 = 10
Significant improvements of the AP93 over the AP81 deg for M. = 1.5 whereas, C, and CM of the AP81
are seen at the lower Mach numbers and at the higher are both considerably in error as angle of attack
Mach number, higher angle-of-attack conditions, increases above 5 to 10 deg. For M_ = 2.35 (Figure

6-5C), both CN and Cm of AP 93 at 6l= 0 and 20 deg
In analyzing why this improvement occurs at those agree with the data. Again, AP81 yields considerable
conditions, it is noted that the aspect ratio of the tail error at a > 10 deg, although the error is decreasing
surfaces of the configuration of Figure 6-4A is about with increasing Mach number. For M. = 3.95
0.87 and that of the canard is about 1.7. Examining (Figure 6-5C), AP81 gives acceptable results for CN
Tables 6-2 and 6-3, the nonlinearity in wing-alone lift is and CM up to a = 15 to 20 deg and at both 6 = 0 or
small for Mach numbers greater than about 1.5. As 20 deg. The comparison with data gets worse above
normal Mach number increases, [M. sin (a + 5)] and a= 20 deg, whereas AP93 comparisons show good
Mach numbers exceed about 3.5 to 4.0, nonlinearity agreement at all values of a and 6. The same
due to compressibility becomes important. As long as statements basically hold true for the M_ = 4.6
the aerodynamics are fairly linear, the AP81 gives good comparisons (Figure 6-5C).
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STA 0.00 STA 20.41 STA 37.11

.83r 1.72 6.83
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FIGURE 6-4A. CANARD-BODY-TAIL CONFIGURATION USED IN VALIDATION PROCESSm'
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Figures 6-5F and 6-5G show the comparisons of AP81 0 to 300, the reduction in errors of AP93 over AP81 is
and AP93 to the McKinney data,53 which is the same significant. While no equivalent systematic comparison
configuration as that of Figure 6-5A, except that wave with other SOTA codes has been made, the AP93 was
guides and wiring tunnels were attached to the wind superior to other engineering codes at most conditions
tunnel model. As already mentioned, no account was where comparisons were made.
taken for these appendages in the analytical
computations. Note that AP93 agrees much more with 7.0 ACKNOWLEDGEMENTS
the data than AP81 for both M. = 2.3 and 4.6 at all
values of 6. In comparing the wind tunnel data for the Numerous investigators have assisted the author in the
cases with and without appendages, it can be seen that aeroprediction work at NSWCDD over the past 23
the appendages add only a few percent to the years. Many of them are listed in the references.
aerodynamics. These individuals include W. McKerley, Gil Graff, R.

Swanson, L. Devan, L. Mason, J. Sun, M. Armistead,
A sixth and final case used in the validation and S. Rowles, T. Hymer, and R. McInville at NSWCDD.
development of the nonlinear aerodynamics model is Also, contributions have been made by F. De Jamette
shown in Figure 6-6A. Note that in Figure 6-6A, two at N.C. State. Frank Baltakis of Advanced Technology
configurations were actually tested, one that had a full- Associates, Nielsen Engineering and Research, and
tail surface and a second that had a partial cutout Lockheed Missiles and Spacecraft.. Appreciation is
removed.5 4 The AP93 will not handle the partial-wing expressed to each of these individuals or organizations
configuration as it stands, so an engineering model of for their roles.
this wing must be created. Experience has shown that
the lifting surface area, aspect ratio, span, leading edge Those who had the foresight to sponsor the work are
sweep angle, and centroid of the presented area, must not referenced and are also acknowledged. W. Pasiuk
be held constant. The chord is varied so as to meet of the Naval Sea Systems Command was the first
these constraints. Hence, the configuration that individual to sponsor the work. He was joined by the
represents the partial-wing results is the body canard of Naval Air Systems Command, B. Volz and D. Hutchins
Figure 6-6A, plus the AP93 representation of the partial in 1977. A small amount of support was also given by
tail shown in the lower right of Figure 6-6A. the U.S. Army Missile Command, R. Deep; and the

Air Force Armament Lab, D. Daniel. Currently, the
Figures 6-6B through 6-6D present comparisons of work is being supported by the Office of Naval
AP93 with wind tunnel test data. Data were only Research, D. Siegel, through the Surface Launched
available at M. = 0.2; however, this complements the Weapons Technology Program at NSWCDD (R. Staton)
previous data set for the SPARROW missile in the and the Air Launched Weapons Technology Program at
sense that no subsonic data were available for that case. the Naval Weapons Center, (T. Loftus). Other funding
Full-tail and partial-tail results are denoted on the has also been obtained from the NSWCDD Independent
figure. Some results were available from Reference 54 Research Program.
for the Missile Datcom.W These results are also shown
where available.

As seen in the figure, the AP93 gives improved results
for pitching moment and normal force for most
conditions, compared to the Missile Datcom. While
center of pressure is not shown, the AP93 computations
are generally within the goal of + 4 percent of the
body length. For example, at a = 30 deg, 6 = -20
deg, x,, for the data, AP93 and Missile Datcom are
5.39, 4.91, and 3.75 calibers, respectively, with respect
to the moment reference point. This represents errors
of 2.1 and 7.3 percent of the body length, respectively,
for the AP93 and Missile Datcom codes.

Many other cases have also been considered in the
validation of the new AP93 code.', 11 In general, it has
been found that, on average, the AP93 code has
reduced the normal force and center of pressure errors
of the AP81 code by half, and reduced the axial force
errors by about twenty-five percent. There are cases
where AP8t actually does better than AP93. However,
these are quite rare, and in averaging several hundred
data points for various configurations, at various Mach
numbers and, at 5' increments in angle of attack from
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NOTE: ALL DIMENSIONS IN INCHES, FULL SCALE
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FIGURE 6-6A. CANARD-CONTROLLED MISSILE CONFIGURATION

WITH FULL-TAIL, PARTIAL-TAIL, AND AP93 REPRESENTATION
OF PARTIAL TAIL FOR USE IN VALIDATION PROCESS5 4



2-77

LaI ......
a. Z.

.0...... ..... ...................0 . .. . .. . . . ... -- - --- -- -( --- ~ D. .....C

4: -I

..... ...... .. . ) .... ..

cci

CDZ
........

Lo 0 6 u-0 ?W) c y u 1,* 0

NO AD

*0~ .

<:~

700
C. 0lb lb ID 0 lb 0 l

0~L lb 0 lb 0 lb 0 lQ 0t0 '



2-78

_____. _: o 0 0

..... ...

.... .......... I.'- .... . .i.. . ._ .. _ ..... ..... i.... .. ..
C* z

,,Lm~ " . ............... t ... ..'t ......... i....... ........ .°0
..... ........ ... ... .......... ... .. .... . .............-... ....

lzz u

..... .......
...... ... .. ý

a o

: 
... E

----- -.... ................. .C ........ 0 . . ...... .....
0 07

.. ... ..........(• . . . . .. . .. ...: a _ ...... .

. : ........ .0 0(................ .. ".. -... .

0 U) 0 U) 0 U') 0U)ow ~ o

-6 Lý 8 W ! i •C W ;; : ...

- l, (~ ) i ! i <.

NO YYOo

Z07

iLz)
Fr 0 )

S... .. . ... .... .; ..... .. ... .....

CD07

E 0V

............. ..... w a C L -

.......... *. .............. ... ..... 7. t

0 U•1 0 •o -

0) 6 u o ,, ,.

NO i•



2-79

.. .... -..... .... . 0.... . .. .... ....

CL,

0 0)
... .. ... . --- - --- ..... .... OcvV

cc ~
.... . ... .. .... ..

-c
< ~<

io '.D

<<

zo

<0z

NO 0no

00)C . .

w )...... ... .. .......

xY

m C)-

0
CI) CI) 0 CI 0 U 0CD

0 CI)....)......0.....
C,) II - - - In N CI C? 1 0

v~<



2-80

8.0 REFERENCES NSWCDD/TR-93-551, Nov 1991, NSWCDD,
Dahlgren, VA.

1. Moore, F. G., Body Alone Aerodynamics of Guided

and Unguided Projectiles at Subsonic, Transonic, 12. Van Dyke, M. D., First and Second-Order Theory
and Supersonic Mach Numbers, NWL TR-2796, of Supersonic Flow Past Bodies of Revolution,
Nov 1972, NWL, DahIgren, VA. Journal of Aeronautical Sciences, Vol.18, No. 3,

Mar 1951,

2. Moore, F. G., Aerodynamics of Guided and pp.161-179.
Unguided Weapons: Part I-Theory and Application,
NWL TR-3018, Dec 1973, NWL, Dahlgren, VA. 13. Tsien, H. S., Supersonic Flow Over an Inclined

Body of Revolution, Journal of Aeronautical
3. Moore, F. G. and McKerley, W. C., Aerodynamics Sciences, Vol. 5, No. 12, Oct 1938, pp. 480-483.

of Guided and Unguided Weapons: Part 11-

Computer Program and User Guide, NWL TR- 14. Syvertson, C. A. and Dennis, D. H., A Second-

3036, Jan 1974, NWL, DahIgren. Order Shock-Expansion Method Applicable to
Bodies of Revolution Near Zero Lift, NACA TR

4. Moore, F. G. and Swanson, R. C., Aerodynamics 1323, 1957.
of Tactical Weapons to Mach Number 3 and Angle
of Attack 15 Degrees: Part I-Theory and 15. Eggers, A. J.; Syvertson, C. A.; and Kraus, S.; A

Application, NSWCDL TR-3584, Feb 1977, Study of Inviscid Flow about Airfoils at High

NSWCDL, Dahlgren VA. Supersonic Speeds, NACA Report 1123, 1953.

5. Swanson, R. C. and Moore, F. G., Aerodynamics 16. Leis, L., "Hypersonic Flow," Inst. Aero. Science,

of Tactical Weapons to Mach Number 3 and Angle preprint No. 554, 1955.
of Attack 15 Degrees: Part lI-Computer Program

and Usage, NSWCDL TR-3600, Mar 1977, 17. Jackson, C. M., Jr.; Sawyer, W. C.; Smith, R.

NSWCDL, Dahlgren VA. S., A Method for Determining Surface Pressures
on Blunt Bodies of Revolution at Small Angles of

6. Devan, L., Aerodynamics of Tactical Weapons to Attack in Supersonic Flow, NASA TN D-4865,
Mach Number 8 and Angle of Attack 1800: Part 1, Nov 1968.
Theory and Application, NSWC TR 80-346, Oct
1980, NSWC, Dahlgren, VA. 18. De Jarnette, F. R.; Ford, C. P.; and Young, D.

E., A New Method for Calculating Surface
7. Devan, L. and Mason, L., Aerodynamics of Pressures on Bodies at an Angle of Attack in

Tactical Weapons to Mach Number 8 and Angle of Supersonic Flow, AIAA Paper No. 79-1552,
Attack 180 ': Part I1, Computer Program and Users AIAA 12th Fluid and Plasma Dynamics
Guide, NSWC TR 81-358, Sep 1981, NSWC, Conference, Williamsburg, VA, Jul 1974.
Dahlgren, VA.

19. Allen, J. H. and Purkins, E. W., Characteristics
8. Moore, F. G.; Hymer, T. C.; and Mclnville, R. of Flow over Inclined Bodies of Revolution,

M.; Improved Aeroprediction Code: Part I- NACA RM A 50L07, Mar, 1951.

Summary of New Methods and Comparison with
Experiment, NSWCDDITR-93191, May 1993, 20. Van Driest, E. R., "Turbulent Boundary Layers in
NSWCDD, Dahlgren, VA. Compressible Fluids," Journal of Aeronautical

Sciences, Vol. 18, No. 3, 1951, pp. 145-160,
9. Moore, F. G.; Mclnville, R. M.; and Hymer, T. 216.

C.; Improved Aeroprediction Code: Part 11-
Computer Program Users Guide and Listing, 21. Chadwick, W. R., "External Loads Using
NSWCDD, Dahlgren, VA, Aug 1993. Nonplanar Lifting Surface Theory," Journal of

Aircraft, Vol.11, No. 3, Mar, 1974, pp. 181-188.
10. Lacau, R. G.; "A Survey of Missile

Aerodynamics," proceedings of NEAR Conference 22. Ashley, Holt, Landahl, Martin; Aerodynamics of

on Missle Aerodynamics, NEAR, Inc., Mountain Wings and Bodies, Addison-Wesley Publishing
View, CA, Oct 1988, paper 1. Company, Inc., Reading, Ms., 1965, Chapter 7.

11. Moorc, F. G., State of the Art Engineering 23. Purvis, J. W., Lifting Surface Theory Calculations

Aeroprediction Methods with Emphasis on New of Aerodynamic Wing-Tail Load Distributions
Semiempirical techniques for Predicting Nonlinear During Subsonic Maneuvers, NWL TR-2787, Aug
Aerodynamics on Complete Missile Configurations, 1972 NSWCDD, Dahlgren, VA.



2-81

24. Margolis, K.; Supersonic Wave Drag of 35. Wardlaw, A. B.; Davis, S., A Second-Order-
Sweptback Tapered Wings at Zero Lift, NACA TN Gudonov Method for Supersonic Tactical Missiles,
1448, 1947. NSWC TR-86-506, 1986, NSWC, Dahlgren, VA.

25. Pitts, W. C.; Nielson, J. N.; and Kaatari, G. E.; 36. Mclnville, R. and Moore, F. G., Incorporation of
Lift and Center of Pressure of Wing-Body-Tail Boundary Layer Heating Predictive Methodology
Combinations at Subsonic, Transonic, and into the NAVSWC Aeroprediction Code,
Supersonic Speeds, NACA TR 1307, 1957. NSWCDD/TR-93/29, Apr 1993, NSWCDD,

Dahlgren, VA.
26. Moore, F. G.; Armistead, M. A.; Rowlcs, S. H.;

and De Jarnette, F. R.; Second-Order Shock- 37. Anderson, J. D., Hypersonic and High
Expansion Theory Extended to Include Real Gas Temperature Gasdynamics, McGraw-Hill Book
Effects, NAVSWC TR-90-683, Feb 1992, Co., New York, NY, 1989.
NSWCDD, Dahlgren, VA.

38. Beckwith, I. E. and Gallagher, J. J., Local Heat
27. Moore, F. G.; Armistead, M. J.; Rowles, S. H.; Transfer and Recovery Temperatures on a Yawed

and De Jarnette, F. R.; "New Approximate Cylinder at Mach Numbers of 4.15 and High
Method for Calculating Real Gas Effects on Reynolds Numbers, NASA Technical Report R-
Missle Configurations," Journal of Spacecraft and 104, 1961.
Rocketts, Vol. 30, No.1, Jan-Feb, 1993.

39. Hender, D. R., A Miniature Version of the JA70
28. Park, C., and Leon, S., Calculation of Real-Gas Aerodynamic Heating Computer Program, H800

Effects on Blunt-Body Trim Angles, AIAA paper (MINIVER), McDonnell-Douglas Astronautics
no 89- 0685, Aerospace Sciences meeting, Reno, Co., Report MCD G0462, Jun 1970, St. Louis,
NV., Jan 1989. MO.

29. Hudgins, Henry E., Jr., Supersonic Flow About 40. Eckert, E. R. G., Engineering Relations for Heat
Right Circular Cones at Zero Yaw in Air at Transfer and Friction in High-Velocity Laminar
Chemical Equilibrium, Part I-Correlation of Flow and Turbulent Boundary Layer Flow over Surfaces
Properties, TM 1493, Picatinny Arsenal, PA, Aug with Constant Pressure and Temperature,
1965. Transactions of the ASME, Vol. 78, No. 6, Aug

1956.
30. Wittliff, C. E. and Curtis, J. T., Normal Shock

Wave Parameters in Equilibrium Air, Cornell 41. Eckert, E. R. G., Survey of Boundary Layer Heat
Aero Lab Report, CAL-lII, Nov 1961. Transfer at High Velocities and High

Temperatures, WADC Technical Report 59-624,
31. Tannehill, J. C. and Mugge, P. H., Improved Apr 1960.

Curve Fits for the Thermodynamic Properties of
Equilibrium Air Suitable for Numerical 42. Riley, C. J. and De Jarnette, F. R., "Engineering
Computation using Time-Dependent Shock- Aerodynamic Heating Method for Hypersonic
Capturing Methods, NASA CR-2470, 1974. Flow," Journal of Spacecraft and Rockets, Vol.

29, No. 3, May-Jun 1992.
32. Srinivasan, S.; Tannehill, J.; and Wielmuenster,

K., Simplified Curve Fits for the Thermodynamic 43. Cleary, J. W., Effects of Angle of Attack and
Properties of Equilibrium Air, Report ISSU-ERI- Bluntness on Laminar Heating Rate Distribution of
AMES 86401, Jun 1986, Engineering Research a 15' Cone at a Mach Number of 10.6, NASA
Institute, Iowa State Univ.. Ames, IA. TN D-5450, 1969.

33. Morrison, A. M.; Solomon, J. M.; Ciment, M.; 44. Moore, F. G.; Wilcox, F.; and Hymer, T.,
and Ferguson, R. E., Handbook of Inviscid Improved Empirical Model for Base Drag
Sphere-Cone Flow Fields and Pressure Prediction on Missile Configurations Based on
Distributions: Volume 1, NSWC/WOLITR 75-45, New Wind Tunnel Data, NSWCDD/TR-92/509,

Dec 1975, White Oak, MD. Oct 1992, NSWCDD, Dahlgren, VA.

34. Jones, D. J., Numerical Solutions of the Flow 45. Moore, F. G.; Wilcox, F.; and Hymer, T., Base
Field for Conical Bodies in a Supersonic Stream, Drag Prediction on Missile Configurations, AIAA
National Research Council of Canada, Report LR- Paper, No. 93-3629, to be presented at

507, Jul 1968. Otlawa, ON, Canada. Atmospheric Flight Mechanics Conference, Aug
1993, Monterey, CA.



2-82

46. Butler, C.; Sears, E.; and Pellas, S., Aerodynamic 56. Bible, J. E. and Hardy, S. R., Wind Tunnel Test
Characteristics of 2-, 3-, and 4-caliber Tangent- Data of the High Performance Point Defense
Ogive Cylinders with Nose Bluntness Ratios of Missile HPPDM obtained in the NASA Langley
0.00, 0.25, 0.50, and 0.75 at Mach Numbers from Unitary Plan Wind Tunnel, NAVSWC TR 90-475,
0.6 to 4.0, AFATL-TR-77-8, Jan 1977. in publication.

47. Moore, F. G.; Hymer, T.; and Devan, L., New 57. Lesieutre. D. J.; Mendenhall. M. R.; and
Methods for Predicting Nonlinear Lift, Center of Nazario. S. M., Prediction of the Aerodynamic
Pressure, and Pitching Moment on Missile Characteristics of Cruciform Missiles Including
Configurations, NSWCDD/ TR-92/217, Jul 1992, Effects of Roll Angle and Control Deflection,
NSWCDD, Dahlgren, VA. NEAR-TR-360, 1986, NEAR, Inc., Mountain

View, CA.
48. Moore, F. G.; Devan, L.; and Hymer, T., A New

Semiempirical Method for Computing Nonlinear 58. Graves, E. and Fournier, R., Stability and Control
Angle-of-Attack Aerodynamics on Wing-Body-Tail Characteristics at Mach Numbers from 0.2 to 4.63
Configurations, AIAA Paper, No. 93-0038, 31st of a Cruciform Air-to-Air Missile with Triangular
Aerospace Sciences Meeting, Canard Controls and a Trapezoidal Wing, NASA-
Jan 1993. TM-X-3070, Nov 1974

49. Jorgensen, L. H., Prediction of Static 59. Monta, W. J., Supersonic Aerodynamic
Aerodynamic Characteristics for Slender Bodies Characteristics of a Sparrow III Type Missile
Alone and with Lifting Surfaces to Very High Model with Wing Controls and Comparison with
Angles of Attack-, NASA TR R-474, Existing Tail-Control Results, NASA TP 1078,
Sep 1977. Nov 1977.

50. NASA Langley Research Center Tri-Service 60. Vukelich, S. R. and Jenkins, J. E., Missile
Missile Data Base, transmitted from NASA/LRC DATCOM: Aerodynamic Prediction on
Jerry M. Allen to NAVSWC, 5 Nov 1991 (formal Conventional Missiles Using Component Build- Up
documentation in process). Techniques, AIAA Paper No 84-0388, 1984.

51. Stallings, R. L., Jr. and Lamb, M., Wing-Alone
Aerodynamic Characteristics for High Angles of
Attack at Supersonic Speeds, NASA Technical
Paper 1889, Jul 1981.

52. Nielsen, J. N.; Hemsch, M. J.; and Smith, C. A.,
A Preliminary Method for Calculating the
Aerodynamic Characteristics of Cruciform Missiles
to High Angles of Attack Including Effects of Roll
Angle and Control Deflections, ONR Report CR
215-226-4F, Nov 1977, ONR, Arlington, VA.

53. McKinney, R. L., Longitudinal Stability and
Control Characteristics of an Air-to-Air Missile
Configuration at Mach Numbers of 2.3 and 4.6
and Angles of Attack from -45* to 900, NASA
TM X-846, 1972.

54. Smith, E. H.; Hebbar, S. K.; and Platzer, M.,
Aerodynamic Characteristics of a Canard-
Controlled Missile at High Angles of Attack,
AIAA Paper, No. 93-0763, Presented at 31st
Aerospace Sciences Meeting, Reno, NV, 11-14
Jan 1993.

55. Howard, R. M. and Dunn, A., "Missile Loads at
High Angles of Attack," Journal of Spacecraft and
Rockets, Vol. 28, No. 1, Jan-Feb, 1991.



3-.

LATERAL JET CONTROL FOR TACTICAL MISSILES

P. CHAMPIGNY

Office National d'Etudes et de Recherches A~rospatiales (ONERA)
29, Avenue de ia Division Leclerc - 92320 CHATILLON (FRANCE)

R.G. LACAU

AEROSPATIALE - MISSILES
AnnexeLes Gitines - 91370 VERRIERES-LE-BUISSON (FRANCE)

1. INTRODUCTION The third part describes some wind-tunnel testing
problems.

Control systems of some missiles currently under
development show a noticeable evolution when The fourth and last part is dedicated to computation for
compared with those of previous generations. They valuation and understanding of the aerodynamic
comply with the evolution of the increasingly rapid, interactions.
agile, stealthy and hardened threat, and with the
reorientation of its conditions of use. 2. EVOLUTION OF REQUIREMENTS IN THE

TACTICAL MISSILE CONTROL DOMAIN
In this intricate context, standard aerodynamic pilot can
be insufficient, particularly due to poor response time Requirements relative to control system performance of
and decreasing effectiveness at low dynamic pressure. modern tactical missiles are increasingly strict. A brief

analysis of some aspects of the anti-tank warfare and
Consequently it can prove necessary to replace standard the air defence warfare permits to precise these
aerodynamic control system or, as the case may be, to requirements and their origins.
associate it with pyrotechnical devices which have high
performance characteristics due to their rapidity of In the anti-tank warfare domain, the growing
action and whose effectiveness is independent of flight urbanization of industrial countries and the increase of
conditions. Missiles equipped with such systems are the guerilla warfare threat is leading to the search for
conferred agility and accuracy which cannot be a man portable weapon, capable of confined space
obtained otherwise. In addition, they show new firing and high accuracy at short range firing level.
possibilities of use such as the capability of firing in Obviously, missile launch will have to be performed at
confined space or vertically, very low speed so as to protect the gunner during

confined space firings.
The aim of this paper is to give a survey of lateral jets
as control system of tactical missiles. The paper is Consequently, the missile control system capable of
devided into four parts. such a mission will have to be effective at low speed

(confined space firing), be provided with a good
The first part gives a brief analysis of new control manoeuvring capability (effectiveness against moving
requirements pertaining to tactical missiles, presents the targets) and with a very short response time
advantages of lateral jet control and describes two types (particularly, short-range accuracy).
of applications for missiles designed and developped by
AEROSPATIALE-MISSILES. The first example The analysis of air defense combat reinforces these
relates to the ground/surface-to-air missile ASTER trends. Thus, future air-to-air missiles will have to be
which has anti-missile capability, the second example lightweight. Indeed, this type of missiles will have to
concerns the anti-tank missile ERYX. be carried by the same aircraft in sufficient numbers so

as to counter saturating attacks. Consequently, these
The second part presents in detail the missiles will have to be fitted with a lightweight
phenomenological aspects of lateral jets and the warhead and, in return, be very accurate even at high
influence of various flow parameters and missile altitude and low firing range (dogfight).
geometry on control system performance.
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